
FROZEN
SINGLE SERVE

NESTLE

HYDRATION
COOLER

HIGI

SAFE

FRONT END
MONSTER G5

CHECKOUT SCENARIO SC15B QUEUE RIGHT

TOTAL SQUARE FOOTAGE
TOTAL LEASABLE AREA

OVERALL BUILDING DIMENSIONS
SALES FLOOR DIMENSIONS

SALES AREA
RECEIVING AREA

BREAK ROOM & OFFICE AREA
TOILET ROOMS & HALLWAY AREA

TOTAL NET AREA
(BLDG AREA PER BLDG CODE)

10,640 S.F.
10,640 S.F.

76'-0" X 140'-0"
74'-0" X 144'-7"

8,526 S.F.
1,359 S.F.

205 S.F.
364 S.F.

10,454 S.F.

NOTES:
1. BUILDING MUST COMPLY WITH ALL BUILDING (FEDERAL, STATE

AND LOCAL), FIRE, ADA AND HEALTH DEPARTMENT CODES.

2. NO TAPERED COLUMNS ALLOWED.

3. MAINTAIN INTERIOR CLEAR SALES SPACE AS REQUIRED ON
PLANS.

6593 RIVERDALE ST.
SAN DIEGO, CA. 92120

PH. 619.727.4800
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DOLLAR GENERAL STANFIELD, OR
UMATILLA - STANFILED HWY, STANFIELD, OR 97875

 76'-0" x 140'-0" 10,640 SQ. FT. "C "
FRONT ENTRY WITH LEFT REAR DELIVERY

RELEASE 09/14/2020
STORE #23054

TITLE SHEET

MECHANICAL DETAILS AND SPECIFICATIONS

PROJECT INFORMATION SHEET INDEX
PROPERTY OWNER: SIMON CRE LODGPOLE II, LLC

6900 E. 2ND STREET
SCOTTSDALE AZ, 85251

CONTACT: JOSHUA SCHRIPSEMA
PHONE: (480) 745-195612

PROPERTY ADDRESS: UMATILLA & STANFIELD HWY
STANFIELD, OR. 97875

APN: 4N29320000716

LEGAL JURISDICTION: CITY OF STANFIELD, OR.

A PORTION OF THE NORTHWEST QUARTER OF SECTION 32 TOWNSHIP 4 NORTH,
RANGE 29, EAST OF THE WILLAMETTE MERIDIAN, UMATILLA COUNTY, OREGON
DESCRIBED AS FOLLOWS:

BEGINNING AT A POINT ON THE EASTERLY RIGHT-OF-WAY LINE OF US HIGHWAY No.
395 THAT BEARS SOUTH 35°36'20" EAST 352.85 FEET FROM THE INTERSECTION OF
THE SAID RIGHT-OF-WAY LINE AND THE NORTH LINE OF SECTION 32, THENCE SOUTH
35°39'20"EAST, ALONG SAID RIGHT-OF-WAY LINE, 683.28 FEET; THENCE NORTH
54°20'40' EAST 246.06 FEET; THENCE NORTH 35°39'20" WEST 683.28 FEET; THENCE
SOUTH 54°20'40" WEST 246.08 FEET TO THE POINT OF BEGINNING;

EXCEPTING THEREFROM ANY PORTION LYING WITHIN THE HIGHWAY RIGHT-OF-WAY
INCLUDING BUT NOT LIMITED TO THAT TRACT OF LAND CONVEYED TO THE STATE OF
OREGON, BY AND THROUGH ITS DEPARTMENT OF TRANSPORTATION, HIGHWAY
DIVISION BY DEED RECORDED IN MICROFILM REEL 176, PAGE 218, OFFICE OF
UMATILLA COUNTY RECORDS.

BUILDING AREA: 10,640 GROSS SQUARE FEET

SITE AREA: 1.25 ACRES GROSS  (54,450 SQ.FT.)

BUILDING SETBACKS: FRONT - 15 FEET FROM STREET
SIDE AND REAR - 0 FEET

BUILDING HEIGHT: 20'-0"  TO TOP OF PARAPET (30 FEET MAXIMUM)

EXISTING ZONE: CI-COMMERCIAL
PROPOSED USE: COMMERCIAL

PARKING COUNT: REQUIRED: 1 SPACE PER 350 S.F.
 10,640 S.F./ 350 S.F. = 30 SPACES

PROVIDED: 37 SPACES, INCLUDING 1 ACCESSIBLE 
 SPACE

CONSTRUCTION TYPE: II-B, NOT SPRINKLED

BUILDING OCCUPANCY: M - MERCANTILE

ALLOWABLE AREA: IBC TABLE 506.2 FOR TYPE II-B GROUP M:
ALLOWABLE AREA = 12,500 S.F.

ALLOWABLE HEIGHT: IBC TABLE 504.3 FOR TYPE II-B GROUP M:55 FEET

SPECIAL INSPECTIONS: SEE STRUCTURAL PLANS SHEET S1 AND SHEET T1.2 FOR
REQUIRED SPECIAL INSPECTIONS.

SQUARE FOOTAGE LEGEND

DOLLAR GENERAL INFORMATION

SITE PHOTOMETRICS

COVER SHEET

SIGN BRACING DETAILS (FOR REFERENCE ONLY)
SIGN DETAILS (FOR REFERENCE ONLY)
TOILET ROOM PLAN, ELEVATIONS AND DETAILS

ROOM FINISH SCHEDULE & SALES FLOOR ELEVATIONS

ROOF POWER PLAN

REFLECTED CEILING PLAN, NOTES, AND DETAILSA09

PLUMBING:

MECHANICAL:

ELECTRICAL:

STRUCTURAL (FOUNDATION):

ARCHITECTURAL:
FIXTURE PLAN (FOR REFERENCE ONLY)F01

OWNER:

LIGHTING PLANE2

A08

STRUCTURAL NOTES AND TYPICAL DETAILS.S3

A07
A06

DOOR SCHEDULE AND DETAILSA05
A04

SECTIONS AND DETAILSA03.
EXTERIOR ELEVATIONSA02
FLOOR PLANA01

REFRIGERATION POWER PLAN
E1.3

HVAC LAYOUTM1

P1.2
PLUMBING PLANS  & SCHEDULESP1.1

CONCRETE ANALYSIS,  NOTES & SPEC. INSPECTIONSS2
CONCRETE & FINISH SPECSS1

TITLE SHEET NOTEST1.2

WALL ELEVATION & SECTION PLANS6
FOUNDATION DETAILSS5

M2

E3

SITE DETAILSAS1.2

E1.2

MECHANICAL SCHEDULES

PLANTING NOTESLP001
LANDSCAPE:

C-001

GRADING PLAN

ES1
ES2

ELECTRICAL SITE  PLAN

M0.1

PLANTING NOTES AND DETAILSLP002

ELECTRICAL PANELS

CIVIL:

GENERAL: REV DATES(74 SHEETS)
TITLE SHEETT1.1

FOUNDATION PLANS4

POWER PLAN AND DETAILSE1.1

SITE PLANC-100

FASTENER ID

PRE-ENGINEERED METAL BUILDING:

G2 OF G4
QUALITY ASSURANCE POLICYG1 OF G4
COVER PAGEC1 OF C1

FASTENER ID AND BOLT TIGHTENING PROC.G3 OF G4
COLLATERAL LOADING AND ATTACHMENTSG4 OF G4
ANCHOR RODA1 OF A4
ANCHOR ROD

PROJECT NOTES
CROSS SECTION

A2 OF A4
A3 OF A4

N1 OF N1
CS1 OF CS2

SIDEWALL DRAWINGS1 OF S4

END WALL DRAWING

WALL LINER PANELLP1 OF LP2

VICINITY MAP

NEW ONE STORY, TYPE II-B, NON-SPRINKLED  RETAIL STORE AND SITE IMPROVEMENTS FOR A
SINGLE USER OCCUPANT.

PERMIT SHALL INCLUDE:
ONSITE AND OFF-SITE IMPROVEMENTS INCLUDING BUT NOT LIMITED TO UNDERGROUND
UTILITIES, GRADING, PAVING, LANDSCAPING, AND SHELL BUILDING CONSTRUCTION
INCLUDING BUT NOT LIMITED TO BUILDING FLOOR SLAB, BUILDING WALLS, PLUMBING,
SUSPENDED CEILING, LIGHTING AND POWER.

DEFERRED SUBMITTALS SHALL INCLUDE:
· SITE AND BUILDING SIGNS
· STORE FIXTURES AND RACKS

SCOPE OF WORK

CODE COMPLIANCE

NOT TO SCALE

CONSULTANT INFORMATION
ARCHITECTURAL / STRUCTURAL ENGINEER:

MOUR GROUP ENGINEERING + DESIGN
6593 RIVERDALE STREET
SAN DIEGO, CA 92120

CONTACT: JOSEPH SKIMMING
  GLENN MOURITZEN, SE, 

 PRINCIPAL
P: (619) 727-4800

MECHANICAL + ELECTRICAL + PLUMBING

PRECISION ENGINEERING GROUP, LLC
5800 E. SKELLY DRIVE, SUITE 1100
TULSA, OK  74135

CONTACT:  GREG WILEY
P: (918) 749-3000

DEVELOPER:

SIMON CRE LODGPOLE II LLC
6900 E 2ND ST
SCOTTDALE, AZ 7851

CONTACT: JOSHUA SCHRIPSEMA
P: (480) 745-1956

CIVIL ENGINEER:

JUB ENGINEERING
3611 S ZINTEL WAY,
KENNEWICK, WA. 99337

CONTACT: ERIC FERGESON
P: (509) 222-0959

LANDSCAPE ARCHITECT:

JUB ENGINEERING
3611 S ZINTEL WAY,
KENNEWICK, WA. 99337

CONTACT: ERIC FERGESON
P: (509) 222-0959

ARCHITECT'S STATEMENT
OVERLAPPING & CONFLICTING REQUIREMENTS:

WHERE COMPLIANCE WITH TWO OR MORE INDUSTRY STANDARDS OR SETS OF
REQUIREMENTS IS SPECIFIED, AND OVERLAPPING OF THOSE DIFFERENT
STANDARDS OR REQUIREMENTS ESTABLISHES CONFLICTING LEVELS OF QUALITY,
THE MOST STRINGENT STANDARD SHALL BE ENFORCED, UNLESS SPECIFICALLY
NOTED OTHERWISE. CONSULT WITH THE ARCHITECT/ENGINEER BEFORE
PROCEEDING.

MINIMUM QUALITY/QUANTITY:

INTENDED AS MINIMUM FOR THE WORK TO BE PERFORMED OR PROVIDED. EXCEPT
WHERE NOTED OTHERWISE, ACTUAL WORK MAY EITHER COMPLY EXACTLY WITH
THAT MINIMUM, OR MAY EXCEED THAT MINIMUM WITHIN REASONABLE LIMITS.

NOTE TO CONTRACTOR:

WHERE CONTRACT DOCUMENTS (DRAWINGS AND SPECIFICATIONS) ARE
INCOMPLETE, AMBIGUOUS OR CONTAIN CONFLICTING INSTRUCTIONS, DO NOT
PROCEED UNTIL RECEIVING CLARIFICATION FROM THE ARCHITECT IN WRITING. IT IS
THE GENERAL CONTRACTOR'S RESPONSIBILITY TO ENSURE ALL BUILDING
SYSTEMS, NEW AND EXISTING, ARE IN GOOD WORKING ORDER WHEN TURNED
OVER TO THE OWNER.

CHANGES FROM THE APPROVED PLANS DURING THE COURSE OF CONSTRUCTION
SHALL CAUSE CONSTRUCTION TO BE SUSPENDED UNTIL SUCH TIME AS THE PLANS
CAN BE AMENDED BY THE DESIGNER AND SUBMITTED TO THE COUNTY FOR
REVIEW AND APPROVAL.

EXITING REQUIREMENTS

EXITING DISTANCE DIAGRAM
NOT TO SCALE

98
'-2
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EXITS156-0"

PER IBC 1007.1.1 - MIN. SEPARATION

IS 1/2 THE MAX. DIAGONAL

156'-0" = 78'-0" MIN SEPARATION

REQUIRED

EXITING REQUIREMENTS
OCCUPANCY TYPES: M (MERCANTILE) + ANCILLORY STORAGE AND BUSINESS

AREAS

BUILDING AREA:.
TOTAL GROSS BUILDING AREA = 10,640 S.F.
TOTAL GROSS LEASABLE AREA =10,640 SF

BUILDING DIMENSIONS: 76'-0" X 140'-0'

BUILDING AREAS: SALES................................................... 8,526 SF
RECEIVING AREA..................................  1,359 SF
BREAK ROOM & OFFICE AREA............   186 SF
TOILET ROOMS & HALLWAY AREA........   205 SF

TOTAL
OCCUPANCY LOAD: M (SALES FLOOR): 60 SF / OCCUPANT

8,526 SF / 60 = 142 OCCUPANTS

M (RECEIVING): 300 SF / OCCUPANT
     1,359 SF / 300 = 5 OCCUPANTS

B (BREAK RM & OFFICE): 150 SF / OCCUPANT
186 SF / 100 = 2 OCCUPANTS

N/A (RESTROOMS & RESTROOM HALL)
205 SF =2 OCCUPANTS

TOTAL OCCUPANTS = 151 OCCUPANTS

REQUIRED EXITS: 2
REQUIRED EXIT WIDTH: 151 OCC. X 0.2 INCHES= 30.2 INCHES

EXITS PROVIDED: 2, 108 INCHES TOTAL WIDTH 

DRAWINGS INCLUDE DOLLAR GENERAL TECHNICAL BULLETINS:

* TB20-005 09.18.20 DGP21 AND DGHP21 10,640 PLAN RELEASE.
* TB20-006 11.16.20 DGP21 AND DGHP21 10,640 ADDENDUM No.1
* TB21-002 02.12.21 INTERIOR BRANDING REVISION

EMS1 EMS PANEL LOW VOLTAGE PLAN

GENERAL NOTES AND LEGENDC-002
TESC AND DEMO PLANC-010

C-101 GEOMETRIC CONTROL PLAN
C-110

GRADING ENLARGEMENTSC-111
UTILITY PLANC-120

ANCHOR ROD

CROSS SECTIONCS2 OF CS2
ROOF FRAMINGRF1OF RF2
ROOF FRAMINGRF1OF RF2
ROOF PANELRP1 OF RP1

S2 OF S4 SIDEWALL DRAWING

E1 OF E2
END WALL DRAWINGE2 OF E2

PLANTING PLANLP101

SEWER PLAN AND PROFILEC-121
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INTERSTATE 395
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APPLICABLE CODES: THIS PROJECT SHALL COMPLY WITH ALL CODES
THAT MAKE UP THE OREGON STATE BUILDING CODE.
CODES ARE AS FOLLOW:
2019 OREGON STRUCTURAL SPECIALTY CODE EFFECTIVE OCT. 1,

2019, BASED ON THE 2018 INTERNATIONAL BUILDING CODE
2019 OREGON ZERO ENERGY READY COMMERCIAL CODE (IECC 2018)
2021 OREGON ENERGY EFFICENCY SPECIALTY CODE, BASED ON THE

2019 ASHRAE 90.1
2019 OREGON MECHANICAL SPECIALTY CODE, BASED ON THE 

2018 INTERNATIONAL MECHANICAL CODE AND 
INTERNATIONAL FUEL GAS CODE

2021 OREGON ELECTRICAL SPECIALTY CODE (OESC) BASED ON
THE 2017 NFPA 70, NATIONAL ELECTRICAL CODE, OREGON
AMENDMENTS TO THE 2017 NEC

2021 OREGON PLUMBING SPECIALTY CODE (OPSC) BASED ON 
THE 2015 UNIFORM PLUMBING CODE

FIRE DEPARTMENT: PLANS SHALL BE SUBMITTED TO STATE FIRE MARSHALL FOR
REVIEW.

ROOF PLANA10

SECTIONS AND DETAILSA03.1

STORM DRAINAGE PLANC-130
DETAILSC-500
DETAILSC-501

PLUMBING PLANS  & SCHEDULES
P2 PLUMBING DETAILS & DIAGRAMS

A4 OF A4 ANCHOR ROD

S3 OF S4
S4 OF S4

SIDEWALL DRAWING
SIDEWALL DRAWING

WALL LINER PANELLP2 OF L P2

S2.5 SPEC. INSPECTIONS

C-122
C-123

SEWER PLAN AND PROFILE
SEWER PLAN AND PROFILE
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SHERWIN WILLIAMS LOCAL SHERWIN WILLIAMS STORE PAINT, PRIMER, CONCRETE SEALER AND BLOCK FILLER

CARRIER HASAN KHALIL AND
BOB ECKWEILER

973-222-6742 hasan.khalil@carrier.com
bob.eckweiler@carrier.com

HVAC UNITS (ELECTRIC ZONE)
AL, AZ, CA, DE, FL, GA, LA, MD, MS, NC, NM, SC, TX, VA

USLED

MC CUE CORPORATION KEVIN O'NEILL 678-492-4026  koneill@mccue.com

ELECTRICAL LIGHTING
SUPPLIES

RECORD DOOR SYSTEMS

AR,AZ,CA,CO,CT,DE,IL,IA,KS,LA,MA,ME,MI,MN,MO,
ND,NE,NH,NJ,NM,NV,NY,OK,OR,RI,SD,TX,VT,WA,WI,WY

MARK COLLADO 704-290-0237
dollargeneral@recorddoors.com

YORK 501-398-7008
york-dollargeneral-be@jci.com

HVAC UNITS (LOW GAS ZONE)
AR, CO, IL, IN, KY, KS, MO, OH, OK,OR, TN, WA, WV

CHRIS ZINK

LEDS ELECTRICAL LIGHTING
SUPPLIES

AR,CO,IA,IL,IN,KS,KY,MI,MN,MO,
ND,NE,OH,OK,SD,WI,WV,WY
AL,AZ,CA,CT,DE,FL,GA,LA,MA,MD,ME,MS,NC,
NH,NJ,NM,NV,NY,OR,PA,RI,SC,TN,TX,VA,VT,WA

GIRTMAN AND ASSOCIATES JUNE THOMPSON 615-964-6000 ext. 4527
dgconstruction@bass-security.com

INTERIOR DOORS AND FRAMES
AND RESTROOM ACCESSORIES

STANLEY ACCESS
TECHNOLOGIES

MATTHEW D. MATTHEWS 919-208-4238
matt.matthews@sbdinc.com

MODEL #DG2000

ASD CHRIS RUDNITSKI 828-624-1046
crudnitski@asd-usa.com

LOW VOLTAGE & VOICE/DATA

CROSSCOM NATIONAL KEN MILLER 847-850-6298
dollargeneral@crosscomnational.com

LOW VOLTAGE & VOICE/DATA

TRIM KIT  INCLUDES BUMPER GUARDS AND CART STOP

STANLEY CONVERGENT
SECURITY SOLUTIONS

D'ETTA NEAVES 858-752-7821
Detta.Neaves@sbdinc.com (pre-sale bid)
Al.Maier@sbdinc.com (post-award)

INTERIOR FIRE ALARM PANELS

IN,KY,MD,                      MODEL #5100 SERIES
OH, PA,VA,WV

ROOF CURB SYSTEMS CLIFTON REASOR 800-683-5848
DollarGeneral@roofcurb.com

RTU CURB

CURBS PLUS INC. ALLAN THRAILKILL 888-639-2872
alan.thrailkill@curbs-plus.com

RTU CURB

KCC INTERNATIONAL INC. GREG CONRAD 800-382-2872
gconrad@kcccurbs.com

RTU CURB

COOK & BOARDMAN GROUP JOE HARRELL 336-837-0673
nationalsales@cookandboardman.com

INTERIOR DOORS AND FRAMES
AND RESTROOM ACCESSORIES

CT,DE,IL,IN,KY,MA,MD,ME,MI,NC,NH,NJ,
NY,OH,PA,RI,VA,VT,WV

AL,AR,AZ,CA,CO,FL,GA,IA,KS,LA,MS,MN,MO,
NE,NM,NV,OK,OR,SC,SD,TN,TX,WA,WI,WY

AL, FL, GA, MS, NC, SC, TNASSA ABLOY ENTRANCE
SYSTEMS

ROSS MERKLING 609-528-2580
dollargeneral.besam.us@assaabloy.com

LENNOX HVAC UNITS (HIGH GAS ZONE)
CT, IA, MA, ME, MI, MN, ND, NE, NH, NJ, NY, PA, RI, SD, VT, WI, WY

920-915-4010
DGORDERS@leds-llc.com

CED - CONSOLIDATED
ELECTRICAL DISTRIBUTORS

ELECTRICAL SWITCH GEARROBERT DECKER 270-781-2229
robertd@cedbgky.com

AR,AZ,CA,CO,IA,IN,IL,LA,KS,KY,MI,MN,MO,
MS,ND,NE,NM,NV,OK,OR,SD,TX,WA,WI,WY

NESCO ELECTRICAL SWITCH GEARCHRIS TRACY

AL,AR,AZ,CA,GA,KY,LA,MS,NC,NM,NV,
OK,OR,SC,TN,TX,VA,WA

CO,CT,DE,FL,IA,IL,IN,KS,MA,MD,ME,MI,MN,MO,
ND,NE,NH,NJ,NY,OH,PA,RI,SD,VT,WI,WV,WY

800-244-6980
dollargeneral@needhamelectric.com

AL,CT,DE,FL,GA,MA,MD,ME,NC,NH,NJ,
NY,OH,PA,RI,SC,TN,VA,VT,WV
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REQUIRED NATIONAL ACCOUNT VENDORS
COMPANY CONTACTS PHONE # REQUIRED ITEMS

NATIONAL ACCOUNT & CONTACT INFORMATION SUBJECT TO CHANGE

PROTOTYPE MANAGEMENT TEAM
COMPANY CONTACTS PHONE #

MJM ARCHITECTS GARY CONWAY 615-244-8170
dg@mjmarch.com

www.mjmarch.com

ENTECH MITCH SIMPSON www.entechtn.com615-373-2640
email@entechtn.com

H
VA

C
D

O
O

R
S

RAINBIRD IRRIGATION LOCAL RAIN BIRD DISTRIBUTER WWW.RAINBIRD.COM IRRIGATION SYSTEMS

SI
TE

FI
N

IS
H

ES

EUCLID CHEMICAL
COMPANY

PHIL BRANDT 877-438-3826
PBrandt@euclidchemical.com

CONCRETE POLISHING SYSTEMS

RETRO-PLATE SYSTEMS SCOTT MAXFIELD 801-641-6796
scott.maxfield@retroplatesystem.com

CONCRETE POLISHING SYSTEMS
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E

GRAYBAR JEROME BANNISTER 615-743-3202 office, 615-924-2135 cell
DollarGeneral@graybar.com

CABLE TRAY

D&P CUSTOM LIGHTING NATIONAL ACCOUNT SALES 800-251-2200 CUSTOM POWER POLES

EMERSON CLIMATE
TECHNOLOGIES

EMS SUPPLIER NOTE: CUSTOMIZED DOLLAR GENERAL EMS PANEL REQUIRES
STORE #, CITY, STATE, ZIP CODE & QTY. OF HVAC UNITS OF THE INSTALL SITE
WHEN ORDERING.

WEBSITE:
https://dollargeneralbid.emerson.com

USER NAME: dollargeneralbid
PASSWORD: $General1

EL
EC

TR
IC

AL

MODEL #SL500

ROD LEEK
MITCH LAPENSON

713-337-3826
DGUSLED@usled.com

COLTON WHITESIDE 972-497-6652
lennoxnationalaccounts@lennoxind.com

MICHAEL STRINGER
KYLE KNAPP

920-915-4010
DGORDERS@leds-llc.com

6593 RIVERDALE ST.
SAN DIEGO, CA. 92120

PH. 619.727.4800
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DESIGNER NOTE:
CONFIRM WITH DG IF ANCHOR
BOARD DETAIL WILL BE USED.
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1-HOUR FIRE-RATING:
UL#U419, 465, HD-D-0489 or WP-1081

1 HR. = 1 LAYER GYP BD EACH SIDE

- FIRE RATED GYP BD TO BE:
U.S. GYPSUM CO. - TYPE SCX, SHX,
WRX, IP-X1, AR, C, WRC OR IP-X2.

- FIRE TAPE GYP BD IN LIEU OF
STANDARD TAPING & SANDING.

FOR FIRE RATING:
COMPLETELY FILL VOIDS AT TOP

OF WALLS, AROUND ALL
PENETRATIONS PER U.L. #WL-1017

MIN. 5/8" THICKNESS OF
FILL MATERIAL INSTALLED ON EACH

SIDE OF WALL BETWEEN TOP OF
WALLBOARD AND ALL SURFACES OF
THE STEEL DECK, FLUSH WITH EACH

SURFACE OF WALLBOARD

FIRE CAULK, TYP
(BOTH SIDES)

GALVANIZED DEFLECTION
TRACK WITH OFFSET LEGS TO
ACCOMMODATE GYP. BOARD
ON METAL RUNNER, FASTEN
TO TRACK @ 24" O.C.

CONTINUOUS
DEFLECTION RUNNER

PEMB INSULATION,
COMPRESSION TO A DENSITY
OF 4pcf, 50% IN THICKNESS

CRIPPLE STUD ATTACHED
TO DEFLECTION TRACK

PEMB ROOF
PANELS

5/8" MINIMUM TYPE 'X'
GYPSUM BOARD TO
DECK ABOVE (BOTH
SIDES) ON 3-5/8", 20GA.
METAL STUDS @ 16" O.C.

FINISHED FLOOR

FIRE CAULK
(BOTH SIDES)

FLOOR w/0.177"Ø x1-7/16" P.A.F.,

AT ALL "OPEN TO DECK ABOVE"

PEMB INSULATION,

REQ'D. FOR BLOCKING

BASE TRACK, FASTEN TO
FLOOR w/0.177"Ø x1-7/16" P.A.F.,
SHOT THRU A 1"Ø x 16GA.
HOLELESS WASHER

GALVANIZED
DEFLECTION
TRACK

FIRE CAULK, TYP
(BOTH SIDES)

CONTINUOUS
DEFLECTION

RUNNER

PERPENDICULAR
PURLIN/GIRT.

CONDITION

PARALLEL
PURLIN/GIRT.

CONDITION
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FINISHED FLOOR

SEALANT
(BOTH SIDES)

BASE TRACK, FASTEN TO
FLOOR w/0.177"Ø x1-7/16" P.A.F.,
SHOT THRU A 1"Ø x 16GA.
HOLELESS WASHER

R-13 INSULATION (@
TOILET ROOM WALLS)

1/2" MIN. GYPSUM
BOARD ON 3-5/8", 20GA.
METAL STUDS @ 16" O.C.
TO UNDERSIDE OF DECK.
GYPSUM BOARD TO RUN TO
UNDERSIDE OF DECK ABOVE
AT ALL "OPEN TO DECK ABOVE"
AREAS OR TO 6" ABOVE
CEILINGS. (USE MOISTURE
RESISTANT GYPSUM BOARD
AT WET LOCATIONS).

ACOUSTICAL TILE
CEILING AND GRID
(WHERE OCCURS,

REFER TO
REFLECTED

CEILING PLAN)

GALVANIZED DEFLECTION
TRACK WITH OFFSET LEGS TO
ACCOMMODATE GYP. BOARD
ON METAL RUNNER, FASTEN
TO TRACK @ 24" O.C.

PEMB INSULATION,
COMPRESSED AS
REQ'D. FOR BLOCKING

PEMB
PURLIN/GIRTS.

PEMB ROOF
PANELS

METAL STUDS,  ATTACHED
TO PEMB PURLINS/GIRTS.

CONTINUOUS
DEFLECTION RUNNER
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IMPULSE
CANDY

SAFE
21"

23 1
IMPULSE
CANDY

CHECKOUT SCENARIO SC15B QUEUE RIGHT

CLICK AND
COLLECT
FREEZER

CLICK AND
COLLECT
COOLER

METAL BUILDING FRAME
PAINT TO MATCH WALLS

TYPICAL

METAL BUILDING FRAME
PAINT TO MATCH WALLS

TYPICAL

PAINT ROOF FRAMING SW7005
PURE WHITE

BREAKROOM
100

OFFICE 
101

SEE ROOM FINISH SCHEDULE

4'-0" HIGH ON
ALL THREE WALLS
IN HALLWAY

ALL THREE
WALLS IN
HALLWAY

WALL AT STOCKROOM
BEYOND. TO DECK

EXTERIOR WALL BEYOND

H
EA

D
ER

WALL TO DECK

ROOM FINISH SCHEDULE

NO ROOM NAME
FLOOR BASE A WALL B WALL C WALL D WALL CEILING

MATERIAL
CEILING
FINISH REMARKSMATERIAL FINISH MATERIAL FINISH MATERIAL FINISH MATERIAL FINISH MATERIAL FINISH MATERIAL FINISH

100 BREAK ROOM

CONCRETE FLOOR
SEALED

CONCRETE WITH
SEALER

4" RUBBER /
VINYL BASE

BLACK GYPSUM BOARD TO 10'-0"
A.F.F. AT HALLWAY - TO
DECK AT RECEIVING
AREA

101 OFFICE

CONCRETE FLOOR
SEALED

4" RUBBER /
VINYL BASE

BLACK GYPSUM BOARD
TO 10'-0" A.F.F.

102 SALES AREA

CONCRETE FLOOR
POLISHED
(STEPS 1-9)

POLISHED
CONCRETE
WITH SEALER

4" RUBBER /
VINYL BASE

BLACK

103 RECEIVING AREA

N/A N/A WHITE WHITE TAPED, PAINTED AS
REQUIRED BY CODE.
MTL. LINER PANEL TO
DECK AS ALTERNATE

EXPOSED TO
STRUCTURE
ABOVE

FINISH ALL
WALLS TO THE
ROOF DECK

104

MENS

CONCRETE FLOOR
SEALED

4" RUBBER /
VINYL BASE

BLACK WHITE

105

WOMENS

CONCRETE FLOOR
SEALED

4" RUBBER /
VINYL BASE

BLACK WHITE

SHERWIN WILLIAMS
ACRYLIC SILICONE
SILK CHOCOLATE
HC-117.
SHERWIN WILLIAMS
ACRYLIC SILICONE
SILK CHOCOLATE
HC-117.

8'-0" HIGH FIBERGLASS
REINFORCED PANEL -
"WHITE"

8'-0" HIGH FIBERGLASS
REINFORCED PANEL -
"WHITE"

8'-0" HIGH FIBERGLASS
REINFORCED PANEL -
"WHITE"

8'-0" HIGH FIBERGLASS
REINFORCED PANEL -
"WHITE"

8'-0" HIGH FIBERGLASS
REINFORCED PANEL -
"WHITE"

8'-0" HIGH FIBERGLASS
REINFORCED PANEL -
"WHITE"

8'-0" HIGH FIBERGLASS
REINFORCED PANEL -
"WHITE"

8'-0" HIGH FIBERGLASS
REINFORCED PANEL -
"WHITE"

GYPSUM BOARD
TO 8'-0" A.F.F.

GYPSUM BOARD
TO 8'-0" A.F.F.

SHERWIN WILLIAMS -
SW7005-PURE WHITE,
PRO-MAR LATEX
SEMI-GLOSS.
SHERWIN WILLIAMS -
SW7005-PURE WHITE,
PRO-MAR LATEX
SEMI-GLOSS.

SHERWIN WILLIAMS -
SW7005-PURE WHITE,
PRO-MAR LATEX
SEMI-GLOSS.
SHERWIN WILLIAMS -
SW7005-PURE WHITE,
PRO-MAR LATEX
SEMI-GLOSS.

SHERWIN WILLIAMS -
SW7005-PURE WHITE,
PRO-MAR LATEX
SEMI-GLOSS.
SHERWIN WILLIAMS -
SW7005-PURE WHITE,
PRO-MAR LATEX
SEMI-GLOSS.

SHERWIN WILLIAMS -
SW7005-PURE WHITE,
PRO-MAR LATEX
SEMI-GLOSS.
SHERWIN WILLIAMS -
SW7005-PURE WHITE,
PRO-MAR LATEX
SEMI-GLOSS.

107 VESTIBULE

GYPSUM BOARD
TO 8'-0" A.F.F.

CONCRETE FLOOR
SEALED

CONCRETE WITH
SEALER

CONCRETE WITH
SEALER

SEE
INTERIOR
ELEVATIONS

EXPOSED TO

EXPOSED TOGYPSUM BOARD TO
10'-0" A.F.F.
WHITE METAL
LINER PANELS ABOVE

GYPSUM BOARD
TO 8'-0" A.F.F.

GYPSUM BOARD
TO 8'-0" A.F.F.

GYPSUM BOARD
TO ROOF DECK..

STRUCTURE
ABOVE

STRUCTURE
ABOVE

BOARD
CEILING @
8'-0" A.F.F.

GYPSUM

BOARD
CEILING @
8'-0" A.F.F.

GYPSUM

GYPSUM BOARD
TO 10'-0" A.F.F.

REFER TO INTERIOR ELEVATIONS BELOW
METAL LINER
PANEL FROM
FLOOR TO 8'-0"
AFF

METAL LINER
PANEL FROM
FLOOR TO 8'-0"
AFF

GYPSUM BOARD
TO 10'-0" A.F.F.

108  HALLWAY

CONCRETE FLOOR
POLISHED
(STEPS 1-9)

POLISHED
CONCRETE WITH
SEALER

4" RUBBER /
VINYL BASE

BLACK GYPSUM BOARD
TO 10'-0" A.F.F.

GYPSUM BOARD
TO ROOF DECK

GYPSUM BOARD
TO 10'-0" A.F.F. ON
BULKHEAD

SHERWIN WILLIAMS - SW6991
BLACK MAGIC, PRO-MAR LATEX
SEMI-GLOSS TO 48" AFF.
SHERWIN WILLIAMS - SW7005
PURE WHITE, PRO-MAR LATEx
SEMI-GLOSS ABOVE 48" AFF.

SHERWIN WILLIAMS - SW6991
BLACK MAGIC, PRO-MAR LATEX
SEMI-GLOSS TO 48" AFF.
SHERWIN WILLIAMS - SW7005
PURE WHITE, PRO-MAR LATEX
SEMI-GLOSS ABOVE 48" AFF.

GYPSUM BOARD TO
10'-0" A.F.F.
WHITE METAL
LINER PANELS ABOVE

GYPSUM BOARD TO
10'-0" A.F.F.
WHITE METAL
LINER PANELS ABOVE

GYPSUM BOARD
TO 10'-0" A.F.F.

GYPSUM BOARD
TO ROOF DECK..

TAPED, PAINTED AS
REQUIRED BY CODE.

DECK AS ALTERNATE
MTL. LINER PANEL TO

GYPSUM BOARD
TO 8'-0" A.F.F.

GYPSUM BOARD
TO 8'-0" A.F.F.

GYPSUM BOARD
TO 8'-0" A.F.F.

106 ENTRANCE
ALCOVE (IF
REQUIRED)

POLISHED
CONCRETE
WITH SEALER

GYP. BD. TO
10'-0" A.F.F.

EXTERIOR
GRADE GYP
BD @ 10'-0"

WHITE4" RUBBER
/ VINYL
BASE

BLACKPOLISHED
CONCRETE
(STEPS 1-9)

SHERWIN WILLIAMS -
SW7065 ARGOS,
PRO-MAR LATEX
SEMI-GLOSS.

GYP. BD. TO
10'-0" A.F.F.

SHERWIN WILLIAMS -
SW6910 DAISY,
PRO-MAR LATEX
SEMI-GLOSS.

GYP. BD. TO
10'-0" A.F.F.

SHERWIN WILLIAMS - SW7065
ARGOS OR SW6991 BLACK
MAGIC, PRO-MAR LATEX
SEMI-GLOSS.

GYP. BD. TO
10'-0" A.F.F.

SHERWIN WILLIAMS -
SW6991 BLACK MAGIC,
PRO-MAR LATEX
SEMI-GLOSS.

EXPOSED TO
STRUCTURE
ABOVE

EXPOSED TO
STRUCTURE
ABOVE

N/AGYPSUM BOARD
TO ROOF DECK

SHERWIN WILLIAMS - SW6991
BLACK MAGIC, PRO-MAR LATEX
SEMI-GLOSS TO 48" AFF.
SHERWIN WILLIAMS - SW7005
PURE WHITE, PRO-MAR LATEX
SEMI-GLOSS ABOVE 48" AFF.

SHERWIN WILLIAMS -
SW7005-PURE WHITE,
PRO-MAR LATEX
SEMI-GLOSS.

NOTE:

INTERIOR HOLLOW METAL FRAMES AND INTERIOR
DOORS TO BE PAINTED SW 6991 BLACK MAGIC
(SEMI-GLOSS).

EXTERIOR HOLLOW METAL DOORS AND FRAMES TO
BE PAINTED SW 7041 VAN DYKE BROWN. THE
INTERIOR SIDE TO BE PAINTED SW 6991 BLACK
MAGIC.

DOOR 103A-FIRE-RATED DOOR HARDWARE:
(2) SVR EXIT QED316-36"-7FT-689
(1) EXIT TRIM QRT330-E-SC-KD-689
(2) BURNS PULL PLATES #5410-32D-26D-GRIP,
(2) BURNS PUSH PLATES #54-US32D, (4)  IVES KICK PLATES
#8400-S32D-8X34
(2) STANLEY DOOR CLOSERS QDC311-689.

REMARKSDOOR HARDWARE

DOOR SCHEDULE

SOLID CORE WOOD DOOR OR HOLLOW METAL DOOR. PAINTED.

SOLID WOOD DOOR OR HOLLOW METAL DOOR. PAINTED.

INSULATED METAL DOOR. PAINTED.

SOLID CORE WOOD DOOR OR HOLLOW METAL DOOR. PAINTED.

SOLID CORE WOOD DOOR OR HOLLOW METAL DOOR. PAINTED.

21'-0" BI-PART WITH TRANSOM AND GLASS. BRONZE FINISH

INSULATED METAL DOOR. PAINTED.

TH
SIZE

W
7'-0"

7'-0"

3'-0"

3'-0"

1 3/4"

1 3/4"

TypeNO.

A

B

100

101

7'-0"

8'-0"

3'-0"

6'-0"

8-0"6'-0"

1 3/4"

1 3/4"

7'-0"

7'-0"

3'-0"

3'-0"

7'-0"6'-0"

1 3/4"

1 3/4"

E

C

102

103A

D103B

A

A

104

105

F106

(1-1/2 PAIR HINGES), (1) FALCON PASSAGE LEVERSET #W101S-DANE-626 - NO KEY REQ'D., (1)  HAGER DOOR CLOSER #5400. (1) IVES WALL STOP,
#402-1/2B-26D

(1-1/2 PAIR HINGES), (1) FALCON STOREROOM LEVERSET #W581PD-DANE-626 - KEY #1, (1) HAGER DOOR CLOSER #5400, (1) IVES WALL STOP
#402-1/2B-26D, (1) TACO DOOR VIEWER #TA3310PC.

(1-1/2 PAIR HINGES), (1) VON DUPRIN GUARD-X EXIT ALARM LOCK #2670-28, (1) HAGER DOOR CLOSER #5400, (1) DOOR SWEEP,
WEATHERSTRIPPING.  (1) 7015SC8-26D RIM CYLINDER, (1) HAGER 8N PULL.

BY DOOR MANUFACTURER TO BE RE-KEYED BY DOLLAR GENERAL AREA MANAGER WITH (1) ILCO RIM CYLINDER #7015SC8-26D.

(1-1/2 PAIR HINGES), (1) FALCON STOREROOM LEVERSET #W581PD-DANE-626 - KEY #2, (1) HAGER DOOR CLOSER #5400, (1) IVES WALL STOP
#402-1/2B-26D.

(1-1/2 PAIR HINGES), (1) FALCON STOREROOM LEVERSET #W581PD-DANE-626 - KEY #2, (1) HAGER DOOR CLOSER #5400, (1) IVES WALL STOP
#402-1/2B-26D.

(3 PAIR HINGES), (1) VON DUPRIN GUARD-X EXIT ALARM LOCK #2670-28, (1) VON DUPRIN GUARD-X DOUBLE DOOR STRIKE #2609, (1) DETEX DOULBLE
DOOR HOLDER #DDH-2250 TOP & BOTTOM, (2) HAGER DOOR CLOSERS #5400, (2) BURNS PULL PLATES #5410-32D-26D-GRIP, (1) 2" DOOR SCOPE
#DS/1000MB, (2) 8" DOOR HOLDERS #608Z, (1) NATIONAL GUARD HD THRESHOLD #425 HD-6 FT, (2) DOOR SWEEPS #770SAV-3FT, WEATHER-STRIPPING
HAGER #892SAV.
(1) 7015SC8-26D RIM CYLINDER

(3 PAIR HINGES), (2) BURNS PULL PLATES #5410-32D-26D-GRIP, (2) BURNS PUSH PLATES #54-US32D,(4)  IVES KICK PLATES #8400-S32D-8X34, (2) HAGER
DOOR CLOSERS #5400. (2) IVES 4" DOOR HOLDER #452B26D-4. (1) IVES WALL STOP #402-1/2B-26D
(PROVIDE PANIC HARDWARE IF DOOR IS FIRE RATED.)(NO DOOR HOLDERS IF FIRE-RATED.)

SOLID CORE WOOD DOOR OR HOLLOW METAL DOOR. PAINTED. PROVIDE
FIRE RATED DOORS IF REQUIRED.

PAINT EXPOSED
STRUCTURE SHERWIN
WILLIAMS - SW7005
PURE WHITE
PAINT EXPOSED
STRUCTURE SHERWIN
WILLIAMS - SW7005
PURE WHITE

PAINT EXPOSED
STRUCTURE SHERWIN
WILLIAMS - SW7005
PURE WHITE

PAINT EXPOSED
STRUCTURE SHERWIN
WILLIAMS - SW7005
PURE WHITE

SW6910 "DAISY"

SW6991 "BLACK MAGIC"

SW7065 "ARGOS"

EXPOSED PREFINISHED METAL
LINER PANELS.

SW7005 "PURE WHITE"

WALL PAINT LEGEND

ALL EXPOSED STRUCTURE AT ROOF
TO BE PAINTED
SW7005 "PURE WHITE".

1" INSULATED GLAZING.

21'-0" BI-PART WITH TRANSOM AND GLASS. BRONZE FINISH7'-0"6'-0"F106A BY DOOR MANUFACTURER TO BE RE-KEYED BY DOLLAR GENERAL AREA MANAGER WITH (1) ILCO RIM CYLINDER #7015SC8-26D.

DOOR NOTES:
1. AT EGRESS DOORS, PROVIDE SIGN ABOVE DOOR THAT STATES "THIS DOOR TO REMAIN UNLOCKED WHEN THIS SPACE IS OCCUPIED". THE LOCKING DEVICE SHALL BE READILY DISTINGUISHABLE AS LOCKED.
2. SINGLE USER TOILET ROOMS SHALL HAVE PRIVACY LOCKS AND OCCUPIED INDICATOR.

SHERWIN WILLIAMS -
SW7065 ARGOS,
PRO-MAR LATEX
SEMI-GLOSS.

SHERWIN WILLIAMS -
SW7065 ARGOS,
PRO-MAR LATEX
SEMI-GLOSS.

SHERWIN WILLIAMS -
SW6910 DAISY,
PRO-MAR LATEX
SEMI-GLOSS.

SHERWIN WILLIAMS -
SW6991 BLACK MAGIC,
PRO-MAR LATEX
SEMI-GLOSS.
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PRE-ENGINEERED METAL BUILDING SYSTEM BY BUILDING MANUF.
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AutoCAD SHX Text
MIN. R-19 + R-11 LINEAR SYSTEM INSULATION  WITH R-3 THERMAL BLOCKS AT EACH PURLIN. (BY PEMB) - INSULATION SYSTEM TO LEAVE BOTTOM OF PURLINS EXPOSED FOR ATTACHMENTS - "SAG AND BAG" PREFERED, "LONG TAB/BANDED FILLED CAVITY" ACCEPTABLE.
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ROOF MOUNTED HVAC UNIT. SEE MECH.

AutoCAD SHX Text
8" METAL BUILDING GIRT.
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VERTICAL METAL LINER PANELS.

AutoCAD SHX Text
1/2" GYPSUM BOARD OVER LINER PANELS (PAINTED). SEE SHEET A4.
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AutoCAD SHX Text
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CURB INSTALLATION INSTRUCTIONS
TRAPEZOIDAL STANDING SEAM PANEL - UNDER / OVER

A

FRONT EDGE OF ROOF
PANEL CUTOUT

LEADING EDGE
OF FRONT FLANGE
ON CURB

1.  ATTACH ROOF PANELS
2.  ROOF CUTOUT AS FOLLOWS:
     DIM. A = OVER ALL LENGTH (OAL) - 6 INCHES
     DIM. W = WIDTH (W) + 1/2 INCH
3.  LEADING EDGE OF CURBS FRONT FLANGE IS
     INSERTED UNDER FRONT EDGE OF ROOF
     PANEL CUTOUT.  SIDE AND REAR FLANGES
     REST ON TOP OF ROOF PANELS
4.  INSTALL TUBE CAULK UP VERTICAL PORTION
     OF RIB AND OVER TOP OF RIB PRIOR TO
     INSTALLING ADJACENT PANEL.   INSTALL TUBE
     CAULK IN FIRST FOUR INCHES OF FEMALE RIB
     TO COMPLETELY SEAL SIDE LAP ABOVE AND
     BELOW CURB.

3/16"

1 1/2"

OAL

OAL - 6"

W

W + 1/2"

  1 1/2"

  3"

B 1. NOTCH CURB FLANGE TO ALLOW CURB TO SET IN THE FLAT OF PANEL.
    DRY FIT AND MARK PANEL AT CURB LINE.

3. WHEN INSTALLING CURB, LEADING EDGE OF FRONT FLANGE MUST HAVE UNDER

ROOF PANEL
UNDER PLUG

UNDER PLUG (3)
(SEE DETAIL)

UNDER PLUG INSTALLATION DETAIL

FRONT FLANGE OF CURB

REAR CURB FLANGE CUTOUT DETAIL

        5"

        3"
TYP. (1)

RIB CENTERS
CUT AT 45° (2)

TUBE CAULK

REAR CURB FLANGE
(SEE DETAIL FOR
 CUTOUTS)

MASTIC

MASTIC

MASTIC MUST ALSO BE APPLIED OVER UNDER PLUGS.

2. INSTALL MASTIC INSIDE CURB OUTLINE - CUT TAPE AT 45 ANGLE.

PLUGS PLACED ON MASTIC AND ALIGNED WITH MAJOR RIBS OF ROOF PANEL.

4. APPLY TUBE CAULK AROUND PERIMETER, TO THE OUTSIDE OF MASTIC LINE

C 1.  ATTACH CURB THROUGH ROOF PANEL INTO SUPPORTS WITH SCREWS SPACED AT 3" O.C.

    TO THE WEATHER SIDE. ATTACH RIB CAPS WITH FASTENERS 3" O.C.
3. GENEROUSLY APPLY TUBE CAULK AROUND PANEL SEAM WHERE IT ENTERS RIB CAP.  

FORCING    CAULK BACK INTO TOP OF RIB CAP.

   (SEE DETAIL).

TUBE CAULK

SLIT PLATE INSTALLATION

INSTALLATION
DETAIL)

ALUMINUM

SLIT PLATE (4)
(SEE SLIT PLATE

MASTIC

4. APPLY MASTIC & TUBE CAULK TO BOTTOM OF SLIT PLATES PRIOR TO INSTALLATION

2. APPLY MASTIC & TUBE CAULK TO UNDER SIDE OF RIB CAPS, WITH TUBE CAULK EXPOSED

RIB CAP (2)

FOLLOW MANUFACTURER'S SPECIFICATIONS

REQUIRED NATIONAL ACCOUNT ROOF CURB DG VENDORS:
ROOF CURB SYSTEMS                 GREG SMYTH             800-683-5848        GSMYTH@ROOFCURB.COM  
CURBS PLUS INC.                         ALAN THRAILKILL     888-639-2872        ALAN.THRAILKILL@CURBS-PLUS.COM
KCC INTERNATIONAL INC.          GREG CONRAD          800-382-2872        GCONRAD@KCCCURBS.COM

ROOF PLAN
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CONCRETE & FINISH
SPECS

1) GENERAL
A. The building shall be designed such that there is maintained an absolute minimum of  74'-0" from face-of-column to
face-of-column on the sales floor.

2) FOUNDATIONS
A. The concrete foundations shall be designed, detailed and constructed to provide for the safe, serviceable support of  the
pre-manufactured metal building structure and all prescribed loads applied thereto. The foundations shall conform to the
latest editions of  all applicable standards of  the American Concrete Institute (ACI), the Building Code(s) enforced by the
Authority Having Jurisdiction and these requirements.

B. The soils supporting the foundation shall be prepared and compacted in accordance with a geotechnical testing based
investigation and site specific recommendations provided by a Professional Engineer registered to practice in the State
where the project is located.

C. The slab on grade shall not be utilized to resist horizontal thrust forces at the base of  the pre-engineered building
frames. Tie beams below and separate from the building slab may be utilized.

D. The bearing materials shall be free of  organic, expansive or corrosive material, and shall support the foundation in
accordance with the following twenty five year criteria:

1. Maximum differential movement due to either settlement or heave shall not exceed 1/2" over a distance of 50 feet.

2. Maximum total movement due to either settlement or heave shall not exceed 1".

E. The foundations shall be of  sufficient depth to bear below local frost depth where exposed, attain minimum design
bearing pressure, achieve sufficient protection from settlement or heave, and where adjacent to existing construction,
avoid application of lateral earth pressure to adjacent construction.

3) SLAB ON GRADE
A. The subgrade for the slab on grade shall be compacted and prepared in accordance with a geotechnical testing based
investigation and site specific recommendations provided by a Professional Engineer registered to practice in the State
where the project is located. The subgrade shall provide a minimum of  100 pounds per cubic inch (pci) modulus of
sub-grade reaction and shall be proof-rolled to ensure that there are no pumping or soft zones greater than ½” (ACI 302,
“Guide for Concrete Floor Slab Construction”).

B. The general contractor shall require responsible representatives of  every party concerned with the concrete work to
attend the conference, including, but not limited to, the following:
General contractor's superintendent

1. Laboratory responsible for concrete mixes, field quality control and floor tolerance testing
    2. Ready-mix concrete producer

3. Concrete contractor
4. Chemical admixture manufacturer
5. Liquid densifier and sealer manufacturer
6. Liquid densifier and sealer applicator
7. Joint filling manufacturer
8. Joint filling applicator

C. Minutes of  the meeting shall be recorded, typed and printed by the general contractor and distributed to all concerned
parties, including the owner's representative, the architect and the structural engineer, within five days of the meeting.

D. The minutes shall include a statement by the concrete supplier stating that the proposed concrete mix design will produce
the concrete quality required by these specifications.

E. The minutes shall include a statement by the concrete contractor that the proposed concrete mix design will provide
appropriate workability and setting times, to ensure that the concrete contractor can achieve the requirements of  this
specification.

5) CONCRETE CONTRACTOR QUALIFICATION:

B. The slab on grade shall conform to the latest editions of all applicable standards of the American Concrete Institute
(ACI), the Building Code(s) enforced by the Authority Having Jurisdiction and these requirements. The slab on grade shall
be a minimum of 4" thick and reinforced with a minimum #3 at 18" O.C.  located in the center of the slab.

C. Except at doors at the perimeter of  the facility, the slab on grade shall be isolated from the building columns and any
perimeter grade beams or walls. The slab on grade shall receive a hard steel trowel finish. Saw-cut contraction joints a
minimum of  ¼ the depth of  the slab shall be provided in both principal directions across the entire floor slab, spaced no
further than 13 feet on center and providing panels with an aspect ratio no greater that 1.5:1. Refer to Control Joint Spacing
Plan on Sheet S3. The slab shall be protected from the effects of  heat or wind as necessary to avoid any curling of  the slab
segments.

4)   CONCRETE SALES FLOOR PRE-INSTALLATION CONFERENCE:
A. At least 30 days prior to the start of  the concrete slab construction, the general contractor shall conduct a meeting to
review the proposed concrete mix designs and to discuss the required methods and procedures to achieve the requirements
of  this specification. The general contractor shall send a pre-concrete conference agenda to all attendees 20 days prior to the
scheduled date of the conference.

A. The concrete contractor shall include in their bid package to the general contractor, sufficient data, including a minimum of
three similar and successful projects that clearly indicates the concrete contractor's ability to successfully perform the work
and to achieve the interior sales floor slab tolerances required in this specification. The concrete contractor's team shall have
participated in the majority of these projects, and that team shall remain the same through the duration of this project.

6) CONCRETE MATERIALS:
A. Portland Cement: ASTM C 150, Type 1. Use one brand of cement throughout the project.

B. Coarse and fine aggregates: ASTM C 33. Combined aggregate gradation for slabs on grade and other designated concrete
shall be 8% - 18% for large top size aggregates (1½”) or 8% - 22% for smaller top size aggregates (1” or ¾”) retained on each
sieve below the top size and above the no. 100 sieve. Slabs on grade shall have a maximum aggregate size of  1½” footings and
piers 1” and beams ¾”.

C. Water:  complying with ASTM C 94.

D. Air-entraining admixtures: Shall conform to ASTM C-260. Admixture manufacturer shall provide written certification that
the air-entraining admixture is compatible with other required admixtures. All exterior slabs shall be air-entrained (4% - 6%).
Acceptable products: Euclid Chemical AEA-92 or Air 40; BASF Micro Air; W.R. Grace Daravair 1000 or Darex- 1. 

1.  Note:  Air-entraining admixture shall not be used on interior concrete.

E. Water-reducing admixture: Shall conform to ASTM C494, Type A and contain no more than 0.05% chloride ions.
Acceptable products: Euclid Chemical Eucon series; BASF Pozzolith series; W.R. Grace WRDA or Daracem series.

F. Water-reducing, retarding admixture: Shall conform to ASTM C494, Type D, and contain no more than 0.05% chloride
ions. Acceptable products: Euclid Chemical Retarder 75; BASF Pozzolith series; W.R. Grace Daratard 17.

G. High range water-reducing admixture (superplasticizer): Shall conform to ASTM C494, Type F or Type G and contain no
more than 0.05% chloride ions. Acceptable products: Euclid Chemical Eucon 37; BASF Rheobuild 1000; W.R. Grace
daracem-100.

H. Water-reducing, non-corrosive accelerating admixture: Shall conform to ASTM C494, Type C or E, and contain no more
chloride ions than are present in municipal drinking water. The admixture manufacturer must have long-term, non-corrosive
test data from an independent testing laboratory (of  at least a year's duration) using an acceptable accelerated corrosion test
method such as that using electrical potential measures. Acceptable products: Euclid Chemical Accelguard 80/90 or
Accelguard NCA; BASF NC534 or Pozzutec 20; W.R. Grace Polarset.

I. Prohibited admixtures:
1. Calcium chloride or admixtures containing more than 0.05% chloride ions are not permitted.
2. Flyash is not permitted.

7) EVAPORATION RETARDER:
A. Waterborne, monomolecular film forming, manufactured for application to fresh concrete.

1. Acceptable products:
a. “Eucobar” by Euclid Chemical - Phil Brandt 877-438-3826

8) CURING MATERIALS:
A. Exterior curing: All exterior concrete slabs shall be cured using a liquid membrane-forming curing
compound. The liquid membrane-forming curing compound shall meet the requirements of  ASTM C1315 with a
maximum V.O.C. Content of 700 g/l.

1. Acceptable products:
a. “Super Rez Seal” or “Super Aqua Cure” by Euclid Chemical - Phil Brandt 877-438-   3826

B. Interior curing (building not enclosed/sales floor slab is placed first): The interior sales floor slab shall
be cured using a reduced odor, dissipating liquid membrane forming curing compound that is formulated from
hydrocarbon resins. The dissipating liquid membrane forming curing compound shall meet the requirements of
ASTM C309 and V.O.C. contents in accordance to EPA 40 CFR, part 59, table 1, subpart D for concrete curing
compounds with a maximum V.O.C. content of 350g/l.

1. Acceptable product:
a. “Kurez DR VOX” by Euclid Chemical - Phil Brandt 877-438-3826

C. Interior curing (building enclosed/sales floor slab is placed last): The interior sales floor slab shall be
cured using a removable, low odor, fast drying liquid membrane forming curing compound. The removable
liquid membrane forming curing compound shall meet the requirements of  ASTM C309, AASHTO M 148,
USDA compliancy and V.O.C. contents in accordance to EPA 40 CFR, part 59, Table 1, subpart D for concrete
curing compounds with a maximum V.O.C. Content of 350g/l.

1. Acceptable product:
a. “Kurez RC” by Euclid Chemical - Phil Brandt 877-438-3826

9) LIQUID DENSIFIER / SEALER FOR INTERIOR SALES FLOOR:
A. Liquid densifier / sealer shall be a sodium silicate / siliconate blend. Manufacturer of  liquid densifier and
sealer must be contacted prior to bidding for pricing and application requirements.

1. Acceptable liquid densifier and sealer manufacturer:
a. “Euco Diamond Hard” by Euclid Chemical - Phil Brandt 877-438-3826
b. “RetroPlate 99” by RetroPlate Systems - Curtis Turnbull 888-942-3144

B. Approval: All general contractors bidding or negotiating a Dollar General project shall contact Euclid
Chemical or RetroPlate to obtain a list of  approved applicators located within the geographic region of  the
project. General contractors shall solicit and accept pricing only from those applicators as provided by Euclid
Chemical or RetroPlate. The approved applicator selected for the initial application of liquid densifier /
sealer shall be the same as for the joint filling and additional application of liquid densifier / sealer  and
polishing process. Within ten days after completion of  work, the approved applicator shall furnish Euclid
Chemical or RetroPlate a copy of  the invoice, as well as square footage and coverage rate data confirming that
the specified application rates were achieved.

C. Project service: at least 10 days prior to application of  liquid densifier and sealer, the general contractor shall
notify the Euclid Chemical or RetroPlate representative for jobsite service. The representative will be on the
project site during the first application of liquid densifier / sealer and will follow the project through to
completion.

10)  SEMI-RIGID POLYUREA JOINT FILLER:
A. UV Resistant, semi-rigid polyurea joint filler shall be a two (2) component, 100% solids compound, with
minimum Shore “A” hardness of 80. Joint filler color shall match the adjacent concrete surface.

1. Acceptable semi-rigid polyurea joint filler manufacturer:
a. “Euco QWIKJoint UVR” by Euclid Chemical - see sheet T01 for contact info

B. Non-UV Resistant, semi-rigid polyurea joint filler shall be a two (2) component, 100% solids compound, with
a minimum Shore “A” hardness of 75. Joint filler color shall match the adjacent concrete surface.

1. Acceptable semi-rigid polyurea joint filler:
    a. “CreteFill Pro 75” by CureCrete - see sheet T01 for contact info

C. Approval: All general contractors bidding or negotiating a Dollar General project shall contact the Euclid
Chemical company or Retroplate to obtain a list of  approved applicators located within the geographic region of
the project.  General contractors shall solicit and accept pricing only from those applicators as provided by
Euclid Chemical or RetroPlate. The approved applicator selected for the initial application of liquid
densifier / sealer shall be the same as for the joint filling and additional application of liquid densifier /
sealer and polishing process.

11) CONCRETE MIXES:
A. Comply with ACI 301 requirements for concrete mixtures.

B. Concrete mix design(s) shall be proportioned according to ACI 301, for normal-weight concrete determined
by either laboratory trial mix or field test data as follows:

1. Compressive strength (28 days): 4000psi (27.6mpa), with a maximum water/cement ratio of  .53, unless
otherwise indicated on the drawings. Concrete materials included in the mix design shall be the same materials
provided to the project, and shall be prepared by an independent testing laboratory approved by the owner. If
sufficient backup data is not available, the laboratory mix design shall exceed the desired job strength of
concrete by 1,200psi. Four copies of  the mix design shall be submitted to the owner before concrete work
begins.

2. Slump: Concrete containing mid or high range water reducer shall have a maximum slump of  5½” for the
interior sales floor slab and 8” (200 mm) for other areas. All other concrete shall not exceed 4 inches (100
mm) unless otherwise indicated on the drawings.

3. Adjustment to concrete mixes: Mix design adjustments may be requested by General Contractor when
characteristics of  materials, job conditions, weather, test results or other circumstances warrant; at no
additional cost to owner and as accepted by owner.  Laboratory test data for revised mix design and strength
results must be submitted to and accepted by owner before using in work. Both the concrete testing and
inspection agency and the concrete contractor shall satisfy themselves that the concrete mix design will
produce a concrete which will meet the specifications for this project. In addition, the General Contractor and
Concrete Contractor shall verify that the workability, finishability and setting times are appropriate for slab
installations.  Placement shall be made directly from concrete trucks by chute. If  pumping of the concrete is
contemplated for any special locations, the proportions established above shall not be altered to suit the
capabilities of  the pumping equipment. For concrete containing macro-synthetic fibers, adjustments required
to provide required placement conditions may warrant use of  additional water reducer. No additional water is
permitted into concrete mixture after addition of macro-synthetic fibers.

4 Interior concrete sales floor: Concrete shall be designed to meet 4000 psi compressive strength @ 28 days
and exhibit <0.04% shrinkage @ 28 days. The mix shall contain approximately 12 cubic feet of  #467
aggregate (1-1/2” top size), the specified water reducing admixture and achieve a w/cm ratio of  0.53 (max.).
Concrete shall be non air-entrained and in no case shall the concrete be designed for less than 4000 psi
(27.6mpa) @ 28 days. Proposed mix design shall be similar to the following

Prototype mix:
Materials Prototype mix
Cement 517-564lbs.
Fly ash/slag Prohibited
Coarse aggregate 12 cubic feet +/- .50  (#467 stone)
Fine aggregate 7 cubic feet +/- (adjust as necessary)
Water content 250 - 300lbs.
Air content (Entrapped Air Only) 3.0% (max.)
Water Reducer  (type a/f) 3oz.-10oz./100wt +/- (mid range preferred)
W/cm 0.53 (max.)
Initial slump (water) 3”
Final Slump (with water reducer) 5.5" (max)
Shrinkage <0.04% @ 28 days

12)  FLOOR SLAB FINISH AND TOLERANCES:
A. General: Unless otherwise noted by owner, concrete sales floor slab shall be cast in one continuous placement.
Concrete shall be placed, screeded, re-straightened, and finished as necessary to meet the FF and FL tolerance
requirements. Do not wet concrete surfaces during finishing operations.

B. Trowel finish (sales floor): Apply a hard trowel finish to surfaces as follows:

1. Laser screeds, vibratory screeds, highway straightedges and wood bull floats shall be used to initiate screeding
and floating process to form a uniform and open-textured surface plane before excess moisture or bleed water
appears on the surface. A back-up laser screed is required during concrete placement of  the interior sales floor
slab. Remove excess water before starting floating operations. Do not further disturb surfaces before starting
finishing operations

2. Highway straightedge operations shall continue before, during and after troweling operation, until specified
floor tolerances are achieved.

3. Trowel finish with gas operated troweling machine with adjustable blades on all finishing equipment. Use
steel-reinforced blades on ride-on power trowels. Trowel the surface sufficiently to produce a smooth, tight,
abrasion resistant surface. Care shall be taken not to overwork or burn the surface. Use 6” wide finish style
steel-reinforced blades on final passes. Finishing blades shall be in new condition and completely clean of any
deleterious materials. Interior machine trowel finish shall be achieved within a 3” tolerance of all walls,
columns and partitions.

4. Protection: Care shall be taken to protect the interior sales floor. Entrances shall include clean floor mats to
prevent mud stains and all equipment on the floor shall be diapered to prevent spills. Cutting oils, etc, are not
allowed on the sales floor slab at any time during the construction process.

C. Comply with ACI 117, “Specifications For Tolerances For Concrete Construction and Materials.” Interior sales
floor slab shall meet the requirements of a type 5, single course, hard steel-troweled finish as described in ACI 302.

1.All perimeter areas and edges of the concrete floor shall exhibit the same finish as the sales floor, including but
not limited to, hallways, offices, restrooms, etc.

2.The general contractor is responsible for contracting with the testing laboratory for all costs associated with
floor tolerance testing. A copy of the final floor tolerance report shall be provided by the general contractor to the
owner within 24 hours of receiving the report from the testing laboratory. The sales floor slab shall conform to the
following flatness and levelness criteria:

Flatness Overall Floor Flatness rating of at least 35

Levelness  Overall Floor Levelness rating of at least 30

Tolerance Band for Entire Floor +/- 0.375 inch

D. Failure to achieve the above criteria shall be cause for replacement of the offending segments or
grinding/polishing at no cost to the Owner or Tenant.

E. Trowel finish (other than sales floor): Apply a hard trowel finish to surfaces indicated and to floor and slab
surfaces exposed to view or to be covered with resilient flooring, carpet, ceramic or quarry tile set over a cleavage
membrane, paint, or another thin film-finish coating system.

F. Heavy broom finish: As noted on drawings.

13)  CONCRETE PROTECTION AND CURING:
A. General: Normalize concrete set time and protect freshly placed concrete from premature drying and excessive
cold or hot temperatures. Comply with ACI 305 for hot-weather protection and ACI 306 for cold-weather protection
during curing. During concrete placement operations, ventilate and exhaust all fumes from construction
equipment and heaters to avoid potential early concrete carbonation. Apply the specified curing compound as
quickly as possible for maximum protection. For concrete placement during hot, dry and windy conditions, concrete
contractor shall use evaporation retarder as per manufacturer's instructions to maintain a moist condition and to
minimize plastic drying shrinkage cracking at the surface of the freshly placed concrete.

1. Curing - Exterior Slabs:
All exterior concrete slabs shall be cured using the specified liquid membrane-forming curing compound. Per
manufacturer's instructions, application shall be applied evenly and uniformly as soon as possible after final
finishing. Surface shall be clean and damp, but not wet and can no longer be marred by walking workmen. All
applications shall be made by an approved applicator of  the manufacturer, and when surface and air temperature is
above 50º f. Apply “Super Rez Seal” or “Super Aqua Cure” at an application rate of  400sf/gallon. Begin curing
immediately after finishing concrete, but not before free water has disappeared from concrete surface.

2. Curing - Interior slabs:
The interior sales floor slab shall be cured using the specified dissipating or removable liquid
membrane-forming curing compound. Per manufacturer's instructions, application shall be applied evenly and
uniformly as soon as possible after final finishing. Surface shall be damp, but not wet and can no longer be marred
by walking workmen. All applications shall be made by an approved applicator of  the manufacturer, and when
surface and air temperature is above 50º f. Apply “Kurez DR VOX” (slab first) or “Kurez RC” (slab last) at an
application rate of  350sf/gallon. Begin curing immediately after finishing concrete, but not before free water has
disappeared from concrete surface.

14)  CONTRACTION JOINTS IN SLABS-ON-GRADE:
A. Form weakened-plane contraction joints, sectioning concrete into areas as indicated on drawings. Contraction
joints shall be sawn to a depth equal to at least one-fourth of the concrete thickness, as follows:

B. Sawed joints: All saw cutting shall be accomplished with a “Soff-Cut” saw and vacuum system equipped with a
new blade and plate, as soon as the slab will support the weight of  the saw and operator. Note: Concrete dust shall
be removed completely and immediately. If chalk lines are used for sawcuts, all chalk remaining on the slab
shall be removed completely and immediately after sawing.

15)  INTERIOR SALES FLOOR SLAB PROTECTION:
A. Take the following measures to protect the interior sales floor slab:

1. Wrap or "diaper" all motorized and hydraulic equipment to prevent fluid leaks
   2. Provide non-marking tires on rubber tired vehicles or equip rubber tires with tire boots  made of nylon fabric

       3. Provide mats at all entrances to prevent mud stains

16) TIMING OF JOINT FILLER, LIQUID DENSIFER AND POLISHING PROCESS:
A. Do not commence installation of  semi-rigid polyurea joint filler, liquid densifier and sealer or polishing processes
until the building is completely enclosed, permanent power and lighting is operating and the building is
thermostatically controlled. Installation of these materials shall commence approximately two weeks prior to “fixture
date.”

17) INSTALLATION OF SEMI-RIGID POLYUREA JOINT FILLER:
A. All General Contractors bidding or negotiating a Dollar General project shall contact Euclid Chemical or
RetroPlate to obtain a list of  approved applicators located within the geographic region of the project. General
contractors shall solicit and accept pricing only from those applicators as provided by Euclid Chemical or RetroPlate.
The approved applicator selected for the initial application of liquid densifier / sealer shall be the same as for
the joint filling and additional application of liquid densifier / sealer.

B. Joint filler installation:  Comply with recommendations in ACI 302 for use of  joint filler as applicable to
materials, applications, and conditions indicated.

C. Surface cleaning of  joints: Clean out joints immediately before installing joint filler. Remove foreign material
from joint substrates that could interfere with adhesion of joint filler by brushing, grinding, blast cleaning,
mechanical abrading, or a combination of  these methods to produce a clean, sound substrate capable of  developing
optimum bond with joint filler. Remove loose particles remaining from above cleaning operations by vacuuming or
blowing out joints with oil-free compressed air. Also remove all laitance and form-release agents from concrete
surface. Clean nonporous surfaces with chemical cleaners or other means that do not stain, harm substrates, or leave
residues could interfere with adhesion of joint sealants. All surfaces to be filled shall be clean and dry.

D. For proper load transfer, joints must be filled full depth, but in no case should the joint filler be
any less than 1” deep in the joint.

E. Mixing: Joint filler is a two part product requiring machine mixing and placing. Premix part b
separately before using. Follow pump manufacturer's equipment instructions.

F. Placement: Joint filler shall be filled full depth. No backer rod is allowed. Joints should be
overfilled and shaved even with the surrounding joint edge giving the floor joints a flat, smooth
appearance. Shaving of  excess joint filler can be approximately 30 minutes after placement, and up
to 24 hours later, depending on jobsite conditions such as concrete and ambient temperatures.

G. Joint filler separation: The approved joint filling applicator shall include in their bid a cost per
linear foot to make one return trip to refill joints if  joint filler sidewall separation or splitting
exceeds 1/16,” or if  surface profile is concave, chattered or if  voids occur. This shall take place one
week prior to grand opening.

18) INITIAL CLEANING FOR LIQUID DENSIFIER AND SEALER APPLICATION:
A. Interior sales floor slab: Thoroughly clean the interior sales floor slab prior to initial application
of  liquid densifier and sealer by completely removing the specified dissipating or removable curing
compound from the floor surface. The following floor stripper or removal solution shall be applied
to the floor to thoroughly strip, clean and remove all curing compound residue:

1. If  Kurez DR VOX (slab first) was used to cure the slab, use “Euco Clean & Strip” by Euclid
Chemical, applied at the proper water to floor stripper ratio and coverage rate that will completely
remove the Kurez DR VOX. Contact: Phil Brandt (877) 438-3826

2. If  Kurez RC (slab last) was used to cure the slab, use “Kurez OFF” by Euclid Chemical, applied
at the proper water to floor cleaner ratio and coverage rate that will completely remove the Kurez
RC. Contact: Phil Brandt (877) 438-3826

19) POLISHING PROCESS AND APPLICATION OF LIQUID DENSIFIER / SEALER:
A. All Applicators must be certified by Euclid Chemical or Retro-Plate.

B. The revised process can be used in both “Wet” and “Dry” applications.

C. This process assumes a quality concrete finish (meets and/or exceeds the specified floor tolerances) by the
floor finisher. Failure to achieve the above criteria shall be cause for replacement of  the offending
segments or grinding/polishing at no cost to the Owner or Tenant.

D. Only the Sales Floor will receive the full 9 step process outlined below under item K.

E. All other areas will only receive steps 1 through 4, no additional work is necessary. The yellow safety
striping will remain.

F. The Black painted border will not be required in areas behind fixtures, etc….it will only be installed at the
main entry door, office doors, egress doors and doorways into the receiving area and transitions that can be
seen by the customers.

G. Steps 2 & 4 are combo steps using different grits of resin bond diamonds on each pass.

H. This is a “Resin” only grind that does not tear away as much of  the surface area. The Resin grind will
remove a minimal top layer of the concrete surface and should greatly reduce the amount of Waste Product
created when compared to the old Metal grind process.

I. If  a Cure-n-Seal product is required at the time of  slab placement only Water Based Dissipating Sealers are
allowed. NO Acrylic Cure-N-Seals are allowed.

J. Prior to application, inspect interior sales floor slab to ensure that slab is clean and free of  dust, grease,
oils, or other contaminants that might prohibit the proper application and penetration of  the liquid densifier
and sealer.

K.
L. Process Steps

1.   Cut, clean out, prep and fill the concrete floor joints with the Euclid QWIKjoint UVR polyurea joint
filler.

2.   Grind concrete floor with a combo set of 40/50 grit resin bond diamonds.

3.  Grind concrete floor with a combo set of 60/100 grit resin bond diamonds.

4.  Thoroughly clean the concrete floor and apply Diamond Hard densifier at 225 square feet per gallon.

5.  Polish concrete floor with a combo set 100/200 grit resin bond diamonds.

6.  Polish concrete floor with 400 grit resin bond diamonds.

7.  Thoroughly clean concrete floor and then apply Diamond Hard densifier at 700 square feet per gallon.

8.  Burnish / Polish concrete floor with 800 grit diamond impregnated pads.

9. Burnish / Polish concrete floor with 1500 grit diamond impregnated pads.

L.  All edges must be polished to match concrete floor with coinciding SASE 5” resin Polishing   pads or
HTC EZ Grind polishing 5” diamond tools.

M.  Polish results: Perform polishing process to attain an overall gloss reading of  ≥35 specified overall gloss
value (SOGV) as measured using a Horiba IG-320, and a specified minimum gloss reading of  ≥30
minimum local gloss value (MGLV). A minimum of  75 readings shall be taken throughout the interior
sales floor. The approved applicator shall take four gloss measurement readings at 90° from each other,
and then averaged for one reading at each location. The overall measurement shall be reported to Dollar
General within 24 hours of  the polishing process. Gloss shall be considered as a quantitative value that
expresses the degree of  reflection when light hits the concrete floor surface. Gloss measurements will be
taken independent of  ambient lighting and will be taken within a sealed measurement window located
beneath the test unit.
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METAL BUILDING NOTES: 1. THE PRE-MANUFACTURED METAL BUILDING STRUCTURE, THE PRE-MANUFACTURED METAL BUILDING STRUCTURE, CONCRETE FOUNDATION, AND INTERIOR CONCRETE SLAB SHALL BE DESIGNED, DETAILED, FABRICATED, AND CONSTRUCTED IN ACCORDANCE WITH ALL APPLICABLE CODES, STANDARDS AND REGULATIONS.  THE MOST STRINGENT REQUIREMENTS APPLY WHERE INCONSISTENCIES OCCUR BETWEEN THE APPLICABLE STANDARDS.  IN THE ABSENCE OF OTHER CRITERIA, LOADINGS SHALL CONFORM TO THE MOST RECENT EDITION OF THE INTERNATIONAL BUILDING CODE. 2. THE SCOPE OF THE PRE-MANUFACTURED METAL BUILDING THE SCOPE OF THE PRE-MANUFACTURED METAL BUILDING STRUCTURE SHALL INCLUDE THE DESIGN, ENGINEERING, FABRICATION, DELIVERY, AND ERECTION OF THE COMPLETE STRUCTURAL STEEL FRAMING AND EXTERIOR SKIN PACKAGE.  THE METAL BUILDING MANUFACTURER SHALL BE CERTIFIED BY AMERICAN INSTITUTE OF STEEL CONSTRUCTION (AISC) METAL BUILDING CERTIFICATION PROGRAM. 3. THE FRONT FASCIA SHALL HAVE (3) 12" PURLINS THE FRONT FASCIA SHALL HAVE (3) 12" PURLINS (MOUNTED VERTICALLY SO THAT THE 12" FACE IS AGAINST THE BUILDING METAL SIDING. THESE PURLINS SHALL BE CENTERED OVER THE ENTRANCE AND SPACED 96" APART TO PROVIDE ADEQUATE SUPPORT FOR SIGNAGE WHICH MAY WEIGH UP TO 1,400 LBS. 4. RECOMMENDED PRE-ENGINEERED METAL BUILDING RECOMMENDED PRE-ENGINEERED METAL BUILDING MANUFACTURERS ARE: -VP BUILDINGS, VP BUILDINGS, ATTN: RANDY SPEARS (205) 907-8176 907-8176 -STAR BUILDING SYSTEMS STAR BUILDING SYSTEMS ATTN: RODNEY BURT (901) 879-7827 879-7827 -NUCOR BUILDING SYSTEMS NUCOR BUILDING SYSTEMS ATTN: BOB BARRY (315) 622-4400 622-4400 (260) 837-7891 837-7891 -BIGBEE STEEL BUILDINGS, INC. BIGBEE STEEL BUILDINGS, INC. ATTN: KEVIN BUSLER (800) 633-3378 633-3378 -CHIEF BUILDINGS CHIEF BUILDINGS ATTN: ERIN SULLIVAN (800) 845-1767 845-1767 5. SEE SHEET A02 FOR WALL AND ROOF FINISHES AND SEE SHEET A02 FOR WALL AND ROOF FINISHES AND COLORS. ROOF NOTES: 1. METAL ROOF MUST BE A STRUCTURAL STANDING SEAM METAL ROOF MUST BE A STRUCTURAL STANDING SEAM METAL ROOF WITH MECHANICALLY ROLLED SEAMS.  SEAMS TO BE A MINIMUM 1 1/2" HIGH. ALL FASTENERS TO BE CONCEALED. 2. ROOF PANELS TO BE A MINIMUM 24 GAUGE. ROOF PANELS TO BE A MINIMUM 24 GAUGE. 3. METAL ROOF SYSTEM TO BE EQUAL TO VP BUILDING SLR II METAL ROOF SYSTEM TO BE EQUAL TO VP BUILDING SLR II ROOF. 4. CONDENSATE FROM HVAC UNITS TO BE PIPED TO GUTTERS.CONDENSATE FROM HVAC UNITS TO BE PIPED TO GUTTERS.
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STATEMENT OF SPECIAL INSPECTION 1. THE OWNER SHALL EMPLOY ONE OR MORE SPECIAL INSPECTORS TO PROVIDE THE OWNER SHALL EMPLOY ONE OR MORE SPECIAL INSPECTORS TO PROVIDE INSPECTIONS DURING CONSTRUCTION OF THE TYPES OF WORK LISTED UNDER SECTION 1705 OF THE 2018 IBC AND HEREIN. THE SPECIAL INSPECTOR MUST BE CERTIFIED BY THE CITY OF STANFIELD DEVELOPMENT SERVICES, IN STANFIELD DEVELOPMENT SERVICES, IN DEVELOPMENT SERVICES, IN THE CATEGORY OF WORK REQUIRED TO HAVE SPECIAL INSPECTION. A. THE CONSTRUCTION MATERIALS TESTING LABORATORY MUST BE APPROVED THE CONSTRUCTION MATERIALS TESTING LABORATORY MUST BE APPROVED BY THE CITY OF STANFIELD DEVELOPMENT SERVICES, FOR TESTING OF STANFIELD DEVELOPMENT SERVICES, FOR TESTING OF DEVELOPMENT SERVICES, FOR TESTING OF MATERIALS, SYSTEMS, COMPONENTS AND, EQUIPMENTS. B. FABRICATOR MUST BE REGISTERED AND APPROVED BY THE CITY OF FABRICATOR MUST BE REGISTERED AND APPROVED BY THE CITY OF STANFIELD DEVELOPMENT SERVICES FOR THE FABRICATION OF MEMBERS  DEVELOPMENT SERVICES FOR THE FABRICATION OF MEMBERS AND ASSEMBLIES ON THE PREMISES OF THE FABRICATOR'S SHOP. C. FABRICATOR SHALL SUBMIT AN 'APPLICATION TO PERFORM OFF-SITE  FABRICATOR SHALL SUBMIT AN 'APPLICATION TO PERFORM OFF-SITE  FABRICATION' TO THE INSPECTION SERVICES DIVISION FOR APPROVAL  PRIOR TO COMMENCEMENT OF FABRICATION. D. FABRICATOR SHALL SUBMIT A 'CERTIFICATE OF COMPLIANCE FOR FABRICATOR SHALL SUBMIT A 'CERTIFICATE OF COMPLIANCE FOR OFF-SITE FABRICATION' TO THE INSPECTION SERVICES DIVISION PRIOR TO ERECTION OF FABRICATED ITEMS AND ASSEMBLIES. E. A PROPERTY OWNER'S FINAL REPORT FORM FOR WORK REQUIRED TO  A PROPERTY OWNER'S FINAL REPORT FORM FOR WORK REQUIRED TO  HAVE SPECIAL INSPECTIONS, TESTING AND STRUCTURAL OBSERVATIONS  MUST BE COMPLETED BY THE PROPERTY OWNER, PROPERTY OWNER'S  AGENT OF RECORD, ARCHITECT OF RECORD OR, ENGINEER OF RECORD  AND SUBMITTED TO THE INSPECTION SERVICES DIVISION. F. THE SPECIAL INSPECTIONS IDENTIFIED ON PLANS ARE, IN ADDITION TO,  THE SPECIAL INSPECTIONS IDENTIFIED ON PLANS ARE, IN ADDITION TO,  AND NOT A SUBSTITUTE FOR, THOSE INSPECTIONS REQUIRED TO BE   PERFORMED BY A CITY'S BUILDING INSPECTOR. G. WHERE MATERIALS OR ASSEMBLIES ARE REQUIRED BY THE BUILDING CODE WHERE MATERIALS OR ASSEMBLIES ARE REQUIRED BY THE BUILDING CODE TO BE LABELED, SUCH MATERIALS AND ASSEMBLIES SHALL BE LABELED BY AN AGENCY APPROVED BY THE CITY OF STANFIELD IN ACCORDANCE STANFIELD IN ACCORDANCE IN ACCORDANCE  ACCORDANCE ACCORDANCE WITH SECTION 1703. PRODUCTS AND MATERIALS TO BE LABELED SHALL BE TESTED, INSPECTED AND LABELED IN ACCORDANCE WITH THE PROCEDURES SET FORTH IN SECTIONS 1703.5. THROUGH 1703.5.4 OF THE 2018 IBC. H. NOTICE TO THE APPLICANT/OWNER'S AGENT/ARCHITECT OR ENGINEER OF NOTICE TO THE APPLICANT/OWNER'S AGENT/ARCHITECT OR ENGINEER OF RECORD: BY USING THIS PERMITTED CONSTRUCTION DRAWINGS FOR CONSTRUCTION/INSTALLATION OF THE WORK SPECIFIED HEREIN, YOU AGREE TO COMPLY WITH THE REQUIREMENTS OF THE CITY OF STANFIELD STANFIELD SPECIAL INSPECTIONS, STRUCTURAL OBSERVATIONS, CONSTRUCTION MATERIAL TESTING AND OFF-SITE FABRICATION OF BUILDING COMPONENTS, CONTAINED IN THE STATEMENT OF SPECIAL INSPECTIONS AND, AS REQUIRED BY THE ARIZONA CONSTRUCTION CODES. I. NOTICE TO THE CONTRACTOR/BUILDER/INSTALLER/SUB-CONTRACTOR/ NOTICE TO THE CONTRACTOR/BUILDER/INSTALLER/SUB-CONTRACTOR/ OWNER-BUILDER: BY USING THIS PERMITTED CONSTRUCTION DRAWINGS FOR CONSTRUCTION/INSTALLATION OF THE WORK SPECIFIED HEREIN, YOU ACKNOWLEDGE AND ARE AWARE OF THE REQUIREMENTS CONTAINED IN THE STATEMENT OF SPECIAL INSPECTIONS. YOU AGREE TO COMPLY WITH THE REQUIREMENTS OF THE CITY OF STANFIELD SPECIAL INSPECTIONS, STANFIELD SPECIAL INSPECTIONS,  SPECIAL INSPECTIONS, STRUCTURAL OBSERVATIONS, CONSTRUCTION MATERIAL TESTING AND OFF-SITE FABRICATION OF BUILDING COMPONENTS, CONTAINED IN THE STATEMENT OF SPECIAL INSPECTIONS AND AS REQUIRED BY THE ARIZONA CONSTRUCTION CODES. J. THE SPECIAL INSPECTOR MUST BE CERTIFIED BY THE CITY OF STANFIELD, THE SPECIAL INSPECTOR MUST BE CERTIFIED BY THE CITY OF STANFIELD, STANFIELD, DEVELOPMENT SERVICES, IN THE CATEGORY OF WORK REQUIRED TO HAVE VELOPMENT SERVICES, IN THE CATEGORY OF WORK REQUIRED TO HAVE SPECIAL INSPECTION. 
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VERIFY ACTUAL HVAC

ELECTRICAL REQUIREMENTS

WITH MECHANICAL CONTRACTOR

SO CORD (WHITE),

ANCHOR TO PURLINS ABOVE.

SEE ARCHITECTURAL  PLANS

FOR DIMENSIONS  (TYP).

B-52

A-37

A-29

GFCI

A-4
R-41

TYP

TYP

BRING RIGID PIPE SLEEVE

THROUGH BUILDING TO

ALLOW PHONE LINE

PENETRATION. SEAL ALL

PENETRATIONS.

12'-0"

5"1'-8"5"1'-8"5"1'-8"8"1'-8"1'-3"

5
"

4
'
-
2
"

1
0
"

1
'
-
0
"

6'-3"

2
'
-
4
"

8"1'-6"

1
'
-
6
"

PANEL

A

PANEL

R

PANEL

B

EMS

A/6

DMARC

FLOOR LINE

CX100 EMS PANEL FOR HVAC AND LIGHTING

CONTROL PANEL PURCHASED AND INSTALLED

BY THE ELECTRICAL CONTRACTOR. DOLLAR

GENERAL REFRIGERATION TEAM PROVIDES

FINAL CONNECTION TO REFRIGERATION PANEL.

REFRIGERATION CONTRACTOR PANEL. PROVIDE POWER

& DATA CONNECTIONS. POWER FROM CKT: R/41.

ELECTRICAL CONTRACTOR TO RUN AN EMPTY 1"C. (WITH

PULL STRING) FROM THIS PANEL TO THE EMS PANEL.

REFRIGERATION CONTRACTOR TO PULL DATA LINE.

PROVIDED BY DOLLAR GENERAL REFRIGERATION TEAM.

DUPLEX RECEPTACLE

DEDICATED CIRCUIT A/4

TELEPHONE CONDUIT STUB THROUGH

WALL. SEE ELECTRICAL SPEC. NOTE 8.

3/4" PLYWOOD 12'-0" WIDE X 5'-5" HIGH,

FIRE RATED, NO VOIDS, PAINTED WHITE

UNLESS CODE DICTATES OTHERWISE.

COMMERCIAL GRADE

PUSH BUTTON

ELECTRICAL KEYED NOTES

1. TEST/RESET STATION FOR STAND ALONE DUCT

DETECTOR. ONE FOR EACH DEVICE, SEE KEY NOTE 3 ON

SHEET E1.3. SIMPLEX #4098-9842 IS SPECIFIED. WITH PIEZO

AND LED INDICATOR LIGHT.

2. MECHANICAL THERMOSTAT MOUNTED ON COLUMN AT 8'-0"

AFF. SURFACE MOUNT BOX AND CONDUIT. STUB CONDUIT

AT STRUCTURE.

ELECTRICAL SPECIFICATIONS

A. ALL WIRING SHALL SHALL BE CONTAINED IN CONDUIT OF

PROPER SIZE.

B. ALL WIRING SHALL CONFORM TO LOCAL, STATE AND

FEDERAL CODES.

C. SERVICE IS TO BE A MINIMUM 400 AMP, 3 PHASE

(PREFERRED), 600 AMP, 1 PHASE OR LARGER IF REQUIRED

BY CODE OR ELECTRICAL LOAD.

D. REQUIRED CUSTOM BUILT POWER POLE ASSEMBLIES

AVAILABLE FROM D&P CUSTOM LIGHTS & PRODUCTS INC.,

PHONE: (800) 251-2200 OR (615) 350-7800, 7111 COCKRILL

BEND INDUSTRIAL ROAD, NASHVILLE, TN 37209. SEE E3.1.

E. EXTERIOR EXPOSED PHONE LINES TO BE INSTALLED IN

RIGID CONDUIT. PROVIDE EMERSON 3/4" X 5-FT. METALLIC

CABLE U-GUARD #755, OR EQUAL..

F. ELECTRICAL PANEL TO BE LABELED CORRECTLY WITH

LEGIBLE PRINT.

G. LOW VOLTAGE VENDOR TO PROVIDE AND INSTALL ONE (1)

24 GA., 4 TWISTED-PAIR, CATEGORY-FIVE (CAT5) DATA

CABLE WITH MODULAR COMBO RJ-11/RJ-45 JACK AT

MANAGER'S OFFICE. CABLE TO BE RUN FROM JACK TO

DATA HUB LOCATION WITH 6'-0" LEFT COILED FOR

INSTALLATION TO DATA HUB. A RJ-45 MALE FITTING

SHOULD BE CRIMPED ON THIS END. DOLLAR GENERAL

STORE OPENING TEAM WILL MAKE FINAL CONNECTION

INTO THE DATA HUB.

H. PROVIDE 1 1/2" EMT CONDUIT TO ACT AS ACCESS SLEEVE

TO ALLOW PHONE COMPANY TO TERMINATE AT DMARC.

CONTRACTOR TO PROVIDE AND INSTALL PHONE WIRING &

RJ-11 PHONE JACK FOR COMPLETED WORKING SYSTEM

PRIOR TO PHONE COMPANY FINAL HOOK UP.

I. ALL 120 VOLT OUTDOOR RECEPTACLES TO HAVE "WET

LOCATION - IN USE" COVERS.

J. ALL CONDUCTORS TO BE COPPER, #12 AWG MINIMUM SIZE,

OR AS REQUIRED BY LOAD AND OVER CURRENT

PROTECTION.

K. SEE EMS SHEETS EMS1 AND EMS2 FOR ENERGY

MANAGEMENT SYMBOLS AND INFORMATION.

L. ELECTRICIAN TO PROVIDE 1 1/2" CONDUIT WITH PULL

STRINGS FOR SATELLITE LOCATION.

M. ALL POWER AND DATA TO BE ROUTED OVERHEAD. UNDER

SLAB NOT ALLOWED.

LEGEND

SYMB DESCRIPTION

BUZZER - TORK MDL #TA725 W/

TRANSFORMER MDL#TA592

COMMERCIAL GRADE PUSH BUTTON

125V NEMA 5-20R DUPLEX

125/250V NEMA L14-20-R 4 PRONG

TWIST LOCK

125V NEMA 5-20R QUAD

DISCONNECT

BLACK MAGIC POWER POLE

PHONE JACK

RJ-11, RJ-45 DATA JACK, PHONE

COMBO

A-23 PANEL-CIRCUIT NUMBER

PROVIDE OCCUPANCY LIGHT

SENSOR- LEVITON ODS10-IDW

20 AMP TOGGLE SWITCH

NL NIGHT LIGHT CIRCUIT

$m

$

SEISMIC RESTRAINT NOTES

A. OVERHEAD CONDUITS 2.5 INCHES AND GREATER REQUIRE

SEISMIC RESTRAINT.

B. LIGHTING FIXTURE SUPPORTS SHOULD CONFORM TO UL

1570 OR 1571, IN ADDITION TO THE REQUIREMENTS OF

FEMA 302 AND 303.

C. SUSPENDED TRANSFORMERS TO BE PROVIDED WITH

SWAY BRACING.

D. WALL MOUNTED EMERGENCY LIGHTING FIXTURES TO BE

SECURED TO STRUCTURE WITH REDUNDANT FASTENERS.

RESTROOM EXHAUST FAN

CONNECT TO ROOM SENSOR

LIGHT CONTROL SWITCH.

AUTOMATIC DOOR, A-2.

WATER HEATER 120V,

3400W CKT A/25,27

PROVIDE 2 POLE TOGGLE

SWITCH AT WATER HEATER

POWER PLAN

1

E1.1

SCALE: 1/8" = 1'-0"

                          

ELECTRICAL PANEL ELEVATION
2

E1.1

SCALE: 1/8" = 1'-0"

                                                          

3

4

" HOLE THRU ALL 1"

UP WITH GROMMET

FOR DATA CABLE

BLOCKER INSET 2"

DATA COVER AND ADD-ON DATA CHANNEL

STOP 4" SHORT OF BOTTOM FOR DATA

PULL ACCESS

NO SHARP EDGES

12'-6", 13'-6", 14'-6", 15'-6"

VERSIONS, ALL WITH 4"

DATA ACCESS AT BOTTOM

3 CH POLE

POWDER COAT BLACK

MODULAR POWER POLE

FOR S200-B COUNTER INSTALL

(4) IG CIRCUITS 20A 120VAC, (4)

NORMAL CIRCUITS 20A 120VAC

POWER POLE

PROFILE

POWER POLE

STRAP

1FS5-IG

1FS5-IG

1FS4

1FS4

POWER

DATA 1

DATA 2

1D5-IG

1D4

1D4

1D5-IG

8"

4"

1"
6"

4"

10"

3"

3"

3"

2"

144"

140"

144"

2 1/4"

3 1/2"

1"

2"

3 3/4"

1/8"

1"

Ø1/4"

REGISTER POWER POLE
4

E1.1

NTS

                                              

B

R

GREEN/YELLOW=ISOLATED

GROUND

RED=HOT -

CIRCUIT 2

BLACK=HOT

- CIRCUIT 1

WHITE=NEUTRAL

GREEN=SHIELD

GROUND

747DGS023B

GREEN/YELLOW=ISOLATED

GROUND

RED=HOT -

CIRCUIT 2

BLACK=HOT

- CIRCUIT 1

WHITE=NEUTRAL

1D5-IG

GREEN

1D5-IG

GREEN

1D4

BROWN

1D4

BROWN

GREEN=GROUND

WHITE=NEUTRAL

BLACK=HOT -

CIRCUIT 1

RED=HOT -

CIRCUIT 2

747DGS023R

GREEN=GROUND

WHITE=NEUTRAL

BLACK=HOT -

CIRCUIT 1

RED=HOT -

CIRCUIT 2

GREEN=SHIELD

GROUND

*NOTE:  BEFORE ORDERING AND INSTALLATION OF

ELECTRICAL COMPONENTS FOR REGISTERS, CONSULT

FINAL FIXTURE PLAN FOR NUMBER AND LOCATION.

MAXIMUM CIRCUITS FOR REGISTERS:

· CIRCUITS AT MAIN REGISTER - (9) 110V

· CIRCUITS AT ISLAND REGISTER - (3) 110V

REGISTER ELECTRICAL COMPONENTS

QTY PART NUMBER DESCRIPTION VENDOR

1 747DGS023B

DUAL CIRCUIT POWER KIT WITH

ISOLATED GROUND

D & P

1 747DGS023R DUAL CIRCUIT POWER KIT D & P

1 747DGS044-12BK

12' 2CH REGULAR POLE W/2-C & 1-D

CONNECTOR DRW #2004-12

1 747DGS032A

10' CABLE KIT (SET OF 4 WHIPS)

B

R

REGISTER ELECTRICAL DETAIL
3

E1.1

NTS

                                                         

DEDICATED WP/GFCI 20 AMP

OUTLET RECESSED @ 4' AFF

FOR ICE MERCHANDISER

SEE SHEET E1.2 FOR OFFICE

POWER PLAN & DETAILS.

EXTRA WIRES TO BE WRAPPED AND

TAPED AROUND CABLE

ALL WIRES ARE CAT 5, 4-PAIR

USE SEPARATE RJ-11 JACKS FOR EACH

CONNECTION

RJ-11 JACK

BLUE

BLUE &

WHITE

B
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U

E

B
L
U

E
 
&

 
W

H
I
T

E

DMARC

L
I
N

E
 
#
3

L
I
N

E
 
#
2

L
I
N

E
 
#
1

PHONE LINE #1 LABEL AS "PHONE"

RJ-11 JACK: 1 - REGISTER

PHONE WIRING SCHEMATIC

2

E3.1

NTS

                                                   

BUZZER A/4

B-8

B-8

B-8

SEE 2/E1.1

A-39

B-14

A-12 A-31

4'-0"
4'-0"

A-19

A
-
3
5

1

2

TS

M
$

M
$

TS

J

$

TS

REFER TO REGISTER POWER

POLE DETAIL 4 SHEET E1.1

(B/30,32,34,36,38,40,42,44)

FROZEN
SINGLE SERVE

NESTLE

HYDRATION
COOLER

S
T

A
R

B
U

C
K

S

C
O

O
L
E

R
S

S
N

A
C

K

S
H

A
C

K

S
O

D
A

C
O

O
L
E

R

S
O

D
A

C
O

O
L
E

R

HIGI

S
O

D
A

C
O

O
L
E

R

SODA

COOLER

SODA

COOLER

SODA

COOLER

IMPULSE
CANDY

SAFE
21"

FRONT END
MONSTER G5 23 1
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CLICK AND
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MEDIUM TEMP CASE

R-17

R-18/20

R-6/8

R-2/4

R-9/11R-5/7R-1/3

LEGEND

SYMB DESCRIPTION

BUZZER - TORK MDL #TA725 W/

TRANSFORMER MDL#TA592

COMMERCIAL GRADE PUSH BUTTON

125V NEMA 5-20R DUPLEX

125/250V NEMA L14-20-R 4 PRONG

TWIST LOCK

125V NEMA 5-20R QUAD

DISCONNECT

BLACK MAGIC POWER POLE

PHONE JACK

RJ-11, RJ-45 DATA JACK, PHONE

COMBO

A-23 PANEL-CIRCUIT NUMBER

PROVIDE OCCUPANCY LIGHT

SENSOR- LEVITON ODS10-IDW

20 AMP TOGGLE SWITCH

NL NIGHT LIGHT CIRCUIT

$m

$

REFRIGERATION POWER PLAN
1

E1.2

SCALE: 1/8" = 1'-0"

                                                         

LARGE SCALE OFFICE PLAN

3

E1.2

SCALE: 1/4"" = 1'-0"

                                                    CABLE TRAY PLAN AND CONDUIT DIAGRAM

2

E1.2

SCALE: 1/16" = 1'-0"

                                                                               

ELECTRICAL KEYED NOTES

1. PROVIDE 208V, 1 PHASE CONNECTION TO A J-BOX AT 90"

AFF WITH (3)#12 CU. & #12 GROUND IN 3/4"C. R.C. TO

PROVIDE AND INSTALL 30A/2NF DISCONNECT SWITCH AND

WIRE FROM DISCONNECT SWITCH TO EQUIPMENT

CONNECTIONS.

2. PROVIDE 208V, 1 PHASE CONNECTION TO A J-BOX AT 90"

AFF WITH (3)#8 CU. & #10 GROUND IN 1"C. R.C. TO PROVIDE

AND INSTALL 60A/2NF DISCONNECT SWITCH AND WIRE

FROM DISCONNECT SWITCH TO EQUIPMENT

CONNECTIONS.

3. PROVIDE 208V, 1 PHASE CONNECTION TO A J-BOX AT 90"

AFF WITH (3)#10 CU. & #10 GROUND IN 3/4"C. R.C. TO

PROVIDE AND INSTALL 30A/2NF DISCONNECT SWITCH AND

WIRE FROM DISCONNECT SWITCH TO EQUIPMENT

CONNECTIONS.

4. MOUNT J-BOX 11" FROM THE RIGHT SIDE OF EACH UNIT.

CONFIRM EXACT LOCATION WITH REFRIGERATION

VENDOR PRIOR TO WORK (TYP).

GENERAL NOTES

A. MOUNT ALL REFRIGERATOR OUTLETS AT 12” AFF.

B. REFRIGERATED DISPLAY CASE LIGHTING SHALL BE BY

AUTOMATIC TIME-SWITCHING TURNING OFF LIGHTS

DURING NON-BUSINESS HOURS.

GC SHALL CONFIRM

POWER REQUIREMENTS

WITH REFRIGERATION

VENDOR PRIOR TO WORK.
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R-21/23

JJJ

J

J

J

2 4

2 4

1 4

1 41 41 4

CONDUIT #3: 1" CONDUIT

FROM SALES REGISTERS

TO CABLE TRAY.

VOICE AND DATA PORT.

CONDUIT #2: PROVIDE 1"

CONDUIT FROM VOICE/DATA

PORT TO CABLE TRAY.

LOCATION OF OFFICE HUB

BELOW. BUNDLE ALL WIRES

AND RUN TO CABLE TRAY.

LOCATION OF 1-1/2"

CONDUIT WITH PULL

STRING FOR SATELLITE

(ABOVE OFFICE).

ELECTRICAL DMARC AND EMS

PANELS IN RECEIVING AREA.

CONDUIT #1: PROVIDE 1-1/2"

CONDUIT TO CABLE TRAY.

B/6

#BW-106 VIDEO CONVERTER ENCLOSURE.

HEAVY DUTY, 12" X 20" SHELF (BY GC)

FOR VSAT & DATA HUB EQUIPMENT.

A/20

DEDICATED QUAD RECPTACLE MOUNTED

AT 7'-0" FOR VSAT, DATA HUB EQUIPMENT.

INTERFACE EQUIPMENT REQUIRES 48"

WIDE CLEAR WALL SPACE.

A/18

DEDICATED DUPLEX RECPTACLE

MOUNTED AT 48" FOR INTERFACE.

B/4

SECURITY OUTLET MOUNTED AT 7'-0".

COMPUTER

CART BY DG.

DESK BY DG.

#P3AC24-16-8L, 16 CAMERA, 24 VAC,

8 AMP, POWER SUPPLY CABINET.

A/22

DEDICATED QUAD RECPTACLE MOUNTED

AT 3'-0" FOR CCTV EQUIPMENT.

PROVIDE AND INSTALL ONE (1) 24 GA., 4 TWISTED-PAIR, CATEGORY-FIVE

(CAT5) DATA CABLE WITH MODULAR COMBO RJ-11/ RJ-45 JACK AT

MANAGER'S OFFICE. CABLE TO BE RUN FROM JACK TO DATA HUB LOCATION

WITH 6' LEFT COILED ABOVE CEILING FOR INSTALLATION TO DATA HUB. AN

RJ-45 MALE FITTING SHOULD BE CRIMPED ON THIS END. DOLLAR GENERAL

STORE OPENING TEAM WILL MAKE FINAL CONNECTION INTO THE DATA HUB.
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ROOF PENETRATIONS ARE TO BE REDUCED TO A

MINIMUM. CONTRACTOR TO RUN ALL CONDUITS

ALONG ROOF TO PARAPET WALL/ TURN DOWN

INSIDE PARAPET WALL INTO SPACE BELOW. ALL

ROOF AND PARAPET WALL PENETRATIONS ARE TO

BE SEALED. ROOF PENETRATIONS TO BE

COORDINATED AND APPROVED BY DOLLAR

GENERAL PRIOR TO DOING ANY WORK.

ELECTRICAL KEYED NOTES

1. LOCATIONS SHOWN FOR MECHANICAL UNITS ARE ONLY

APPROXIMATE, CONTRACTOR MUST CONSULT

MECHANICAL OR STRUCTURAL DRAWINGS TO DETERMINE

ACTUAL UNIT LOCATIONS. PROVIDE 1-2"C. PENETRATION

THRU ROOF WITHIN FOOTPRINT OF UNIT FOR USE WITH

CONTROL WIRING TO UNIT BY OTHERS. PROVIDE PROPER

WATERSEAL. (TYPICAL)

2. FACTORY MOUNTED POWERED CONVENIENCE OUTLET.

FIELD VERIFY THAT OUTLET IS POWERED, WIRE ALL WITH

THIS NOTE TO CIRCUIT R-34 IF THEY ARE NOT POWERED.

3. PHOTOELECTRIC DUCT DETECTOR WITH HOUSING. TIE TO

LED  READOUT. STAND ALONE DEVICE, 120V.  SIMPLEX

#4098-9687 IS SPECIFIED WITH 4098-9842 CONTROL

STATION. PROVIDE ONE DEVICE PER UNIT. MOUNT DEVICE

IN  SUPPLY AIR DUCTWORK. DEVICE SHALL BE PROVIDED

AND WIRED  TO THE CONTROL STATION BY THE

ELECTRICAL CONTRACTOR.  HIRE THE MECHANICAL

CONTRACTOR FOR INSTALLATION IN  DUCTWORK &

CONNECTION TO SHUTDOWN CONTROLS.  ELECTRICAL

CONTRACTOR SHALL PROVIDE ALL REQUIRED RELAYS

AND 120V POWER,  DO NOT POWER DUCT DETECTORS

FROM HVAC UNIT LOW VOLATGE. PLACE ANY REQUIRED

LABELING ON CEILING TILE DIRECTLY BELOW UNIT. RUN

CONDUIT & WIRE UNDERGROUND FROM UNIT TO INSIDE

OF SPACE.

4. MOUNT DISCONNECT SWITCH AT UNIT AS DESCRIBED IN

GENERAL NOTE 1 ON THIS SHEET.

LEGEND

SYMB DESCRIPTION

BUZZER - TORK MDL #TA725 W/

TRANSFORMER MDL#TA592

COMMERCIAL GRADE PUSH BUTTON

125V NEMA 5-20R DUPLEX

125/250V NEMA L14-20-R 4 PRONG

TWIST LOCK

125V NEMA 5-20R QUAD

DISCONNECT

BLACK MAGIC POWER POLE

PHONE JACK

RJ-11, RJ-45 DATA JACK, PHONE

COMBO

A-23 PANEL-CIRCUIT NUMBER

PROVIDE OCCUPANCY LIGHT

SENSOR- LEVITON ODS10-IDW

20 AMP TOGGLE SWITCH

NL NIGHT LIGHT CIRCUIT

$m

$

ROOF POWER PLAN

1

E1.3

SCALE: 1-8" = 1'-0"

                                     

TYP

RTU-3

A-13/15/17

TYP

A-1/3/5

RTU-1

A-7/9/11

RTU-2

TYP

TYP

HVAC UNIT WIRING TABLE

UNIT WIRE COND DISC FUSE ENCL PH VOLT GND BRKR LOAD CFM TONS

RTU-1 #4 100A-3P 90A NEMA 3R

3ɸ

208 #8 90A-3P 29880 10

RTU-2 #4 100A-3P 90A NEMA 3R

3ɸ

208 #8 90A-3P 29880 10

RTU-3 #8 60A-3P 50A NEMA 3R

3ɸ

208 #10 50A-3P 17280 5.0

EF-1 #12 1/2" MOTOR RATED SWITCH NEMA 1

1ɸ

120 #12 W- LIGHTS 50 75 --

EF-2 #12 1/2" MOTOR RATED SWITCH NEMA 1

1ɸ

120 #12 50 75 --

TABLE NOTES:

1. THE ELECTRICAL CONTRACTOR SHALL FIELD COORDINATE WITH THE MECHANICAL CONTRACTOR CONCERNING THE ELECTRICAL INFO OF ALL

MECHANICAL DEVICES REQUIRING AN ELECTRICAL CONNECTION PRIOR TO DOING ANY WORK. ANY DISCREPANCIES BETWEEN THE FIELD

OBTAINED INFORMATION AND THE INFORMATION SHOWN ON THE ELECTRICAL PLANS SHALL BE BROUGHT TO THE ATTENTION OF THE ENGINEER

PRIOR TO DOING ANY WORK.

2. PROVIDE NEUTRALS ON AS REQUIRED BASIS/ FIELD VERIFY.

3. ALL DISCONNECTS TO BE HEAVY DUTY. FUSES TO BE RK-5 TYPE/ SUBMIT SHOP DRAWINGS. BUSSMAN FRN-R-(AMP) IS SPECIFIED.
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CLICK AND

COLLECT

COOLER
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R/34
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W- LIGHTS

3/4"

1"
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LIGHTING PLAN

1

E2

SCALE: 1/8" = 1'-0"

                             

FIXTURE MOUNTING DETAIL

TYPICAL LED

2

E2

SCALE: 1/8" = 1'-0"

                             

RECEIVING AREA

LIGHTS MOUNT

10'-12' AFF.

EMERGENCY/EXIT SIGNS AND LIGHTS:

INSTALL EMERGENCY LIGHTS & EXIT SIGNS (CENTERED AT 10'-6"

AFF TO BE ABOVE FIXTURES & MERCHANDISE) THROUGHOUT

THE BLDG. IN COMPLIANCE WITH ALL APPLICABLE CODES.

COORDINATE BUILDING SIGN SIZE WITH DOLLAR GENERAL SIGN

DEPARTMENT BY EMAILING TO SIGNAGE@DOLLAR GENERAL.COM.

WIRE ON CIRCUIT B/23. LOCATE BOX HIGH ON WALL 12' LEFT FROM

CENTER OF BUILDING FOR 26' SIGNS & 16' LEFT FROM CENTER OF

BUILDING FOR 33' SIGNS. SEE ELEVATIONS.

B-35B-35 B-35 B-35

G

B-33

G

B-33

G

B-33

GB-41

B-35

SALES FLOOR

LIGHTS 11' AFF

B-16

E

B-16

E

B-16

E

F

D

B-16

B-16

B-16

B-3

B-3

B-3

B-1

B-13

B-16

F

D

F

A A

A A

A

E

E

E

HBHB HB HB

A

NL NL NL

B-15

B-5

B-7

B-17

B-16

B-1

A NL

A

A

A

8' AFF

A1A1

B-1 B-1

A

A

A

A

A

A

A

A

A

A
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A
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A
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A

A

A

A

A

A

B-11

B-9

$

$

$$

A

LEDS LIGHT FIXTURE SCHEDULE

SYMBOL TYPE MANF. PART # DESCRIPTION W

A LEDS ST5000

4' LED FIXTURE

AERIAL MOUNT INCLUDES

(2) 8 FT CABLES

33

A1 LEDS ST5000

4' LED FIXTURE

SURFACE MOUNT

33

C ETI 55301101 LED EXIT SIGN --

D LEDS EM2505

LED EXIT SIGN /

EMERGENCY LIGHT

COMBO WITH (2) HEADS

--

E LEDS EL2500

LED EMERGENCY LIGHT

WITH (2) HEADS

--

F LEDS EL2502

LED EGRESS EMERGENCY

LIGHT WITH (2) HEADS

--

G LEDS WP4250 LED WALL PACK 42

HB LEDS AL1210 LED AREA LIGHT  WALL

MOUNT

NOTE: REFER TO SHEET 'T01' FOR NATIONAL ACCOUNT VENDORS LIST

A

NL

ETI 54583361 33

4' LED FIXTURE

AERIAL MOUNT INCLUDES

(2) 8 FT CABLES, BATTERY

BACK-UP

HP/J

HP/JJ

LEDS AL1210/ LEDS-POLE-DM490 1 LED AREA LIGHT ON 25'

POLE

LEDS

150

150

300

2 LED AREA LIGHT ON 25'

POLE

AL1210/ LEDS-POLE-DM490

HBGN

LED AREA GOOSE NECK

LIGHTING

15.2

RAB
GNLED-13N-B

A

m

m m

m

E

B-16

E

E2
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NOTE:

A. RUN CONDUIT FROM SENSORS TO

BOTTOM OF STRUCTURE.

PROVIDE AND INSTALL ONE (1) 24 GA, 4

TWISTED-PAIR, CATEGORY FIVE (CAT5) DATA

CABLE WITH MODULAR COMBO RJ-11/RJ-45

JACK AT OFFICE. RJ-45 CABLE TO BE RUN

FROM JACK, TO REGISTER IN CONDUIT.

1" CONDUIT FROM DATA

VOICE TO OFFICE HUB.

ELECTRICAL PANELS

EMERSON SITE

SUPERVISOR EMS PANEL,

MOUNTED NEXT TO

ELECTRICAL PANELS AS

CLOSE AS POSSIBLE.

TYP

RTU-3

RTU-1

RTU-2

DEVICE SCHEDULE

SYMB DESCRIPTION CABLE TYPE SUPPLIER INSTALLER NOTES

OUTDOOR AIR TEMP

MOUNTED 8'-0" A.F.F.

BELDEN 8761 OR EQUIVALENT

(22AWG, 2C, STRANDED, SHIELDED)

EMS SUPPLIER

GENERAL
CONTRACTOR (1) PER RECEIVING ENTRY

SUPPLY TEMP (501-1121)

IN SUPPLY DUCT

BELDEN 8761 OR EQUIVALENT

(22AWG, 2C, STRANDED, SHIELDED)

EMS SUPPLIER

GENERAL
CONTRACTOR (1) PER HVAC UNIT

TEMP SPACE SENSOR

(809-6590) 8'-0" A.F.F.

BELDEN 8761 OR EQUIVALENT

(22AWG, 2C, STRANDED, SHIELDED)

EMS SUPPLIER

GENERAL
CONTRACTOR (1) PER HVAC UNIT ZONE

RJ-11/RJ-45 DATA JACK

PHONE COMBO

CAT-5 DATA CABLE

(24AWG, 4 TWISTED PAIR)

GENERAL
CONTRACTOR

GENERAL
CONTRACTOR (1) AT OFFICE COMPUTER CART

MOTION SENSOR SWITCH LEVITON EZ-FIND ODS-10-IDW

GENERAL
CONTRACTOR

GENERAL
CONTRACTOR

(1) PER RESTROOM

(1) PER BREAK ROOM

(1) PER OFFICE

OT

ST

TS

S

m

SENSOR PLAN KEYED NOTES

1. ALWAYS INSTALL THESE SENSORS AT 8'-0" AFF IF

ADDITIONAL HVAC UNITS ARE USED, ADD ADDITIONAL

TEMPERATURE SENSORS "TS".

2. PHONE LINE #1 - TWO RJ-11 PORTS. ONE (1) LOCATED IN

OFFICE W/RJ-45 DATA JACK COMBO AND ONE (1) AT

REGISTER. 24 GA. CAT 5, 4-PAIR TWISTED WIRE ONLY. USE

BLUE AND BLUE & WHITE WIRES. HOOK TO LINE #1

TERMINAL IN RJ-11 JACK EACH PHONE JACK TO HAVE

DEDICATED, SEPARATE HOME RUN TO DMARC. LABEL AS

"PHONE" AT THE DESTINATION AND AT DMARC. PHONE

COMPANY PROVIDES FINAL HOOK UP TO DMARC

ONLY.PHONE LINE #2 - RJ-11 PHONE JACK SUPPLIED AND

WIRED BY CONTRACTOR.

3. EMS REFRIGERATION PANEL CX E2 400. PANEL BY

OTHERS. CONNECTION FROM THIS PANEL TO HVAC AND

LIGHTING PANEL BY OTHERS. ELECTRICAL CONTRACTOR

TO RUN AN EMPTY 1-1/2"C. WITH PULL ROPE BETWEEN THE

TWO PANELS.

GENERAL NOTES

A. REFER TO E1 FOR GENERAL CONTRACTOR

RESPONSIBILITIES. E.C. MAY USE CABLE TRAY FOR LOW

VOLTAGE CABLES, SEE 2/E2.

B. RUN CONDUIT FROM SENSORS TO BOTTOM OF

STRUCTURE.

C. REFRIGERATION UNITS TO BE CONNECTED TO EMS PANEL

BY DOLLAR GENERAL REFRIGERATION CONTRACTOR.

EMS LOW VOLTAGE PLAN
1

EMS1

SCALE: 1/8" = 1'-0"

                                                

NOTE:

PLAN IS DIAGRAMIC ONLY. HOLD CONDUIT TIGHT TO

EXPOSED MAIN GIRTS AND RUN AS HIGH AS POSSIBLE

ALONG PERIMETER WALLS TO RECEIVING AREA.

EMERSON CONTACT

A. PLEASE CONTACT EMERSON FOR FULL DETAILS.

B. CONTACT TONY VERTUCA - NATIONAL ACCOUNT

EXECUTIVE (404)824-9389. Tony.Vertuca@Emerson.com

TESTING NOTES

TESTING OF HVAC UNITS THRU EMS PANEL IS

ACCOMPLISHED BY SIMPLY WARMING UP OR

COOLING DOWN A SPACE TEMPERATURE SENSOR

(USING A BLOW DRYER OR ELECTRONIC EQUIPMENT

DUSTER AEROSOL) AND WATCH THE FAN, HEAT AND

COOL STAGES CYCLE ON AND OFF. THIS REQUIRES

TWO PEOPLE AT ALL TIMES....ONE TO WATCH THE

SCREEN AND THE OTHER TO WATCH OPERATION OF

THE AHU. WHEN COMPLETE, PRESS THE HOME

BUTTON TO RETURN TO THE MAIN SCREEN.

CONTROL PANEL NOTES

1. EMS SYSTEM SHOULD BE TESTED FOR HVAC

OPERATION, INTERIOR LIGHTING, EXTERIOR

LIGHTING AND SIGN LIGHTING PRIOR TO

CONTRACTOR'S ELECTRICAL POSSESSION DATE.

USE OUTSIDE LIGHT AND SIGN LIGHT OVERRIDE

FOR EXTERIOR TESTING.

EMS GENERAL NOTES

1. EMS SUPPLIER NOTE: CUSTOMIZED DOLLAR

GENERAL EMS PANEL REQUIRES STORE #, CITY,

STATE, ZIP CODE & QTY. OF HVAC UNITS OF THE

INSTALL SITE WHEN ORDERING. EMS SYSTEMS

INSTALLATION GUIDE WITH PHOTOS IS

AVAILABLE ON NATIONAL ACCOUNT WEBSITE.

ALL QUESTIONS PERTAINING TO THE EMS PANEL,

SYSTEM INSTALLATION & SETUP SHOULD BE

DIRECTED TO EMERSON'S DOLLAR GENERAL

SUPPORT TEAM AT 770-425-2724.

2. ALL SIGN & LIGHTING CIRCUITS MUST BE FED

THROUGH THE DESIGNATED CONTACTORS AS

NOTED ON THIS PAGE.

3. ALL LOW VOLTAGE HVAC & DOOR SENSORS

MUST BE CONNECTED TO THE PROPER

TERMINAL. 24 GA. SHIELDED (SHIELD MUST BE

GROUNDED) CABLE, BELDEN #8641, 2

CONDUCTOR WIRE OR IT'S EQUIVALENT IS

REQUIRED.

4. COOLER & FREEZER HOME RUNS WILL BE

TERMINATED AT ALL POINTS BY DOLLAR

GENERAL REFRIGERATION DEPARTMENT.

TS

TS

TS

ST

OT

ST ST
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SODA

COOLER

SODA

COOLER

SODA

COOLER

CLICK AND

COLLECT

FREEZER

CLICK AND

COLLECT

COOLER

OPEN AIR

PRODUCE

6593 RIVERDALE ST.

SAN DIEGO, CA. 92120

PH. 619.727.4800

Revisions:

P
R

O
J
E

C
T

SHEET #

SHEET TITLE:

PROJECT NO.:

DATE:

DRAWN:

SCALE:

SI2104

NOVEMBER 18, 2021

AS SHOWN

JS / DS

C
L

I
E

N
T

:

S
T

O
R

E
 
#

 
2

3
0

5
4

U
M

A
T

I
L

L
A

-
S

T
A

N
F

I
E

L
D

 
H

I
G

H
W

A
Y

S
T

A
N

F
I
E

L
D

,
 
O

R

S
I
M

O
N

 
C

R
E

EMS1

AutoCAD SHX Text
103

AutoCAD SHX Text
A

AutoCAD SHX Text
B

AutoCAD SHX Text
C

AutoCAD SHX Text
D

AutoCAD SHX Text
RECEIVING AREA

AutoCAD SHX Text
6

AutoCAD SHX Text
SALES AREA

AutoCAD SHX Text
102

AutoCAD SHX Text
5

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
BREAK

AutoCAD SHX Text
ROOM

AutoCAD SHX Text
100

AutoCAD SHX Text
-

AutoCAD SHX Text
OFFICE

AutoCAD SHX Text
101

AutoCAD SHX Text
-

AutoCAD SHX Text
MEN'S

AutoCAD SHX Text
104

AutoCAD SHX Text
8'-0"

AutoCAD SHX Text
2

AutoCAD SHX Text
1

AutoCAD SHX Text
WOMEN'S

AutoCAD SHX Text
105

AutoCAD SHX Text
8'-0"

AutoCAD SHX Text
HALLWAY

AutoCAD SHX Text
108

AutoCAD SHX Text
-

AutoCAD SHX Text
COOLER

AutoCAD SHX Text
FREEZER

AutoCAD SHX Text
FROZEN SINGLE SERVE NESTLE

AutoCAD SHX Text
HYDRATION COOLER

AutoCAD SHX Text
HIGI

AutoCAD SHX Text
3

AutoCAD SHX Text
4

AutoCAD SHX Text
5

AutoCAD SHX Text
2

AutoCAD SHX Text
1

AutoCAD SHX Text
6

AutoCAD SHX Text
COPYRIGHT NOTICE: THESE DRAWINGS ARE INSTRUMENT OF SERVICE AND SHALL REMAIN THE PROPERTY OF MOUR GROUP ENGINEERING + DESIGN WHETHER THE PROJECT FOR WHICH THEY ARE PREPARED IS EXECUTED OR NOT. THESE DRAWINGS SHALL NOT BE USED FOR ANY OTHER PROJECT OR AS AN EXTENSION TO THIS PROJECT WITHOUT WRITTEN AUTHORIZATION AND APPROPRIATE COMPENSATION TO MOUR GROUP ENGINEERING + DESIGN.

AutoCAD SHX Text
6900 E 2ND STREET SCOTTSDALE,AZ 85251 tel. (480) 7459-7851 fax (480) 588-4150

AutoCAD SHX Text
EMS LOW VOLTAGE PLAN

AutoCAD SHX Text
AS NOTED



NEW PAD MOUNT

TRANSFORMER

NEW UNDERGROUND

SECONDARY

B-25,27 (4) #8 CU. W/

#8 GND. 1" C.

LIGHTED SIGN WITH

UNDERGROUND ELECTRICAL.

B-25

NEW UNDERGROUND PRIMARY.

REFER TO CIVIL DRAWINGS

B-25 (2 #8) CU.

W/ #8 GND. 1" C.

B-25,27 (4 #8) CU.

W/ #8 GND. 1" C.

NEW SERVICE ENTRANCE

SWITCHGEAR RE: 1/E3

NEW UNDERGROUND TELECOM

B-27

HP/J

B-27

HP/JJ

B-27

HP/J

B-27 (2 #8) CU.

W/ #8 GND. 1" C.

ES1

6593 RIVERDALE ST.

SAN DIEGO, CA. 92120

PH. 619.727.4800

Revisions:

P
R

O
J
E

C
T

SHEET #

SHEET TITLE:

PROJECT NO.:

DATE:

DRAWN:

SCALE:

SI2104

NOVEMBER 18, 2021

AS SHOWN

JS / DS

C
L

I
E

N
T

:

S
T

O
R

E
 
#

 
2

3
0

5
4

U
M

A
T

I
L

L
A

-
S

T
A

N
F

I
E

L
D

 
H

I
G

H
W

A
Y

S
T

A
N

F
I
E

L
D

,
 
O

R

S
I
M

O
N

 
C

R
E

AutoCAD SHX Text
ALL POLE MOUNTED SITE FIXTURES TO BE INSTALLED AT 0 DEGREE PLANE TO BE FULL CUTOFF AND MEET THE DARK SKIES ORDINANCE. LIGHTING NOT TO EXCEED 4050 LUMENS PER FIXTURE.

AutoCAD SHX Text
REFER TO ES2 FOR SITE PHOTOMETRICS AND FURTHER INFORMATION

AutoCAD SHX Text
SITE LIGHTING CIRCUITING AS SHOWN WAS DEVELOPED TO MINIMIZE VOLTAGE DROP.

AutoCAD SHX Text
1. ALL UTILITY SERVICES SHOWN ARE FOR SCHEMATIC AND BIDDING ALL UTILITY SERVICES SHOWN ARE FOR SCHEMATIC AND BIDDING REPRESENTATION ONLY. NO EXPRESSED OR IMPLIED GUARANTEE IS GIVEN AS TO THE EXACT LOCATION, GRADE OR ELEVATION OF THE ABOVE MENTIONED ITEMS. ACTUAL LOCATIONS ARE TO BE BASED ON UTILITY COMPANY AND OWNER INSTRUCTIONS. 2. THE OWNER IS RESPONSIBLE FOR ALL COST ASSOCIATED WITH THE THE OWNER IS RESPONSIBLE FOR ALL COST ASSOCIATED WITH THE SECONDARY SERVICES AND METER INSTALLATION FEES. IF THE CONTRACTOR CANNOT DETERMINE THE PRIMARY SERVICE FEES TO BE APPLIED BY THE POWER COMPANY, THEN HE IS TO INCLUDE A LETTER IN HIS BID SPECIFICALLY STATING THAT THESE COST HAVE NOT BEEN INCLUDED IN THE BID BUT WILL BE ADDITIONS TO THE CONTRACT WHEN DETERMINED BY THE UTILITY. 3. BECAUSE OF ALL OF THE ABOVE REASONS, ALL ELECTRICAL BECAUSE OF ALL OF THE ABOVE REASONS, ALL ELECTRICAL CONTRACTORS DESIRING TO BID ON THIS PROJECT ARE REQUIRED TO VISIT THE JOB SITE PRIOR TO BIDDING SO THAT THEY MAY BECOME FAMILIAR WITH ALL CIRCUMSTANCES WHICH WILL AFFECT THE ELECTRICAL WORK. 4. CONTRACTOR SHALL INCLUDE OVERTIME AND AFTER HOURS PREMIUM CONTRACTOR SHALL INCLUDE OVERTIME AND AFTER HOURS PREMIUM LABOR CHANGES IN HIS BID AS REQUIRED TO COMPLETE THE INSTALLATION OF THIS PROJECT IN ACCORDANCE PROJECT IN ACCORDANCE WITH THE TYPICAL 120 DAY CONSTRUCTION SCHEDULE. 5. ALL ELECTRICAL CONTRACTORS ARE REQUIRED TO VISIT THE JOB SITE ALL ELECTRICAL CONTRACTORS ARE REQUIRED TO VISIT THE JOB SITE PRIOR TO BID AND TO INCLUDE ALL REQUIRED COST TO PROVIDE A COMPLETE, FUNCTIONAL AND CODE COMPLIANT ELECTRICAL INSTALLATION. 6. COORDINATE JOINT USE AGREEMENT WITH TELEPHONE, CATV AND POWER COORDINATE JOINT USE AGREEMENT WITH TELEPHONE, CATV AND POWER CO. FOR UNDERGROUND SERVICE TO BUILDING. 7. CONTRACTOR TO ALSO INCLUDE ANY COST FOR SERVICE TO BUILDING CONTRACTOR TO ALSO INCLUDE ANY COST FOR SERVICE TO BUILDING ASSOCIATED WITH UTILITIES OTHER THAN POWER. 8. ALL REQUIRED 90° ELBOWS OF UTILITY CONDUITS TO BE OF SWEEPING ALL REQUIRED 90° ELBOWS OF UTILITY CONDUITS TO BE OF SWEEPING TYPE AND RIGID (NOT PVC). 9. THE CONTRACTOR IS RESPONSIBLE FOR ALL COST ASSOCIATED WITH THE CONTRACTOR IS RESPONSIBLE FOR ALL COST ASSOCIATED WITH TEMPORARY POWER SERVICES FROM THE LAST POWER CO. POWER OR DEMARCATION POINT TO TEMPORARY DISCONNECTING DEVICES, WIRING AND METER CHANGES FOR EITHER SINGLE PHASE OR 3-PHASE AS REQUIRED.
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Luminaire Location Summary

LumNo Label Z

1 HP-S2 27

2 HP-S 27

3 HP-S 27

4 HB 16.5

5 HB 16.5

6 HB 16.5

7 HB 16.5

8 G 12

9 G 12

10 G 12

11 G 12

12 G 12
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YORK NATIONAL ACCOUNT INFO
DOLLAR GENERAL HAS A NATIONAL ACCOUNT HVAC AGREEMENT WITH YORK. THE HVAC RTU EQUIPMENT
SHALL BE PURCHASED DIRECT THROUGH YORK NATIONAL ACCOUNTS - NO EXCEPTIONS. THE HVAC
MECHANICAL CONTRACTOR SHALL BE RESPONSIBLE FOR COORDINATING AND ACCEPTING THE EQUIPMENT,
VERIFYING THE PROPER QUANTITIES AND VOLTAGE, LABOR, 1ST YEAR LABOR WARRANTY, INSTALLATION
MATERIAL, AND TEMPORARY STORAGE.
FOR PRICE QUOTES AND SUBMITTALS PLEASE CONTACT: JASON HUMES
PHONE: +1 (405) 419-6210
EMAIL:  JASON.J.HUMES@JCI.COM

STANDARD LEAD TIME FOR YORK RTU HVAC EQUIPMENT IS FOUR(4) WEEKS MANUFACTURING PLUS ONE (1)
WEEK TRANSPORTATION DEPENDING IN THE 48 STATES. ANY NON STANDARD OPTION MAY ADD TO THE
STANDARD MANUFACTURING LEAD TIME AND WILL BE CONFIRMED AT PLACEMENT OF ORDER. HVAC
EQUIPMENT WITH FACTORY TECHNI-COAT COATING OF CONDENSER/EVAPORATOR COILS WILL HAVE NINE(9)
WEEK LEAD TIME.

HVAC SPECIFICATION
1. REAR, SIDE, OR ROOF MOUNTED SYSTEM, WITH COMPLETE DUCTWORK, CONFORMING TO ASHRAE
SPECIFICATIONS IN SALES FLOOR, OFFICES, RESTROOM, AND RECEIVING AREAS.
2. ALL DUCTWORK MUST BE INSTALLED ABOVE 10'-6” A.F.F. NO HVAC DUCT TRUNK LINE TO BE INSTALLED
ABOVE CEILING WITHIN 48” RADIUS OF REGISTER/ICE CREAM POWER POLES. POWER POLES EXTEND ABOVE
CEILING 2'-0”. REFER TO SHEET E1.AL FOR EXACT LOCATION OF POWER POLES.
3. FOR HVAC SENSOR LOCATION SEE EMS1.1
4. YORK PACKAGED HVAC SYSTEMS ARE REQUIRED
5. PROVIDE INLINE EXHAUST FAN FOR RESTROOM, INTERLOCK WITH RESTROOM LIGHTS. VENT THRU SIDE
WALL, NOT THRU THE ROOF.
6. CURB SHALL BE PROVIDED BY GENERAL CONTRACTOR COMPLIANT WITH METAL BUILDING SYSTEM.

HVAC PIPING DETAIL1 5'-0".

ALL ELBOWS SHALL BE
RIGID METAL DUCTWORK

SEISMIC BRACING REQUIREMENTS:
CONTRACTOR SHALL PROVIDE SEISMIC BRACING FOR ALL
DUCTWORK, PIPING, LIGHTING AND EQUIPMENT AS REQUIRED
BY LOCAL CODES. ALL DUCTWORK AND PIPING SHALL BE
PROVIDED WITH SEISMIC RESTRAINTS IN ACCORDANCE WITH
SEISMIC HAZARD LEVEL (SHL) "D" OF THE SEISMIC RESTRAINT
MANUAL: GUIDELINES FOR MECHANICAL SYSTEMS, DATED
2008, PUBLISHED BY THE SHEET METAL AND AIR
CONDITIONING CONTRACTORS NATIONAL  ASSOCIATION, INC.
(SMACNA) AND IN ACCORDANCE WITH YOUR LOCAL CODES.
(OREGON 2021 CODES)

CONTRACTOR SHALL COMPLY WITH ALL
APPLICABLE 2021 OREGON BUILDING
CODES AND ENERGY CODES.

HVAC
1. ALL WORK AND MATERIALS SHALL COMPLY WITH GOVERNING CODES, SAFETY ORDERS AND REGULATIONS.

INSULATION MATERIAL SHALL MEET THE GOVERNING STATE QUALITY PER ENERGY EFFICIENCY STANDARDS
(E.E.S)

2. ALL MATERIALS AND EQUIPMENT PROVIDED AND/OR INSTALLED SHALL BE GUARANTEED FOR A PERIOD OF
ONE (1) YEAR, UNLESS OTHERWISE INDICATED, FROM THE DATE OF FINAL ACCEPTANCE OF THE WORK BY
THE OWNER, ANY DEFECTIVE MATERIALS OR INFERIOR WORKMANSHIP SHALL BE CORRECTED TO THE
ENTIRE SATISFACTION OF THE OWNER.

3. INSTALLATION SHALL CONFORM TO THE ENERGY CONSERVATION DESIGN MANUAL STANDARD FOR
NONRESIDENTIAL BUILDINGS. NO INSULATION IS NEEDED ON RIGID EXPOSED DUCT SYSTEM.

4. ELECTRICAL CONTRACTOR SHALL PROVIDE: CONDUIT FOR LINE AND LOW WIRING, SWITCHES,
DISCONNECTS, CIRCUIT BREAKERS, AND FINAL CONNECTION ITEMS INDICATED THUS (E.C)

5. MECHANICAL CONTRACTOR SHALL PROVIDE: TEMPERATURE CONTROLS, LOW VOLTAGE WIRING AND ITEMS
INDICATED THUS (M.C) WIRING SHALL CONFORM TO LOCAL CODES.

6. PLUMBING CONTRACTOR SHALL PROVIDE: CONDENSATE DRAIN FROM A/C UNITS AND/OR EVAP COOLER TO
APPROVED DRAIN POINT, WATER PIPING TO EVAP COOLER, GAS CONNECTIONS REQUIRED TO HVAC
EQUIPMENT, SPECIFIED ON THE PLANS, AND ALL FINAL CONNECTIONS.

7. MECHANICAL CONTRACTOR SHALL INSULATE ALL SUPPLY AND RETURN AIR DUCTS, EXCEPT FOR RIGID
EXPOSED DUCTS. SIZE INDICATED ON PLANS ARE CLEAR INSIDE DIMENSION.

8. FLEXIBLE DUCT SHALL BE THERMAFLEX OR EQUAL, METAL SPIRAL WIRE ENCASED IN PLASTIC LINER,
INSULATED, AND COVERED WITH A PVC JACKET. MINIMUM U.L. APPROVED CONDUCTANCE OF 022 AT 75
DEGREES FAHRENHEIT WITH A MAXIMUM LENGTH OF 5FT., DUCT SHALL BE CONNECTED TO TRUNK OR
BRANCH DUCT PER DETAIL. HANGER STRAPS WILL BE MINIMUM 1” X 30 GA., 10'-0” O/C MAXIMUM SPACING.

9. CONCEALED CONDITIONED SUPPLY AND RETURN AIR DUCTS SHALL BE INSULATED (EXCEPT FOR RIGID
EXPOSED DUCTS) WITH TWO INCH (2”) THICK, 1.5 POUND DENSITY GLASS FIBER DUCT WRAP WITH
REFLECTIVE VAPOR SEAL, FASTENED TO DUCTWORK WITH 16 GA. WIRE SPACED AT 12” ON CENTER
(SPACING TO BE 6” ON CENTER FOR FITTINGS).

10.ALL SHEET-METAL DUCTWORK SHALL BE CONSTRUCTED IN ACCORDANCE WITH CURRENT ADDITION OF
LOCALLY ADOPTED CODES. TAPE ALL TRANSVERSE AND LONGITUDINAL JOINTS, TAKEOFFS ON SUPPLY,
RETURN, AND EXHAUST DUCTS. RIGID DUCTWORK SHALL BE GALVANIZED STEEL.

11.WHERE INTERIOR OF DUCTWORK IS VISIBLE THRU AN AIR OUTLET, INSIDE OF DUCT SHALL BE PAINTED
WITH A FLAT BLACK PRIMER. ALL GRILLS AND DIFFUSERS SHALL BE REMOVABLE. INSTALL TURNING VANES IN
ALL 90 DEGREES DUCT ELBOWS (EXCEPT GREASE DUCTS), INSTALL SPIN-IN TAKEOFF WITH VOLUME DAMPER
AT A/X UNIT DUCT CONNECTIONS AND SEAL AIRTIGHT.

12.CONTRACTOR SHALL COORDINATE INSTALLATION OF ALL DUCTWORK WITH CEILING AND ROOF
FRAMING, AND COOPERATION AMONG THE TRADES IN MAINTAINING MANUFACTURERS RECOMMENDED
CLEARANCES FOR ALL ITEMS OF EQUIPMENT.

13.ANY EQUIPMENT THAT IS SUBSTITUTED SHALL FIT IN THE SPACE PROVIDED WITH ADEQUATE ROOM FOR
SERVICING, INCLUDING SUBSTITUTE EQUIPMENT NAMED IN THE SPECIFICATION, CONTRACTOR SHALL
SUBMIT A ¼” SCALE DRAWING OF ALL EQUIPMENT SUBSTITUTED.

14.APPLY CCWI-181 OR EQUIVALENT TO ALL SEAMS AND JOINTS ON ROOFTOP DUCTWORK.

15.ALL DUCTWORK PENETRATING FIRE SEPARATIONS SHALL HAVE A FIRE DAMPER CONFORMING TO THE
RATING OF THE AREA BEING PENETRATED.

16. ALL PIPING AND DUCTWORK SHALL BE INSULATED CONSISTENT WITH THE REQUIREMENTS OF
SECTIONS 2019 90.1 ASHRAE  AND WITH LOCAL AMENDMENTS.

17. ALL HVAC SYSTEMS SHALL MEET THE CONTROL REQUIREMENTS PER THE REQUIREMENTS OF
SECTIONS 2019 90.1 ASHRAE  WITH LOCAL AMENDMENTS.

18. ALL HVAC EQUIPMENT AND APPLIANCES SHALL MEET THE REQUIREMENTS PER CHAPTER 6 OF 2019 90.1
ASHRAE.

19. WEATHER PROTECTION FOR OPENINGS TO BE A MINIMUM 26 GAUGE GALVANIZED STEEL.

20. AUTOMATIC TEMPERATURE CONTROL DEVICE FOR REGULATION OF SPACE TEMPERATURE SHALL BE
CAPABLE OF BEING SET FROM 55 TO 85 DEGREES F., HAVING THE ABILITY TO OPERATE THE HEATING AND
COOLING AND HAVING THE CAPABILITY OF TERMINATING ALL HEATING AT A TEMPERATURE NO MORE THAN
70 DEGREES F. CONTROL DEVICE SHALL HAVE LOCKING COVER AND KEY.

21. EACH SYSTEM PROVIDING HEATING AND COOLING AIR IN EXCESS OF 2000 CFM SHALL BE EQUIPPED
WITH SMOKE DETECTORS. SMOKE DETECTORS TO BE INSTALLED IN THE RETURN DUCT,UPSTREAM OF THE
FILTERS.

22. ALL DUCT TO BE GALVANIZED STEEL RIGID DUCT. THE LAST 5 FEET OF EACH RUN TO BE CLASS 1 FLEX
DUCT (EXCEPT FOR EXPOSED DUCTS), FOR SOUND PURPOSES ONLY.
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OFFICE
101

SALES AREA
102

RECEIVING AREA
103

WOMEN
104

MEN
105

BREAK ROOM
100

TERMINATE CONDENSATE PIPE IN GUTTER
WITH 90° ELBOW TURNED DOWN (TYP.).

PITCH CONDENSATE PIPE
WITH ROOF SLOPE (TYP).
REFER TO SHEET P2 FOR
MATERIAL SCHEDULE.

2
M1

A
4000

PROVIDE BLANK-OFF
THIS SIDE.

3/4"C
D

CO

RTU-2

A
1800

3/4"C
D

CO

PROVIDE BLANK-OFF
THIS SIDE.

3/4"C
D

CO

RTU-1

RTU-3

CEILING MOUNTED EXHAUST
FAN (1 IN EACH RESTROOM)

EXHAUST DUCT THROUGH
WALL. TERMINATE WITH
APPROVED LOUVER OR
WALL CAP.

ROUND DUCT
(TYP.)

T

T

RTU-2

RTU-3

8"Ø

8"Ø 6"Ø

6"Ø6"Ø

D
100

D
100

EF-1EF-2

T

RTU-1

3
M1

A
4000

ROUTE FULL SIZED SUPPLY AND RETURN DUCT
DOWN TO 12" CONCENTRIC DIFFUSER.
CONCENTRIC DIFFUSER TO BE MOUNTED
FLUSH WITH NOTTOM OF CEILING. (TYP. OF ALL
SALES AREA)

M1

HVAC LAYOUT

HVAC LAYOUT1
M1 SCALE: 1/8" = 1'-0"
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HVAC1 24Vac (Red)

HVAC1 Supply Fan (Green) 

HVAC1 Heat 1 (White) 

HVAC1 Heat 2 (Brown) 

HVAC1 Cool 1 (Yellow) 

HVAC1 Cool 2 (Blue) 

HVAC2 24Vac (Red) 

HVAC2 Supply Fan (Green) 

EMS HVAC WIRING DETAIL2
M1 NTS

                                                                

CONNECTION DETAIL
TYPICAL SUPPLY BRANCH

3
M1 NTS

                                                                

NOTE:
INSTALL HORIZONTAL AIR SCOOP HAVING A CONTINUOUSLY CURVED
CROSS SECTION AND BALANCING DAMPER AT DUCT CONNECTION TO
DIVERT SUPPLY AIR INTO THE CONNECTED DUCTWORK.  LENGTH OF SCOOP
SHALL BE LIMITED TO THE WIDTH OF THE SUPPLY AIR ANNULAR SPACE.

VOLUME DAMPER

HORIZONTAL AIR SCOOP

RIGID DUCT DROP (FLEXIBLE
DUCT NOT ALLOWED)

ROUND SUPPLY AIR DUCT. CONNECT
BRANCH TO SUPPLY AIR DUCT DROP,
ABOVE CONCENTRIC DIFFUSER.

TO DROP DIFFUSER

FROM RTU 3" FLEXIBLE CANVAS
CONNECTION (TYP.)

SYMBOL LEGEND

THERMOSTAT

EXHAUST FAN

T

VOLUME DAMPER

SUPPLY AIR DIFFUSER

CD

RETURN/EXHAUST AIRFLOW

SUPPLY AIRFLOW

CONDENSATE PIPE

NOTES AND SPECIFICATIONS
1. ALL MECHANICAL WORK SHALL BE DONE IN ACCORDANCE WITH ALL

STATE AND LOCAL LAWS AND ORDINANCES AND IN A MANNER
SATISFACTORY TO THE OWNER AND AUTHORITY HAVING
JURISDICTION. IT SHALL BE THE RESPONSIBILITY OF THE
CONTRACTOR TO OBTAIN ALL REQUIRED PERMITS, INSPECTIONS AND
PAY ALL APPLICABLE FEES.

2. YORK PACKAGED HVAC SYSTEMS ARE REQUIRED. ALL HVAC
EQUIPMENT SHALL BE INSTALLED IN STRICT ACCORDANCE WITH
MANUFACTURERS WRITTEN INSTALLATION GUIDE.

3. PROVIDE CONCENTRIC DIFFUSER KIT AS SPECIFIED BY DOLLAR
GENERAL NATIONAL ACCOUNTS HVAC MANUFACTURERS. (NO
EXCEPTIONS PERMITTED). CONCENTRIC DIFFUSER KIT SHALL BE
INSTALLED IN STRICT ACCORDANCE WITH MANUFACTURERS
INSTALLATION INSTRUCTIONS. CONCENTRIC DIFFUSER SHALL BE
HARD DUCTED FROM HVAC UNIT, THE USE OF FLEXIBLE DUCT DROPS
ARE NOT ALLOWED, NO EXCEPTIONS.

4. ALL HVAC UNITS REQUIRE AN ECONOMIZER AND BAROMETRIC
RELIEF.

5. REFER TO SHEET S3, FOR GENERAL NOTES AND DETAILS FOR ROOF
CURB INFORMATION.

6. ALL SUPPLY AND EXHAUST AIR DUCTWORK SHALL BE CONSTRUCTED
OF ROUND GALVANIZED SHEET METAL AND BE FABRICATED
ACCORDING TO THE LATEST EDITION OF THE SMACNA HVAC DUCT
CONSTRUCTION STANDARDS FOR METAL AND FLEXIBLE DUCTWORK.
SUPPLY, RETURN AND POSITIVE PRESSURE EXHAUST DUCTWORK
SHALL BE SEALED IN ACCORDANCE WITH SMACNA SEAL CLASS C.

7. TESTING OF HVAC UNITS THRU EMS PANEL IS ACCOMPLISHED BY
WARMING UP OR COOLING DOWN A SPACE TEMPERATURE SENSOR
AND WATCH THE FAN, HEAT AND COOL STAGES CYCLE ON AND OFF.
THIS REQUIRES TWO PEOPLE AT ALL TIMES...ONE TO WATCH THE
SCREEN AND THE OTHER TO WATCH OPERATION OF THE HVAC UNIT.
WHEN COMPLETE, PRESS THE HOME BUTTON TO RETURN TO THE
MAIN SCREEN.

8. COORDINATE HVAC SENSORS LOCATIONS WITH SHEET EMS1.

9. PROVIDE CEILING MOUNTED EXHAUST FAN FOR RESTROOMS,
INTERLOCK WITH RESTROOM LIGHTS. EXHAUST FAN SHALL BE
VENTED THRU SIDE WALL, NOT THRU THE ROOF.

CO2 SENSORCO2

PROVIDE AND INSTALL TIE
DOWN STRAP FOR PIPE.

METAL ROOF

REFER TO PLANS FOR PIPE SIZE.

PIPE SUPPORT SCHEDULE

VERSABLOCK PIPE SUPPORTS. PRODUCT MAY BE STACKED TO OBTAIN
HEIGHT REQUIREMENT.  INSTALLED FOLLOWING MANUFACTURER'S
RECOMMENDATIONS.

ROOF PIPING SUPPORT4
M1 NTS

                                                                

ATTACH PIPE SUPPORT TO METAL ROOF PER METAL ROOF MANUFACTURER
RECOMMENDATION.

METAL SEAM

DESIGN CRITERIA
BUILDING ENVELOPE MAXIMUM U-FACTORS:

STANDING STEAM ROOF (THERMAL BLOCK REQUIRED) 0.037
METAL BUILDING EXTERIOR WALL 0.050
METAL FRAMED EXTERIOR WALL 0.055
SLAB ON GRADE 0.520
ENTRANCE DOOR 0.630

0.330 (S.H.G.C.)
OPAQUE DOOR 0.370

SEISMIC BRACING REQUIREMENTS:
CONTRACTOR SHALL PROVIDE SEISMIC BRACING FOR ALL
DUCTWORK, PIPING, LIGHTING AND EQUIPMENT AS
REQUIRED BY LOCAL CODES. ALL DUCTWORK AND PIPING
SHALL BE PROVIDED WITH SEISMIC RESTRAINTS IN
ACCORDANCE WITH SEISMIC HAZARD LEVEL (SHL) "D" OF THE
SEISMIC RESTRAINT MANUAL: GUIDELINES FOR MECHANICAL
SYSTEMS, DATED 2008, PUBLISHED BY THE SHEET METAL
AND AIR CONDITIONING CONTRACTORS NATIONAL
ASSOCIATION, INC. (SMACNA) AND IN ACCORDANCE WITH
YOUR LOCAL CODES. (OREGON 2021CODES)

CONTRACTOR SHALL COMPLY WITH ALL
APPLICABLE 2021 OREGON BUILDING
CODES AND ENERGY CODES.
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EXHAUST FAN SCHEDULE

DIFFUSER, GRILLES, AND REGISTERS SCHEDULE

AIR BALANCE SCHEDULE CFM

PACKAGED HVAC UNIT SCHEDULE (PROPANE)

VENTILATION SCHEDULE
(BASED ON 2019 OREGON MECHANICAL SPECIALTY CODE)

SPACE OCCUPANCY
CLASSIFICATION

FLOOR
AREA

SQ. FT.

OCCUPANT
DENSITY PEOPLE/

1000 SQ. FT.

PEOPLE OUTDOOR
AIR RATE

(CFM/PERSON)

AREA OUTDOOR
AIR RATE

(CFM/SQ. FT.)

REQUIRED
OUTDOOR
AIR (SQFT)

REQUIRED
OUTDOOR

AIR (PEOPLE)

REQUIRED
OUTDOOR

AIRFLOW Vbz (CFM)

REQUIRED
EXHAUST AIR
RATE (CFM)

REQUIRED
EXHAUST AIR

RATE (CFM/FT2)

EXHAUST AIR
RATE (CFM)

MECHANICAL
UNIT

SALES SALES 8759 15 7.50 0.12 1051.1 985.4 2036.5 -- -- -- RTU-1,2

RECIEVING WAREHOUSE 1298 2 10 0.12 155.8 26.0 181.7 -- -- -- RTU-3

OFFICE OFFICE 71 5 5 0.06 4.3 1.8 6.0 -- -- -- RTU-1,2

BREAKROOM BREAK ROOM 89 25 5 0.12 10.7 11.1 21.8 -- -- -- RTU-1,2

MENS TOILET ROOM 64 -- -- -- -- -- -- 50/TOILET 50 50 EF-1/RTU-3

WOMENS TOILET ROOM 64 -- -- -- -- -- -- 50/TOILET 50 50 EF-2/RTU-3

TOTAL 1222 2246 100

SEISMIC BRACING REQUIREMENTS:
CONTRACTOR SHALL PROVIDE SEISMIC BRACING FOR ALL
DUCTWORK, PIPING, LIGHTING AND EQUIPMENT AS
REQUIRED BY LOCAL CODES. ALL DUCTWORK AND PIPING
SHALL BE PROVIDED WITH SEISMIC RESTRAINTS IN
ACCORDANCE WITH SEISMIC HAZARD LEVEL (SHL) "D" OF THE
SEISMIC RESTRAINT MANUAL: GUIDELINES FOR MECHANICAL
SYSTEMS, DATED 2008, PUBLISHED BY THE SHEET METAL
AND AIR CONDITIONING CONTRACTORS NATIONAL
ASSOCIATION, INC. (SMACNA) AND IN ACCORDANCE WITH
YOUR LOCAL CODES. (OREGON 2021 CODES)

CONTRACTOR SHALL COMPLY WITH ALL
APPLICABLE 2021 OREGON BUILDING
CODES AND ENERGY CODES.
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WATER & GAS PLAN1
P1.1 1/8" = 1'-0"

                                         

1"
GAS

1"
GAS

3/4"
GAS

EDF-1

WC-1
LAV-1WC-1

LAV-1
2/3

P-1.1

M

3/4" CW

1" CW UP IN WALL WITH VALVE
AND LOCKABLE ACCESS

PANEL.

WH-1

WH-1

WATER METER LOCATION TO
BE SPECIFIED BY CIVIL

CONTRACTOR. REFER TO CIVIL
FOR CONTINUATION.

SHUT-OFF VALVE (TYP.)

1-1/4" GAS STUB-UP.

1-1/2"
GAS

1-1/2"
GAS

OFFICE
101

SALES AREA
102

RECEIVING AREA
103

WOMEN
104

MEN
105

BREAK ROOM
100

EWH-1
MS-1

UP TO ROOF

PROPANE TANK

APPROX. 20'

PROPANE TANK TO BE A MINIMUM 20'
FROM PROPERTY LINE. REFER TO
SITE PLAN FOR EXACT LOCATION.

1-1/2"
GAS

1-1/4"
GAS

ENLARGED WATER & GAS2
P-1.1 1/4" = 1'-0"
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WC-1

LAV-1

MS-1

HW/CW DROP
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ABOVE MOP
SINK
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CONTRACTOR.
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CONTINUATION.
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HW
CW

CW
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W

PRESSURE REDUCING
VALVE (IF PRESSURE IS

IN EXCESS OF 70PSI)

SHUT-OFF
VALVE(TYP.)
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OFFICE
101

WOMEN
104

MEN
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BREAK ROOM
100

RECEIVING AREA
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SALES AREA
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WATER RISER3
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SAN

SAN BLW.

V

GAS

CW

HW

SYMBOL LEGEND

NOTES:
1. REFER TO SHEET P1.2, FOR ROUTING OF SANITARY SEWER AND SANITARY

VENT PIPING.
2. PROVIDE TAMPER PROOF CABINET WITH ACCESS PANEL FOR BACKFLOW

ASSEMBLY. (IF REQUIRED)
3. DOMESTIC WATER PIPE ROUTING IS DIAGRAMMATIC ONLY, COORDINATE PIPE

ROUTING WITH FIELD CONDITIONS. REFER TO PIPING DIAGRAMS ON THIS
SHEET.

TOTAL BTU:

APPLIANCE BTU

TDL = 200' SIZED PER 2018 UPC TABLE 1215.2(27)

612,000

MBH

GAS LOAD CALCULATION

RTU-1                         250 250,000

RTU-3                         112 112,000

GAS PIPING IS SIZED BASED ON 11.0" W.C. INLET
PRESSURE, A TOTAL DEVELOPED LENGTH OF
200' AND PRESSURE DROP OF 0.5" W.C.

CONTRACTOR SHALL PROVIDE SHUT-OFF VALVE
IN COMPLIANCE WITH ANSI Z21.15 OR CGA9.1.

DOMESTIC WATER SERVICE CALCULATIONS

PIPE SIZING CHART
(FLUSH TANK)

PIPE SIZE (I.D.) FIXTURE UNIT (FU) G.P.M.

1/2" 2 2.4
3/4" 6 6.8
1" 15 14.0

1-1/4" 38 23.8
*SIZED BY APPENDIX "A" OF 2021 OPSC

FIXTURES
FIXTURE QUANTITY CW W.F.U. HW W.F.U. TOTAL

F.U.
DRINKING FOUNTAIN 1 0.5 0.00 .5

WATER CLOSET (FLUSH
TANK) 2 2.5 0.0 5.0

LAVATORY 2 .75 .75 2.0
MOP SINK 1 2.25 2.25 3.0

WALL HYDRANT 2 2.5 (+1.0) 0.0 3.5
TOTAL 14.0

RTU-2                         250 250,000

SEISMIC BRACING REQUIREMENTS:
CONTRACTOR SHALL PROVIDE SEISMIC BRACING FOR ALL
DUCTWORK, PIPING, LIGHTING AND EQUIPMENT AS REQUIRED
BY LOCAL CODES. ALL DUCTWORK AND PIPING SHALL BE
PROVIDED WITH SEISMIC RESTRAINTS IN ACCORDANCE WITH
SEISMIC HAZARD LEVEL (SHL) "D" OF THE SEISMIC RESTRAINT
MANUAL: GUIDELINES FOR MECHANICAL SYSTEMS, DATED
2008, PUBLISHED BY THE SHEET METAL AND AIR
CONDITIONING CONTRACTORS NATIONAL  ASSOCIATION, INC.
(SMACNA) AND IN ACCORDANCE WITH YOUR LOCAL CODES.
(OREGON 2021 CODES)

CONTRACTOR SHALL COMPLY WITH ALL
APPLICABLE 2021 OREGON BUILDING
CODES AND ENERGY CODES.

SANITARY PIPING

SANITARY PIPING BELOW

VENT PIPING

GAS PIPING

COLD WATER PIPING

HOT WATER PIPING

SHUT-OFF VALVE

BACKFLOW PREVENTER

PRESSURE REGULATOR

WALL CLEANOUT

2-WAY EXTERIOR CLEANOUT

FREEZE-PROOF HOSE BIBB

FLOOR CLEANOUT
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SALES AREA
102

RECEIVING AREA
103

4" SEWER SERVICE.  PROVIDE 2-WAY
EXTERIOR CLEAN-OUT (ECO-1), WITHIN
5'-0" OF BUILDING EXTERIOR. SEE DETAIL
ON P2. SEE CIVIL DRAWINGS FOR
CONTINUATION. 3'-0" MINIMUM INVERT
WHEN ROUTED UNDER PARKING AREA.

WOMEN
105

SANITARY PLAN1
P1.2 1/8" = 1'-0"

                                         

OFFICE
101BREAKROOM

100

NOTE:
CLEANOUTS NOT
PERMITTED IN SALES
AREA.
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LAV-1

MEN
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ENLARGED SANITARY2
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LAV-1

WC-1
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FD-1

FD-1

4" SS

4" SS

4" SS

4" SS

4" SS

3" SS
(4 DFU)
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(2 DFU)

2" SS
(2 DFU)

2" SS
(0.5 DFU)

3" SS

0.5 DFU

3 DFU

17.5 DFU

14.5 DFU

14 DFU

12 DFU

8 DFU

2" V

3" VENT THRU WALL AND TURN
UP WITH 90° ELBOW. TERMINATE
MINIMUM 6" ABOVE ROOF LEVEL.

2" V

2" V

2" V

2" V

3" V

3" SS
(4 DFU)
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WCO
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SANITARY INVERT NOTE:
REQUIRED INVERT AT POINT OF CONNECTION (5 FT FROM
EXTERIOR WALL) TO EXISTING SEWER SERVICE IS
APPROXIMATELY 26" BELOW FINISHED FLOOR BASED ON TOTAL
LENGTH OF 30' SLOPED AT 1/4" PER FT AND STARTING INVERT
OF 18" BELOW FINISHED FLOOR. CONTRACTOR TO FIELD VERIFY
THE INVERT AND LOCATION OF SANITARY LINE SHOWN ON CIVIL
DRAWINGS.

NOTES:
1. REFER TO SHEET P1.1, FOR ROUTING OF DOMESTIC WATER AND GAS.

2. SANITARY SEWER AND SANITARY VENT PIPE ROUTING ARE DIAGRAMMATIC
ONLY, COORDINATE PIPE ROUTING WITH FIELD CONDITIONS. REFER TO PIPING
DIAGRAMS ON THIS SHEET.

SEISMIC BRACING REQUIREMENTS:
CONTRACTOR SHALL PROVIDE SEISMIC BRACING FOR ALL
DUCTWORK, PIPING, LIGHTING AND EQUIPMENT AS REQUIRED
BY LOCAL CODES. ALL DUCTWORK AND PIPING SHALL BE
PROVIDED WITH SEISMIC RESTRAINTS IN ACCORDANCE WITH
SEISMIC HAZARD LEVEL (SHL) "D" OF THE SEISMIC RESTRAINT
MANUAL: GUIDELINES FOR MECHANICAL SYSTEMS, DATED
2008, PUBLISHED BY THE SHEET METAL AND AIR
CONDITIONING CONTRACTORS NATIONAL  ASSOCIATION, INC.
(SMACNA) AND IN ACCORDANCE WITH YOUR LOCAL CODES.
(OREGON 2021 CODES)

CONTRACTOR SHALL COMPLY WITH ALL
APPLICABLE 2021 OREGON BUILDING
CODES AND ENERGY CODES. SAN

SAN BLW.

V

GAS

CW

HW

SYMBOL LEGEND
SANITARY PIPING

SANITARY PIPING BELOW

VENT PIPING

GAS PIPING

COLD WATER PIPING

HOT WATER PIPING

SHUT-OFF VALVE

BACKFLOW PREVENTER

PRESSURE REGULATOR

WALL CLEANOUT

2-WAY EXTERIOR CLEANOUT

FREEZE-PROOF HOSE BIBB

FLOOR CLEANOUT
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STRAPPING DETAIL
TYPICAL WATER HEATER

1
P2 NTS

                                                             
FLOOR CLEANOUT DETAIL3

P2 NTS
                                                                

2-WAY YARD CLEANOUT DETAIL4
P2 NTS

                                                                             

VENT PIPE INSTALLATION DETAIL5
P2 NTS

                                                                                

VENT
CL VENT

FLOOR

45.0°

M
IN.

NOTE:
CONNECT VENT TO SOIL OR WASTE PIPING ABOVE
CENTERLINE. UNDER SLAB HORIZONTAL
CONNECTIONS OF VENT PIPING TO WASTE SEWER
SYSTEM PIPELINE SHALL NOT BE ALLOWED.

SOIL OR
WASTE SEWER

SOIL OR
WASTE SEWER

TRAFFIC RATED, HEAVY DUTY
CAST IRON WITH ADJUSTABLE
SCORIATED SECURED COVER.

FLUSH WITH GRADE.

FLANGE

WASTE LINE
LENGTH TO SUIT.

FLOW

2"

4" MIN.

FLOW

4" MIN.

BRONZE TAPER
THREAD PLUG WITH
COUNTER SUNK HEAD.

NOTES:
1. CLEAN-OUT SHALL BE TRAFFIC RATED.
2. ECO-1 SHALL BE INSTALLED WITHIN 5'-0" OF THE

BUILDING EXTERIOR.

CLEAN-OUT PLUG AS SPECIFIED.
APPLY TEFLON JOINT COMPOUND
TO THE CLEAN-OUT PLUG THREADS.

FLOW

FLOOR SLAB ON GRADE

MEMBRANE CLAMP

LONG SWEEP ELBOW AT
END, OR TURN OF RUN.

COMBINATION WYE AND EIGHTH
BEND IN RUN. REDUCING TYPE IF
REQUIRED. ENTER TOP OF PIPE.

SAME SIZE
AS DRAIN LINE

AS REQUIRED FOR
DEPTH OF SEWER.

SANITARY SEWER,
SIZE PER PLAN.

NOTES:
1. REFER TO SCHEDULE FOR ADDITIONAL INFORMATION. LOCATE FLOOR CLEAN-OUT AT END OF

RUN, TURNS OF PIPE GREATER THAN 45°, 50' INTERVALS ON STRAIGHT RUNS, AND/OR WHERE
SHOWN ON PLANS & RISERS. PROVIDE BACKFILL AS REQUIRED. LOCATE CLEAN-OUT WHERE
THERE IS 18" CLEAR AROUND, FOR ACCESSIBILITY. COORDINATE WITH LOCAL CODES AND
AUTHORITY HAVING JURISDICTION FOR ANY ADDITIONAL REQUIREMENTS.

2. PROVIDE FLOOR CLEAN-OUT WITH ADJUSTABLE COVER. CLEAN-OUT COVER SHALL BE SUITABLE
FOR RESPECTIVE FLOOR COVERING (RECESSED FOR TILE, SCORIATED FOR UNFINISHED
FLOORS, ETC.). CLEAN THE TOP OF EXPOSED FLOOR CLEAN-OUT AFTER INSTALLATION.

LATERAL SUPPORT

STUD IN WALL

(2) SHEET METAL
SCREWS

3/4" WIDE 20
GAUGE STRAPWATER HEATER

METAL CUP WITH (3) SHEET
METAL SCREWS FASTENED
TO BOTH STUDS

WATER HEATER

SHELF MOUNTED WATER HEATER STRAP TO
WALL AS INDICATED. (1) STRAP ON THE UPPER
1/3 & (1) ON THE LOWER 1/3 MAINTAINING A
MINIMUM OF 4" FROM CONTROLS.

WATER HEATER DRAIN

INSTALL WATER HEATER (EWH-1) ABOVE MOP
SINK (MS-1) UPON 8" 20 GA. STEEL STUD
JOISTS SPACED 8" O.C. SPANNING
SURROUNDING WALLS AT A HEIGHT NOT
EXCEEDING 10'-0" A.F.F. COORDINATE
STRUCTURAL SUPPORT FRAMING WITH G.C.

4" DEEP GALVANIZED
DRAIN PAN

CL

WATER HEATER DETAIL2
P2 NTS

                                                          

SHUT-OFF
VALVE (TYP.)

3/4" C.W. INLET

3/4" H.W. OUTLET

THERMAL EXPANSION
TANK. SIZE AND INSTALL
PER MANUFACTURER'S
RECOMMENDATIONS. DO NOT
SUPPORT WITH PIPING ALONE.

T & P RELIEF VALVE

DIELECTRIC
INLET HEAT TRAP

DISCHARGE LINE, FULL SIZE OF
T&P VALVE, TO MOP SINK (MS-1).

WATER HEATER DRAIN

4" DEEP GALVANIZED DRAIN PAN.

MOP BRACKET. INSTALL SO MOP
ALWAYS DRIP INTO MOP SINK (MS-1)

FLOOR

VACUUM
BREAKER DIELECTRIC OUTLET

HEAT TRAP

(EWH-1) INSTALL WATER HEATER ABOVE MOP
SINK (MS-1) UPON 8"-20 GA. STEEL STUD JOISTS
SPACED 8" O.C. SPANNING SURROUNDING
WALLS. COORDINATE STRUCTURAL SUPPORT
FRAMING WITH GENERAL CONTRACTOR.
PLATFORM SHALL NOT BE INSTALLED AT A
HEIGHT BETWEEN 7'-6" AND 10'-0" A.F.F.

FULL SIZE DRAIN LINE, ROUTE AND
TERMINATE 2" ABOVE MOP SINK (MS-1).

SERVICE FAUCET

HOSE & HOSE BRACKET

DISCHARGE LINE, FROM
DRAIN PAN TO MOP SINK (MS-1).

MOP SINK (MS-1)

PLUMBING FIXTURE SCHEDULE
MARK DESCRIPTION HW

CONNECTION
CW

CONNECTION
WASTE

CONNECTION
VENT

CONNECTION REMARKS

LAV-1 ADA LAVATORY  1/2"  1/2" 2"  1 1/2"

20"X18" WALL HUNG ADA LAVATORY W/ FRONT OVERFLOW, CONCEALED HANGERS AND 4" CENTERS, .
AMERICAN STANDARD LUCERNE #0355.012. FAUCET SHALL BE VANDAL RESISTANT SOLID BRASS BODY
WITH 4-5/8" SPOUT, EASY PUSH HANDLES, 1.0 GPM SPRAY, MAXIMUM FLOW OF 0.17 GALLON PER
ACTIVATION, AMERICAN STANDARD 1340.225 (NO SUBSTITUTIONS) WITH WATTS MODEL USG-B-M1
TEMPERING VALVE OR EQUAL INSULATE EXPOSED DRAIN AND WATER PIPES WITH TRUEBRO LAV
GUARD KIT #102 E-Z. PROVIDE SUPPLIES, STIO VALVES AND P-TRAP.

WC-1 ADA WATER CLOSET -  1/2" 4" 2"

FLOOR MOUNTED ADA VITREOUS CHINA ELONGATED 1.28 FLUSH GALLON CLOSE COUPLED TWO PIECE
SIPHON HET WATER CLOSET, FLUSH TANK WITH 12" ROUGH-IN. AMERICAN STANDARD CHAMPION 4
"RIGHT HEIGHT" #211AA.104 OR EQUAL. PROVIDE STOP VALVE, FLEXIBLE SUPPLY LINE, OPEN FRONT
SEAT (AMERICAN STANDARD #5901.100).

EWH-1 ELECTRIC WATER HEATER  3/4"  3/4" - -

PROVIDE 10 GALLON ELECTRIC WATER HEATER, 3.0KW @ 120V WITH MANUFACTURER SUPPLIED
TEMPERATE AND PRESSURE RELIEF VALVE. (A.O. SMITH #EJC-10.)
SET WATER HEATER TEMPERATURE AT 110°F MAXIMUM.
PROVIDE THERMAL EXPANSION TANK. (AMTROL THERM-X-TROL ST-12).
EXPANSION TANK SUPPORT:
IT IS THE CONTRACTOR'S RESPONSIBILITY TO PROVIDE ADEQUATE SUPPORT FOR THE EXPANSION
TANK. SUPPORT TO ADJACENT WALL OR FROM EXISTING STRUCTURE ABOVE WITH UNISTRUT. DO NOT
SUPPORT FROM PIPE ALONE.
PROVIDE DRAIN PAN UNDER WATER HEATERS. PROVIDE SEISMIC STRAPPING ON WATER HEATERS.
ROUTE (EWH-1) DRAIN LINE TO EXTERIOR OF BUILDING OR OTHER APPROVED RECEPTOR AND
TERMINATE. PROVIDE FULL SIZE T&P RELIEF LINE, REFER TO WATER HEATER DETAIL ON SHEET P2 FOR
ADDITIONAL INFORMATION.

MS-1 MOP SINK 3/4"  3/4" 3" 2"

24" X 24" MOLDED STONE MOP SERVICE BASIN, WITH 3' DRAIN. FIAT #MSB-2424 OR EQUAL. PROVIDE
SERVICE FAUCET WITH PAIL HOOK & INTEGRAL VACUUM BREAKER, MOP BRACKET, FLAT STAINLESS
STEEL STRAINER AND HOSE & BRACKET. FIAT #830 AA, 889 CC, 1453 BB & 832 AA. PROVIDE SUPPLIES
AND P-TRAP.

EDF-1 BARRIER FREE ELECTRIC
DRINKING FOUNTAIN - 1/2" 2" 1 1/2" ELKAY #EZSTLDDLC "WATERSENTRY" BARRIER-FREE SPLIT LEVEL WATER COOLER. CANE FINISH.

WH-1 WALL HYDRANT - 3/4" - - ZURN NON-FREEZE, ENCASED WALL HYDRANT. SEE ARCHITECTURAL DRAWINGS FOR WALL THICKNESS.

WCO-1 WALL CLEAN-OUT - - AS SHOWN ON
PLANS - SIZE & INSTALL AS SHOWN ON PLANS. JOSAM, ZURN OR EQUAL.

FD-1 FLOOR DRAIN - 1/2" 3" 1 1/2" 6" ZURN #Z415-6B-P FLOOR DRAIN WITH "TYPE B" ROUND STRAINER AND 1/2" TRAP PRIMER
CONNECTION.

TP-1 TRAP PRIMER - 1/2" - -

PROVIDE PRESSURE DROP ACTIVATED BRASS TRAP SEAL PRIMER, WITH REMOVABLE FILTER SCREEN.
MIFAB #M2-500. NO SUBSTITUTIONS. PROVIDE AIR GAP FITTING. MIFAB #MIGAP. NO SUBSTITUTIONS.
PROVIDE DISTRIBUTION UNIT, WHERE TRAP PRIMER SERVES MULTIPLE FLOOR DRAINS, MIFAB
#MI-DU-500. NO SUBSTITUTIONS.

ECO-1 EXTERIOR CLEAN-OUT - - 4" - PROVIDE TRAFFIC RATED, 2-WAY, EXTERIOR CLEANOUT. ZURN "LEVEL-TROL" CAST IRON FLOOR
CLEANOUT, #Z1400 OR EQUAL.

FCO-1 FLOOR CLEAN-OUT - - AS SHOWN ON
PLANS -

PROVIDE ADJUSTABLE FLOOR CLEANOUT WITH WATERTIGHT TAPERED THREADED PLUG AND ROUND
SCORIATED SECURED TOP, ADJUSTABLE TO FINISHED FLOOR. SIZE & INSTALL AS SHOWN ON PLANS.
JOSAM, ZURN OR EQUAL.

1. PROVIDE ALL BACKING, SUPPORTS AND CARRIERS FOR FIXTURES.
2. CONTRACTOR SHALL PROVIDE APPROVED ACCESS DOORS IN FRAMED HOLES FOR ALL VALVES AND TRAP PRIMERS WHICH MUST BE
LOCATED IN INACCESSIBLE LOCATIONS.
3. ALL WATER PIPING SHALL BE PITCHED IN DIRECTION OF FLOW TO ALLOW FOR SYSTEM DRAINING.
4. INSTALL WATER MAIN SHUT-OFF VALVE UPSTREAM FROM PRESSURE REGULATOR.
5. INSTALL WATER PRESSURE REGULATOR WHERE AVAILABLE UTILITY PRESSURE EXCEEDS 70 PSI. SET PRESSURE REGULATOR AT 65 PSI.
6. PROVIDE BACKFLOW PREVENTER ASSEMBLY WITH TAMPER RESISTANT ACCESS CABINET PER LOCAL CODE.
7. ROUTE WATER PIPING IN SALES AREA, OVERHEAD AS HIGH AS POSSIBLE.
8. DRAIN, WASTE AND VENT LINES SHALL PASS INSPECTION UNDER HEAD OF WATER BY SYSTEM WITH WATER TO TOP OF HIGHEST VENT
STACK.
9. WATER LINES SHALL PASS INSPECTION OF FOUR (4) HOURS UNDER 150 PSI PRESSURE. BEFORE ANY USE OF SYSTEM IS MADE FOR
DOMESTIC PURPOSES, IT SHALL BE DISINFECTED BY SLOWLY FILLING WITH WATER TO WHICH A DISINFECTING AGENT HAS BEEN INJECTED AT
A RATE OF 50 P.P.M. OF CHLORINE, WHICH SHOULD BE ALLOWED TO STAND IN THE PIPING FOR AT LEAST 24 HOURS, AFTER WHICH TESTS FOR
RESIDUAL CHLORINE SHALL SHOW NOT LESS THAN FIVE (5) P.P.M. OF RESIDUAL CHLORINE AT EVERY WATER OUTLET IN THE BUILDING. IF THE
RESIDUAL IS LESS THAN FIVE PPM, THE DISINFECTION SHALL BE REPEATED UNTIL THE REQUIRED RESIDUAL IS OBTAINED AT EVERY OUTLET.
AFTER REQUIRED RESIDUAL IS OBTAINED AT EVERY OUTLET, THE SYSTEM SHALL BE FLUSHED UNTIL THE CHLORINE LEVEL AT EVERY OUTLET
IS REDUCED TO THAT OF INCOMING WATER SUPPLY.
10. SEPTIC SYSTEM NOT ALLOWED WITHOUT WRITTEN APPROVAL BY DOLLAR GENERAL.
11. HOLDING TANK SYSTEMS NOT ALLOWED.
12. LIFT STATIONS ARE NOT ALLOWED WITHOUT WRITTEN APPROVAL BY DOLLAR GENERAL.
13. CONTRACTOR RESPONSIBLE FOR ALL PUBLIC UTILITY CONNECTIONS.
14. ALL PLUMBING MATERIALS SHALL COMPLY WITH CODE.
15. REFER TO SHEET P2 FOR MATERIALS.

GENERAL PLUMBING NOTES

MATERIALS
1. DRAIN, WASTE AND VENT

A. SCHEDULE 40 AND 80 PVC OR ABS PIPING WITH DWV PATTERN
FITTINGS TO BE USED UNLESS OTHERWISE REQUIRED BY LOCAL
CODE.

2. HOT AND COLD WATER

A. ABOVE GRADE.

a)  TYPE "L" COPPER TUBING, HARD TEMPER, COLD DRAWN
WITH  WROUGHT COPPER LEAD FREE SWEAT FITTINGS.
CONNECTIONS
TO FIXTURES AND EQUIPMENT SHALL BE MADE WITH 85%
RED  BRASS IPS SIZE PIPE OR COMPRESSION ANGLE
STOPS. PROVIDE

                       DIELECTRIC UNIONS WHERE CONNECTING PIPING OF
DISSIMILAR MATERIALS.

B. BELOW GRADE.

b) TYPE "K" COPPER TUBING, HARD OR SOFT TEMPER, WITH
WROUGHT COPPER LEAD FREE SWEAT FITTINGS. NOTE:
NO FITTINGS SHALL BE PERMITTED BELOW GRADE INSIDE
BUILDING.

3. AIR CONDITIONING CONDENSATE

A. SEE MATERIALS, SECTION 1, UNLESS OTHERWISE REQUIRED BY
CODE. WHERE PIPING IS EXPOSED TO SUNLIGHT IT SHALL BE
PROTECTED BY WATER BASED SYNTHETIC LATEX PAINT.

4. PROPANE PIPING

A. ABOVE GRADE
a) SCHEDULE 40, ASTM A120, BLACK IRON PIPE WITH 150 LB.

BLACK MALLEABLE THREADED OR SOCKET WELDED
FITTINGS.

B. BELOW GRADE
b) POLYETHYLENE, SDR-11, ASTM D25 D2513 PIPE AND

FITTINGS WITH HEAT FUSION SOCKET JOINTS.

NOTICE TO ALL PARTIES HAVING AN INTEREST IN THIS CONSTRUCTION PROJECT:
1. CIVIL ENGINEERING FOR THIS PROJECT IS BEING PERFORMED BY OTHERS.
2. CONTRACTORS RELYING ON DOCUMENTS NOT COORDINATED WITH THE CIVIL ENGINEERING WORK SHALL DO SO AT THEIR OWN RISK.
3. COORDINATION WITH THE CIVIL ENGINEERING DOCUMENTS HAS BEEN COMPLETED ONLY AS SHOWN BELOW.

CIVIL ENGINEERING CONSULTANT:  JUB ENGINEERS, INC.
2760 W EXCURSION LN, STE 400
BOISE, ID 83642
CONTACT: ERIC FERGUSON
EMAIL: EFERGUSON@JUB.COM

COORDINATION CHECKED BY:

CIVIL ENGINEERING DESIGN COORDINATION NOTICE

CIVIL SHEET DWG.
NO.

CIVIL SHEET
DWG. TITLE

REV.
NO.

REV.
DATE

REV. NO. REV.
DATE

REV. NO. REV.
DATE

INITIAL DATE INITIAL DATE INITIAL DATE
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SEISMIC BRACING REQUIREMENTS:
CONTRACTOR SHALL PROVIDE SEISMIC BRACING FOR ALL
DUCTWORK, PIPING, LIGHTING AND EQUIPMENT AS REQUIRED
BY LOCAL CODES. ALL DUCTWORK AND PIPING SHALL BE
PROVIDED WITH SEISMIC RESTRAINTS IN ACCORDANCE WITH
SEISMIC HAZARD LEVEL (SHL) "D" OF THE SEISMIC RESTRAINT
MANUAL: GUIDELINES FOR MECHANICAL SYSTEMS, DATED
2008, PUBLISHED BY THE SHEET METAL AND AIR
CONDITIONING CONTRACTORS NATIONAL  ASSOCIATION, INC.
(SMACNA) AND IN ACCORDANCE WITH YOUR LOCAL CODES.
(OREGON 2021 CODES)

CONTRACTOR SHALL COMPLY WITH ALL
APPLICABLE 2021 OREGON BUILDING
CODES AND ENERGY CODES.
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