TOWN OF REDINGTON BEACH

FRIENDSHIP PARK IMPROVEMENTS

INVITATION TO BID

ADDENDUM NO. 1

REVISED SITE AND FLOOR PLANS
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CODE DATA

THE PROJECT SHALL CONFORM TO THE FOLLOUWING
APPLICABLE CODES:

FLORIDA BUILDING CODE &TH EDITION (2217
FLORIDA MECHANICAL CODE &TH EDITION (2217
FLORIDA PLUMBING CODE &TH EDITION (2217)
FLORIDA EXISTING BUILDING 6TH EDITION (2217
FLORIDA FUEL GAS &TH EDITION (29211)

FLORIDA BUILDING CODE-ENERGY CONSERVATION &TH EDITION (2217)
FLORIDA BUILDING CODE-TEST PROTOCOLS FOR HIGH
VELOCITY HURRICANE ZONES &TH EDITION (2217)
FLORIDA FIRE PREVENTION CODE &TH EDITION
FLORIDA ACCESSIBILITY CODE &TH EDITION (22171)

2014 NATIONAL ELECTRIC CODE (NFPA 12)

ARCHITECT CERTIFIES, TO THE BEST OF HIS
KNOUWLEDGE, THAT ALL PLANS AND SPECIFICATIONS

COMPLY WITH THE MINIMUM BUILDING CODES.
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