
 
 

 
 
 
 
 
 
 

 
 
 
 

 
 

THE WEST BOUNTIFUL CITY COUNCIL WILL HOLD A PRESENTATION OPEN 
HOUSE AT 6:00 PM AND A REGULAR MEETING AT 7:30 PM ON TUESDAY, 

OCTOBER 20TH, 2026, AT THE CITY OFFICES 
 
Agenda 
 
6:00: Open House – Presentation on Frontrunner 2X Project Pages Lane Closure by UDOT and 
UTA. 
 
7:30: Regular Meeting 
 
Invocation/Thought – Dell Butterfield; Pledge of Allegiance – James Ahlstrom 
 
1. Approve Agenda. 
2. Public Comment - Two minutes per person; five minutes if on behalf of a group. 
3. Public Hearing – Code Change Regarding Pool Safety Barrier Regulations. 
4. Ordinance 517-26 – An Ordinance Amending the West Bountiful Municipal Code 17.76.020 

Regarding Pool Safety Barriers.  
5. Consider Highgate No. 2 Phase 1 Amended Subdivision Plat.  
6. Meeting Minutes from October 6th, 2026. 
7. Staff Reports–Police, Public Works, Engineering, Admin & Community Development. 
8. Mayor/Council Reports. 
9. Closed Session, if necessary, for the Purpose of Discussing Items Allowed Pursuant to UCA § 

52-4-205. 
10. Adjourn. 
 
This agenda was posted on the State Public Notice website (Utah.gov/pmn), the city website 
(WBCityut.gov), posted at city hall, and emailed to the Mayor and City Council on October 16th, 2026. 

WEST BOUNTIFUL CITY 
 

550 North 800 West 
West Bountiful, Utah 84087 

 
Phone (801) 292-4486 

FAX (801) 292-6355 
www.WBCityut.gov 

City Administrator 
Duane Huffman 

 
City Recorder 

Remington Whiting 
 

City Engineer 
Kris Nilsen 

 
Public Works Director 

Steve Maughan 

Mayor 
Kenneth Romney 

 
City Council 

James Ahlstrom 
Dell Butterfield 

Kelly Enquist 
Jenn Nielsen 

Julie Thompson 

https://www.utah.gov/pmn/
http://www.wbcity.org/
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TO: City Council 
 
DATE: October 16th, 2026 
 
FROM: Staff 
 
RE: Ordinance 517-26 – An Ordinance Amending the West Bountiful Municipal Code 

17.76.020 Regarding Pool Safety Barriers 
 
This memo introduces a text change amendment request regarding the city’s pool fence regulations 
from Cody Reddick.  
 
Background 
From at least 1981 to now, West Bountiful Municipal Code (WBMC) required that all private pools 
be surrounded by a fence with self-closing and self-latching devices on the gates.  The height of 
these fences changed from a minimum height of 6’ to 4’ in 2023. 
 
The pool barrier requirement is a public safety issue to prevent drowning, and the self-closing and 
self-latching device requirement is essential to ensure that the fence acts as a barrier. 
 
Application 
On September 9, 2026, Mr. Reddick submitted a Text Change Application regarding the City’s pool 
fence regulations. The application requests that the WBMC recognize powered automatic safety 
pool covers that comply with the American Society for Testing and Materials (ASTM) standard as an 
acceptable alternative to the fence requirement for pools (see attached application and 
justification). 
 
Research 
Staff’s research on the issue found the following: 

1. Pool covers that comply with ASTM F1346-91 have the following elements: 
a. A reinforced cover that can hold at least 485 lbs. 
b. Openings around the cover must be sufficiently small so that a young child cannot 

gain access to the water. 
c. Must drain accumulated rainwater so that the cover itself does not become a 

drowning hazard. 
d. The operator must be able to observe the pool while closing the cover. 
e. The control must prevent unauthorized operation. ASTM-compatible systems 

commonly use a key-operated or secured control. 

 

MEMORANDUM 
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2. It is very important to note that ASTM F1346-91 pool covers do not close automatically. 
3. The U.S. Centers for Disease Control and Prevention (CDC) continues to recommend that 

pools be fully fenced with self-closing and self-latching devices, noting that drowning is the 
number one cause of death for children between the ages of 1-3. (see 
https://www.cdc.gov/drowning/prevention/ and https://www.cpsc.gov/s3fs-
public/362%20Safety%20Barrier%20Guidelines%20for%20Pools.pdf) 

4. Jurisdictions have a varied approach to allowing exceptions to fencing requirements. 
a. North Salt Lake, Woods Cross, and Centerville all require pools to be fully fenced 

with self-closing and self-latching devices. 
b. Bountiful cites general building codes, which likely means they would allow the 

exception. 
c. Fruit Heights – Eliminated the fence requirement in the side and rear yards when an 

ASTM F1346 safety cover is installed. 
d. Millcreek –  Eliminated the fence requirement only for spas and hot tubs when an 

ASTM F1346 safety cover is installed. This exception does not apply to full-size 
swimming pools. 

e. Draper – Requires pools constructed to comply with the barrier requirements of the 
International Swimming Pool and Spa Code (which would allow for the exception). 

f. Cedar City – Eliminated the fence requirement when the pool is equipped with a 
powered safety cover that complies with ASTM F1346. 

g. Several other cities have adopted exceptions to their required pool barriers. 
However, these exceptions generally apply only to spas and hot tubs and do not 
extend to full-size swimming pools. 

 
Planning Commission Review and Recommendation 
On September 22, 2026, the Planning Commission conducted its initial review of the text change 
application. During the review, the Commission requested that staff draft code language allowing 
an exception to the self-closing and self-latching gate requirements when an ASTM F1346-91-
compliant pool cover is installed. The Commission also requested that a public hearing be 
scheduled for October 13, 2026. 
 
Following the public hearing, the planning commission forwarded a positive recommendation for 
the following code change: 
 
17.76.020 Private Pools And Use 

B. Swimming pools shall be completely surrounded by a fence or wall having a minimum height 
of four (4) feet. There shall be no openings below or in the fence or wall that allow passage 
of a four (4) inch diameter sphere, except for gates which shall be equipped with self-closing 
and self-latching devices. Such gGates shall be securely locked when the swimming pool is 
not in use by persons invited by the owner. 
 
Exception: Gates serving a swimming pool equipped with a safety cover listed and labeled in 
accordance with ASTM F1346 shall not be required to be equipped with self-closing and self-
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latching devices, provided the safety cover is installed and maintained in accordance with 
the manufacturer's instructions and is secured in place whenever the swimming pool is not 
in use. 

 
Consideration 
In reviewing the application, the City Council may want to consider the following points:   

A. Passive vs. non-passive community safety. 
i. A pool cover that complies with ASTM F1346-91 is a great barrier, but only when 

properly closed. 
ii. A passive safety system is generally more reliable. A properly functioning gate closes 

and latches without requiring a deliberate action every time.  
B. Human error 

i. A passive system reduces reliance on remembering to secure the barrier. 
C. Protection While Pool is in Use 

i. Fences restrict access at all times. 
D. Both systems (fences and covers) can malfunction or be comprised. 

Overall, staff see great value in a properly installed and used cover as an additional layer of 
protection; however, staff agree with the CDC position that pools should still be fenced with 
function self-closing and self-latching gates. 
 
Council Action 
Following discussion and deliberation from the council, the council may take the following actions: 

1. Adopt Ordinance 517-26; 
2. Make any necessary changes to the ordinance prior to adoption; 
3. Deny the proposed request. 

 









Safety Barrier Guidelines 
for Residential Pools

Preventing Child Drownings

U.S. Consumer Product  
Safety Commission



This document is in the public domain. Therefore it may be reproduced, in part 
or in whole, without permission by an individual or organization. However, if 
it is reproduced, the Commission would appreciate attribution and knowing 
how it is used.

For further information, write: 
U.S. Consumer Product Safety Commission 
Office of Communications 
4330 East West Highway 
Bethesda, Md. 20814 
www.cpsc.gov

CPSC is charged with protecting the public from unreasonable risks of injury or 
death associated with the use of the thousands of consumer products under 
the agency’s jurisdiction.



Many communities have enacted safety regulations for barriers at resi-
dential swimming pools—in ground and above ground. In addition to 
following these laws, parents who own pools can take their own precau-
tions to reduce the chances of their youngsters accessing the family or 
neighbors’ pools or spas without supervision. This booklet provides tips 
for creating and maintaining effective barriers to pools and spas.

Each year, thousands of American families suffer swimming pool trage-
dies—drownings and near-drownings of young children. The majority 
of deaths and injuries in pools and spas involve young children ages 1 
to 3 and occur in residential settings. These tragedies are preventable.

This U.S. Consumer Product Safety Commission (CPSC) booklet offers 
guidelines for pool barriers that can help prevent most submersion 
incidents involving young children. This handbook is designed for use 
by owners, purchasers, and builders of residential pools, spas, and hot 
tubs.

The swimming pool barrier guidelines are not a CPSC standard, nor are 
they mandatory requirements. CPSC believes that the safety features 
recommended in this booklet will help make pools safer, promote pool 
safety awareness, and save lives. Barriers are not the sole method to 
prevent pool drowning of young children and cannot replace adult 
supervision.

Some states and localities have incorporated these guidelines into their 
building codes. Check with your local authorities to see what is required 
in your area’s building code or in other regulations.
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Swimming Pool Barrier Guidelines

Many of the nearly 300 children under 5 who drown each year in 
backyard pools could be saved if homeowners completely fenced in 
pools and installed self-closing and self-latching devices on gates. 

Anyone who has cared for a toddler knows how fast young children can 
move. Toddlers are inquisitive and impulsive and lack a realistic sense of 
danger. These behaviors make swimming pools particularly hazardous 
for households with young children. 

CPSC reports that child drownings are the second leading cause of 
accidental death around the home for children under 5 years of age. In 
some southern or warm weather states, drowning is the leading cause 
of accidental death in the home for children under 5. 

CPSC staff has reviewed a great deal of data on drownings and child 
behavior, as well as information on pool and pool barrier construction. 
The staff concluded that the best way to reduce child drownings in 
residential pools is for pool owners to construct and maintain barriers 
that will help to prevent young children from gaining access to pools 
and spas. 

The guidelines provide information for pool and spa owners to use 
to prevent children from entering the pool area unaccompanied by a 
supervising adult. They take into consideration the variety of barriers 
(fences) available and where each might be vulnerable to a child 
wanting to get on the other side.

The swimming pool barrier guidelines are presented with illustrated 
descriptions of pool barriers. The definition of pool includes spas and 
hot tubs. The swimming pool barrier guidelines therefore apply to 
these structures as well as to above ground pools, and may include 
larger portable pools.
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Pool and Spa Submersions: 
Estimated Injuries and Reported 
Fatalities*

CPSC publishes an annual report 
on submersion incidents. Key 
findings from the 2012 report 
include:

nn Nearly 300 children younger than 5 drown in swimming pools 
and spas each year representing 75 percent of the 390 fatalities 
reported for children younger than 15. 

nn Children aged 1 to 3 years (12 months through 47 months) 
represented 67 percent of the reported fatalities and 66 percent 
of reported injuries in pools and spas.

nn Over 4,100 children younger than 5 suffer submersion injuries 
and require emergency room treatment; about half are seriously 
injured and are admitted to the hospital for further treatment.

nn The majority of drownings and submersion injuries involving 
victims younger than 5 occur in pools owned by the family, 
friends or relatives.

nn The majority of estimated emergency department-treated 
submersion injuries and reported fatalities were associated with 
pools.

nn Portable pools accounted for 10 percent of the total fatalities 
(annual average of 40) for children younger than 15. 

*The report presents average annual estimates for emergency department-treated injuries for 
2009 through 2011 and average annual estimates for fatal submersions for 2007 through 2009, 
as reported to CPSC staff. The years for reported injury and fatality statistics differ due to a lag in 
fatality reporting.
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Barriers

Barriers are not child proof, but they provide layers of protection for a 
child when there is a lapse in adult supervision. Barriers give parents 
additional time to find a child before the unexpected can occur.

Barriers include a fence or wall, door alarms for the house, and a power 
safety cover over the pool. Use the following recommendations as a 
guide.

Barrier Locations
Barriers should be located so as to prohibit permanent structures, 
equipment or similar objects from being used to climb the barriers.

Fences 
A fence completely surrounding the pool is better than one with the 
house serving as the fourth side. Fences should be a minimum of 4 feet 
high, although fences 5 feet or higher are preferable. 

If the home serves as one side of the barrier install door alarms on all 
doors leading to the pool area. Make sure the doors have self-closing 
and self-latching devices or locks beyond the reach of children to 
prevent them from opening the door and gaining access to the pool. 

Pool covers add another layer of protection and there are a wide 
variety of styles on the market. Keep pool covers well-maintained and 
make sure the control devices are kept out of the reach of children.
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A successful pool barrier prevents a child from 
getting OVER, UNDER, or THROUGH and 

keeps the child from gaining access to the pool 
except when supervising adults are present.

How To Prevent a Child from Getting OVER a Pool Barrier

A young child can get over a pool barrier if the barrier is too low or if 
the barrier has handholds or footholds to use when climbing. The top 
of a pool barrier should be at least 48 inches above grade, measured on 
the side of the barrier which faces away from the swimming pool. Some 
states, counties or municipalities require pool barriers of 60 inches. 
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Eliminate handholds and 
footholds and minimize 
the size of openings in a 
barrier’s construction.

Figure 1

For a Solid Barrier
No indentations or protrusions 
should be present, other than 
normal construction tolerances 
and masonry joints.

Figure 2
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For a Barrier (Fence) Made Up of Horizontal 
and Vertical Members
If the distance between the top side of the horizontal members is less 
than 45 inches, the horizontal members should be on the swimming 
pool side of the fence. 
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The spacing between vertical 
members and within decorative 
cutouts should not exceed 1¾ 
inches. This size is based on the 
foot width of a young child and is 
intended to reduce the potential 
for a child to gain a foothold and 
attempt to climb the fence. 

Figure 3

If the distance between the tops of 
the horizontal members is more than 
45 inches, the horizontal members 
can be on the side of the fence facing 
away from the pool. The spacing 
between vertical members should 
not exceed 4 inches. This size is 
based on the head breadth and chest 
depth of a young child and is intend-
ed to prevent a child from passing 
through an opening. If there are any 
decorative cutouts in the fence, the 
space within the cutouts should not 
exceed 1¾ inches.
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Figure 4



Safety Barrier Guidelines for Residential Pools    7

For a Chain Link Fence
The mesh size should not exceed 1¼ inches square unless slats, 
fastened at the top or bottom of the fence, are used to reduce mesh 
openings to no more than 1¾ inches.

1¼"
1¾"

Figure 5 Figure 6

For a Fence Made Up of Diagonal Members or Latticework

1¾"

The maximum opening in the lattice 
should not exceed 1¾ inches.

Figure 7



8    Safety Barrier Guidelines for Residential Pools

For Above Ground Pools
Above ground pools should have barriers. The pool structure itself 
serves as a barrier or a barrier is mounted on top of the pool structure. 

There are two possible ways to prevent young children from climbing 
up into an above ground pool. The steps or ladder can be designed 
to be secured, locked or removed to prevent access, or the steps or 
ladder can be surrounded by a barrier such as those described in these 
guidelines

Figure 8a

Figure 8b

Figure 8c

Above Ground Pool with 
Barrier on Top of Pool
If an above ground pool has a barrier 
on the top of the pool, the maximum 
vertical clearance between the top 
of the pool and the bottom of the 
barrier should not exceed 4 inches.

4"

Figure 9
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How to Prevent a Child from Getting UNDER a Pool Barrier

2"
4"

For any pool barrier, the maxi-
mum clearance at the bottom 
of the barrier should not exceed 
4 inches above the surface or 
ground when the measurement 
is done on the side of the 
barrier facing away from the pool. 
Industry recommends that if the 
bottom of the gate or fence rests 
on a non-solid surface like grass or 
gravel, that measurement should 
not exceed 2 inches. 

Figure 10

How to Prevent a Child from Getting THROUGH a Pool Barrier 

Preventing a child from getting through a 
pool barrier can be done by restricting the 
sizes of openings in a barrier and by 
using self-closing and self-latching 
gates. 

To prevent a young child from 
getting through a fence or other 
barrier, all openings should be 
small enough so that a 4-inch 
diameter sphere cannot pass 
through. This size is based on the 
head breadth and chest depth of a 
young child. 

4"4"

Figure 11
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Portable Pools

Portable pools are becoming more 
popular. They vary in size and 
height, from tiny blow-up pools to 
larger thousands-of-gallons designs. 
Portable pools present a real danger 
to young children. 

Never leave children unsupervised 
around portable pools. It is recom-
mended that portable pools be 
fenced, covered or emptied and 
stored away. Instruct neighbors, 
friends and caregivers about their 
presence and the potential dangers 
of a portable pool in your yard.

Removable Mesh Fences
Mesh fences are specifically 
made for swimming pools or 
other small bodies of water. 
Although mesh fences are meant 
to be removable, the safest mesh 
pool fences are locked into the 
deck so that they cannot be 
removed without the extensive 
use of tools.

Like other pool fences, mesh fences should be a minimum of 48” in 
height. The distance between vertical support poles and the attached 
mesh, along with other manufactured factors, should be designed 
to hinder a child’s ability to climb the fence. The removable vertical 
support posts should extend a minimum of 3 inches below grade and 
they should be spaced no greater than 40 inches apart. The bottom 
of the mesh barrier should not be more than 1 inch above the deck or 
installed surface. 

For more information on Removable Mesh Fencing see ASTM standard F 2286 – 05.
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Gates

There are two kinds of gates which might be found on a residential 
property: pedestrian gates and vehicle or other types of gates. Both can 
play a part in the design of a swimming pool barrier. All gates should be 
designed with a locking device. 

Pedestrian Gates
These are the gates people walk 
through. Swimming pool barriers 
should be equipped with a gate or 
gates which restrict access to the 
pool. 

Gates should open out from the 
pool and should be self-closing 
and self-latching. If a gate is prop-
erly designed and not completely 
latched, a young child pushing 
on the gate in order to enter the 
pool area will at least close the 
gate and may actually engage 
the latch. 

Figure 12
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The weak link in the strongest and highest fence is a gate 
that fails to close and latch completely. For a gate to close 
completely every time, it must be in proper working order.

When the release mechanism of the 
self-latching device on the gate is less 
than 54 inches from the bottom of 
the gate, the release mechanism for 
the gate should be at least 3 inches 
below the top of the gate on the side 
facing the pool. Placing the release 
mechanism at this height prevents a 
young child from reaching over the top 
of a gate and releasing the latch. 

Also, the gate and barrier should have 
no opening greater than 1/2 inch 
within 18 inches of the latch release mechanism. This prevents a young 
child from reaching through the gate and releasing the latch.

All Other Gates (Vehicle Entrances, Etc.)
Other gates should be equipped with self-latching devices. The 
self-latching devices should be installed as described for pedestrian 
gates.

3"

18"18"

½"

Figure 13
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When the House Forms Part of the Pool Barrier

In many homes, doors open directly from the house onto the pool area 
or onto a patio leading to the pool. In such cases, the side of the house 
leading to the pool is an important part 
of the pool barrier. Passage through any 
door from the house to the pool should be 
controlled by security measures. 

The importance of controlling a young 
child’s movement from the house to pool 
is demonstrated by the statistics obtained 
in CPSC’s submersion reports. Residential 
locations dominate in incidents involving 
children younger than 5 accounting for 
85% of fatalities and 54 percent of injuries 
(from CPSC’s 2012 Pool and Spa Submersion 
Report, see page 3).

Door Alarms 
All doors that allow access to a swimming pool should be equipped with 
an audible alarm which sounds when the door and/or screen are opened. 
Alarms should meet the requirements of UL 2017 General-Purpose Signaling 
Devices and Systems, Section 77 with the following features:

nn Sound lasting for 30 seconds or more within 7 seconds after the door 
is opened. 

nn The alarm should be loud: at least 85 dBA (decibels) when measured 
10 feet away from the alarm mechanism. 

nn The alarm sound should be distinct from other sounds in the house, 
such as the telephone, doorbell and smoke alarm. 

nn The alarm should have an automatic reset feature to temporarily 
deactivate the alarm for up to 15 seconds to allow adults to pass 
through house doors without setting off the alarm. The deactivation 
switch could be a touchpad (keypad) or a manual switch, and should 
be located at least 54 inches above the threshold and out of the 
reach of children. 

Self-closing doors with self-latching devices could be used in conjunction 
with door alarms to safeguard doors which give access to a swimming 
pool.

54"

Figure 14
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Pet or Doggy Doors

Never have a pet or doggy door if the door leads directly to a pool 
or other backyard water. An isolation barrier or fence is the best 
defense when pet doors are installed. Remember, pet door openings, 
often overlooked by adults, provide curious children with an outlet 
to backyard adventure. Locking these doors is not sufficient and 
could lead to accidents and tragedies. Children regularly drown in 
backyard pools, which they were able to access through pet doors. 
Some municipalities have building codes that prohibit doggy doors in 
homes with pools unless there is an isolation fence around the pool.

Power Safety Covers
Power safety covers can be installed on pools to serve as security 
barriers, especially when the house serves as the fourth wall or side 
of a barrier. Power safety covers should conform to the specifications 
in the ASTM F 1346-91 standard, which specifies safety performance 
requirements for pool covers to protect young children from drowning. 
 

Indoor Pools
When a pool is located 
completely within a house, 
the walls that surround the 
pool should be equipped to 
serve as pool safety barriers. 
Measures recommended 
for using door alarms, pool 
alarms and covers where a 
house wall serves as part of 
a safety barrier also apply for 
all the walls surrounding an 
indoor pool.

Figure 15
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Barriers for Residential Swimming  
Pool, Spas, and Hot Tubs
The preceding explanations of CPSC’s pool barrier guidelines were provided to make it 
easier for pool owners, purchasers, builders, technicians, and others to understand and 
apply the guidelines to their particular properties or situations. Reading the following 
guidelines in conjunction with the diagrams or figures previously provided may be help-
ful. For further information, consult your local building department or code authority.

Outdoor Swimming Pools
All outdoor swimming pools, including inground, above ground, or onground pools, 
hot tubs, or spas, should have a barrier which complies with the following:

1.	 The top of the barrier should be at least 48 inches above the surface measured on 
the side of the barrier which faces away from the swimming pool (figure 1).

2.	 The maximum vertical clearance between the surface and the bottom of the 
barrier should be 4 inches measured on the side of the barrier which faces away 
from the swimming pool. In the case of a non-solid surface, grass or pebbles, the 
distance should be reduced to 2 inches, and 1 inch for removable mesh fences 
(figures 1 and 10). 

3.	 Where the top of the pool structure is above grade or surface, such as an above 
ground pool, the barrier may be at ground level, such as the pool structure, or 
mounted on top of the pool structure. Where the barrier is mounted on top of 
the pool structure, the maximum vertical clearance between the top of the pool 
structure and the bottom of the barrier should be 4 inches (figure 9).

4.	 Openings in the barrier should not allow passage of a 4-inch diameter sphere 
(figure 11).

5.	 Solid barriers, which do not have openings, such as a masonry or stone wall, 
should not contain indentations or protrusions except for normal construction 
tolerances and tooled masonry joints (figure 2). 

6.	 Where the barrier is composed of horizontal and vertical members and the 
distance between the bottom and top horizontal members is less than 45 inches, 
the horizontal members should be located on the swimming pool side of the fence 
(figure 3). 

7.	 Spacing between vertical members should not exceed 1¾ inches in width. 
Where there are decorative cutouts, spacing within the cutouts should not exceed 
1¾ inches in width (figure 4).

8.	 Maximum mesh size for chain link fences should not exceed 1¼ inch square 
unless the fence is provided with slats fastened at the top or the bottom which 
reduce the openings to no more than 1¾ inches (figures 5 and 6).

9.	 Where the barrier is composed of diagonal members, such as a lattice fence, the 
maximum opening formed by the diagonal members should be no more than 1¾ 
inches (figure 7).

10.	 Access gates to the pool should be equipped with a locking device. Pedestrian 
access gates should open outward, away from the pool, and should be self-closing 
and have a self-latching device (figure 12). Gates other than pedestrian access 
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gates should have a self-latching device. Where the release mechanism of the 
self-latching device is located less than 54 inches from the bottom of the gate, 

(a)	 the release mechanism should be located on the pool side of the gate at least 
3 inches below the top of the gate and 

(b)	 the gate and barrier should have no opening greater than ½ inch within 18 
inches of the release mechanism (figure 13). 

11.	 Where a wall of a dwelling serves as part of the barrier, one of the following 
should apply: 

(a)	 All doors with direct access to the pool through that wall should be 
equipped with an alarm which produces an audible warning when the door 
and its screen, if present, are opened. Alarms should meet the requirements 
of UL 2017 General-Purpose Signaling Devices and Systems, Section 77. For more 
details on alarms, see page 13. 

(b)	 The pool should be equipped with a power safety cover which complies with 
ASTM F1346-91 listed below. 

(c)	 Other means of protection, such as self-closing doors with self-latching 
devices, are acceptable so long as the degree of protection afforded is not less 
than the protection afforded by (a) or (b) described above.

12.	 Where an above ground pool structure is used as a barrier or where the barrier 
is mounted on top of the pool structure, and the means of access is a ladder or 
steps (figure 8a), then 

(a)	 the ladder to the pool or steps should be capable of being secured, locked or 
removed to prevent access (figure 8b), or 

(b)	 the ladder or steps should be surrounded by a barrier (figure 8c). When the 
ladder or steps are secured, locked, or removed, any opening created should 
not allow the passage of a 4 inch diameter sphere.

For more information on
Fencing:

nn ASTM F 1908-08 Standard Guide for Fences for Residential Outdoor Swimming 
Pools, Hot Tubs, and Spas:  http://www.astm.org/Standards/F1908.htm 

nn ASTM F 2286-05 Standard Design and Performance Specifications for Removable 
Mesh Fencing for Swimming Pools, Hot Tubs, and Spas:  http://www.astm.org/
Standards/F2286.htm 

Covers: 
nn ASTM F 1346-91 Standard Performance Specification for Safety Covers and 

Labeling Requirements for All Covers for Swimming Pools, Spas and Hot Tubs:  
http://www.astm.org/Standards/F1346.htm

Note: ASTM Standards are available for a fee. You may want to contact a pool contractor.

And: 
nn ASTM Standards, contact ASTM online at: http://www.astm.org/CONTACT/

index.html 
nn UL (Underwriters Laboratories) Relevant Pool and Spa Standards 

http://www.ul.com/global/eng/pages/, look for Life Safety and Security Product



CPSC’s Pool Safely: Simple Steps Save Lives campaign provides advice and tips on 
drowning and entrapment prevention. Installing barriers is just one of the Pool Safely 
Simple Steps for keeping children safe around all pools and spas. Here are others:

Rule # 1:  Never leave a child unattended around 
a pool, spa, bath tub, or any body of water.

At pools, spas, and other recreational waters:

nn Teach children basic water safety skills.

nn Learn how to swim and ensure your children know how to swim as well.

nn Avoid entrapment by keeping children away from pool drains, pipes, and other 
openings.

nn Have a phone close by at all times when visiting a pool or spa.

nn If a child is missing, look for them in the pool or spa first, including neighbors’ 
pools or spas.

nn Share safety instructions with family, friends, babysitters, and neighbors.

If you have a pool:

nn Install a 4-foot fence around the perimeter of the pool and spa, including 
portable pools.

nn Use self-closing and self-latching gates; ask neighbors to do the same if they 
have pools or spas.

nn If your house serves as the fourth side of a fence around a pool, install and use a 
door or pool alarm and/or a pool or spa cover. 

nn Maintain pool and spa covers in good working order.

nn Ensure any pool or spa you use has anti-entrapment safety drain covers; ask 
your pool service representative if you do not know.*

nn Have life saving equipment such as life rings, floats or a reaching pole available 
and easily accessible. 

*The Virginia Graeme Baker Pool & Spa Safety Act, a federal law, requires all public pools and spas 
to have anti-entrapment drain covers and other devices, where needed. Residential pools are not 
required to install these but it is recommended that they do so. 

Visit www.PoolSafely.gov for more information. See CPSC’s latest submersion 
reports: Submersions Related to Non-pool and Non-spa Products, 2012 and Pool and Spa 
Submersion Report, 2012.



U.S. Consumer Product Safety Commission 
4330 East West Highway 
Bethesda, MD 20814

Twitter: @poolsafely 
www.PoolSafely.gov 
Email: poolsafely@cpsc.gov
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WEST BOUNTIFUL CITY 

 
ORDINANCE #517-26 

 
AN ORDINANCE AMENDING THE WEST BOUNTIFUL MUNICIPAL CODE 

17.76.020 REGARDING POOL SAFETY BARRIERS 
 
 

WHEREAS, West Bountiful City is empowered to adopt and amend general laws and land use 
ordinances pursuant to Utah State law (§10-20-101 et seq.) and under corresponding sections of the 
West Bountiful City Code; and 
 
WHEREAS, the West Bountiful City Council desires to maintain land use regulations that meet the 
needs of its residents; and 
 
WHEREAS, it was determined that there was need for modifications to West Bountiful City Code 
regarding pool safety barriers; and 
 
WHEREAS, the West Bountiful City Council held a properly noticed public hearing on October 
20th, to consider the proposed modifications and the forwarded recommendation from the Planning 
Commission.  
 
NOW THEREFORE, BE IT ORDAINED by the City Council of West Bountiful that the West 
Bountiful Municipal Code be modified as shown in exhibit A.  
 
This Ordinance shall take effect immediately upon signing and posting.  
 
Adopted October 20th, 2026. 
 
      By: 
 

___________________________________ 
Ken Romney, Mayor 

 
Voting by the City Council:  AYE  NAY 
  Councilmember Ahlstrom                         
  Councilmember Butterfield                         
  Councilmember Enquist                        
  Councilmember Nielsen                        
  Councilmember Thompson                        

 
ATTEST: 

 
 

_________________________________ 
Remington Whiting, City Recorder  



17.76.020 Private Pools And Use 

A. Swimming pools not completely enclosed within a building having solid walls shall
be set back at least ten (10) feet from all rear property lines and seven (7) feet from
all side property lines.

B. Swimming pools shall be completely surrounded by a fence or wall having a
minimum height of four (4) feet. There shall be no openings below or in the fence or
wall that allow passage of a four (4) inch diameter sphere, except for gates which
shall be equipped with self-closing and self-latching devices. Such gGates shall be
securely locked when the swimming pool is not in use by persons invited by the
owner.

Exception: A gate serving a swimming pool shall not be required to be self-closing or 
self-latching when the pool is equipped with a safety cover that is listed and labeled 
in accordance with ASTM F1346 and the safety cover is installed and maintained in 
accordance with the manufacturer's instructions. The safety cover shall be secured 
in place whenever the swimming pool is not in use. 

C. Private swimming pools must not directly connect to the city’s culinary water
system or to the public sewer system.



550 North 800 West, West Bountiful, UT 84087   (801) 292-4486 

TO: 

DATE: 

FROM: 

RE: 

Mayor and City Council 

October 16th, 2026 

Kris Nilsen and Remington Whiting 

Highgate No. 2 Phase 1 Amended Subdivision 

_______________________________________________________________________________ 

Summary 
Eric and Roxi Rhead, the owners of lots 201, 202, and 203 in Highgate No. 2 Phase 1 (Exhibit A) have 
requested to combine these three lots into one lot as lot 201B. This change would form a new 
property designated at 1570 W Wellington Avenue as Highgate No. 2 Phase 1 Amended Subdivision 
(Exhibit B). As this adjustment affects the boundaries of an existing subdivision plat, an amendment 
is required.  

Process 
Utah State Code Section 10-20-811 Subdivision Amendments annotated outlines a process whereby 
a municipal land use authority may amend or vacate a subdivision plat.  Per state code, staff has 
provided written notice to required entities. 

Analysis and Proposed Changes 
1. No new lots are created with this amendment; instead, three lots will be merged into one.
2. The existing sewer, natural gas, and power easements on the property will be unaffected.
3. The public utility/drainage easements on the sides of the lots will be vacated, as has been

approved (Exhibit C).

Recommendation 
Staff is recommending approval of the Highgate No. 2 Phase 1 Amended Subdivision Plat as 
presented.  

MEMORANDUM 





LOT 201B

Δ

Δ

HIGHGATE NO. 2 PHASE 1 AMENDED SUBDIVISION

OWNER'S DEDICATION

BOUNDARY DESCRIPTION:

SURVEYOR'S CERTIFICATE:

 LOCATED IN THE SOUTHWEST QUARTER OF SECTION 23,
TOWNSHIP 2 NORTH, RANGE 1 WEST,

SALT LAKE BASE AND MERIDIAN
WEST BOUNTIFUL, DAVIS COUNTY, UTAH

 LOCATED IN THE SOUTHWEST QUARTER OF SECTION 23,
TOWNSHIP 2 NORTH, RANGE 1 WEST,

SALT LAKE BASE AND MERIDIAN

WEST BOUNTIFUL, UTAH
SCALE: 1" = 1000'

LEGEND

SHEET 1 OF 1

DAVIS COUNTY RECORDER
CITY COUNCIL APPROVAL

WELLINGTON AVENUE (10 NORTH)

(PUBLIC WAY)

No. 6269078

SHAD D
HALL

STATE OF UTAH
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O
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IONAL  LAND  SURVEYOR

NOT FOR

RECORDATIO
N

“ ”

AMENDING LOTS 201, 202 AND 203 

HIGHGATE NO. 2 PHASE 1 AMENDED SUBDIVISION
AMENDING LOTS 201, 202 AND 203 

AMENDING LOTS 201, 202 AND 203 

CITY ATTORNEY CITY ENGINEER

JO
B 

#2
55

82

TRUST ACKNOWLEDGMENT

9-23-26
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CITY COUNCIL MEETING  October 6th, 2026 

 

PENDING – Not Yet Approved 1 

 2 

Minutes of the West Bountiful City Council and Planning Commission Work Session and City 3 

Council Regular meeting held on October 6th, 2026, at West Bountiful City Hall, 550 N 800 West, 4 

Davis County, Utah. 5 

 6 

Those in attendance: 7 

 8 

CITY COUNCIL: Mayor Kenneth Romney, Council members James Ahlstrom, Dell 9 

Butterfield, Kelly Enquist, Jenn Nielsen, and Julie Thompson  10 

 11 

PLANNING COMMISSION: Chairman Robert Merrick, Vice Chairman Corey Sweat, 12 

Commissioners Dennis Vest, Laura Mitchell, and Richmond Thornley 13 

 14 

STAFF: Duane Huffman (City Administrator), Brandon Erekson (Chief of Police), Steve 15 

Maughan (Public Works Director), Steve Doxey (City Attorney), and Remington Whiting 16 

(City Recorder)  17 

 18 

PUBLIC: Joyce Price, Deby Marshall, Chris Jenson, Robin Williams, Jeff Cude, Michelle 19 

Cude, Scott Smith, Abby Smith, Sean Hugoe, Judy Rapp, Mark Preece, Cyndi Hardy, Niel 20 

Hardy, Judy Jenkins, Abigial Davis, Trisha Davis, Dan Davis, Pamela Tullis, Dave Ryan, 21 

Skylar Tolbert, Jack Evans 22 

 23 

EXCUSED: Kris Nilsen (City Engineer) 24 

 25 

 26 

Work Session – Presentation on Updated Development Concepts by Ivory Homes and Cirrus 27 

Group/Providence. 28 

 29 

Mayor Romney opened the work session by providing a brief overview of the purpose of the 30 

meeting and welcomed the public in attendance. Jack Evans from the Providence Project and Skylar 31 

Tolbert from Ivory Homes then introduced themselves.  32 

 33 

Mr. Tolbert presented the revised concept plan for properties located west of 400 N. He explained 34 

that the plans were revised based on feedback from the community during the concept plan review 35 

meeting in June.  36 

 37 

Highlights of the revised plans included the elimination of cottages, townhomes, and condos on the 38 

south end of the project (Providence) that would now be used as an industrial area, a new location 39 

for the proposed park, and a fire/crash gate that would separate the Ivory and Providence 40 

Developments. Mr. Tolbert also affirmed that the proposed Ivory Homes Concept would include a 41 

buffer from larger lots down to smaller lots heading west.  42 

 43 

Mr. Evans then presented highlights of the Providence portion of the project. The highlights included 44 

1.2 million square feet of industrial building space, an estimated 1,200 new jobs, a projected future 45 

tax revenue of 10.8 million through 2038 and potential property uses.  46 

 47 
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There was discussion on whether Providence intended to lease or sell the property, and the response 48 

was that it is unknown. Chairman Rob Merrick shared concern over the one operational access for a 49 

large industrial area, and Mr. Evans responded that they did not anticipate any issues due to their 50 

traffic study. There was also discussion on the connection from the Ivory Development to 1200 N,  51 

and Ivory’s plans on rezoning.   52 

 53 

The council enquired about the timeline of the project, with Ivory Homes estimating that their 54 

project would take 4-5 years once approved, and Providence anticipating 2-3 years once annexed. 55 

Councilwoman Thompson asked about the park completion timeline. Skylar said that it would be 56 

addressed in the development agreement.   57 

 58 

MOTION:   Jenn Nielsen made a motion to adjourn the work session. James Ahlstrom 59 

seconded the motion which PASSED by unanimous vote of all members 60 

present.  61 

 62 

 63 

Regular Meeting 64 

 65 

Mayor Kenneth Romney called the meeting to order at 7:33 pm. Jenn Nielsen gave a thought, and 66 

the Pledge of Allegiance was led by Dell Butterfield. 67 

 68 

1. Approve Agenda 69 

 70 

MOTION:  Dell Butterfield made a motion to approve the agenda. James Ahlstrom 71 

seconded the Motion which PASSED by unanimous vote of all members 72 

present.   73 

 74 

 75 

2. Public Comment. 76 

 77 

Dave Ryan – 425 N 660 W –  Mr. Ryan shared his concerns over residents making illegal U-78 

Turns on the very east end of 400 N. 79 

 80 

 81 

3. Consider Grazing Lease – Jessi’s Meadows Open Space.  82 

Duane presented a Lease Agreement for Lot A of the Jessi’s Meadow Subdivision. He 83 

reviewed the highlights of the lease including a 1-year term with options for renewal, the 84 

city’s ability to terminate the lease with 60 days’ notice, the requirement that the tenant must 85 

have city’s permission for any alterations to the property, and the tenant being required to 86 

maintain insurance and indemnify the city.  87 

 88 

MOTION:   Jenn Nielsen made a motion to authorize the mayor to execute the Grazing 89 

Lease. Dell Butterfield seconded the motion which PASSED by unanimous 90 

vote by all members present.  91 

 92 

 93 

 94 
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4. Consider Purchase Approval for Used Golf Course Rough Mower.  95 

Duane explained that last year, the city had purchased a large rough mower. This mower is 96 

helpful to get into rough areas that are too small for the larger rough mower.  97 

 98 

MOTION:   Dell Butterfield made a motion to approve the purchase of a rough mower 99 

for the golf course for $20,000. Julie Thompson seconded the motion which 100 

PASSED by unanimous vote of all members present.   101 

 102 

5. Meeting Minutes from September 15th, 2026. 103 

 104 

MOTION: James Ahlstrom made a motion to approve the meeting minutes from 105 

September 15th, 2026.  Jenn Nielsen seconded the motion which PASSED by 106 

unanimous vote of all members present.  107 

 108 

6. Staff Reports 109 

Police Department – Brandon Erekson 110 

• Chief Erekson sent out the monthly statistics this morning to the city council.  111 

• Detective Brennan Halliday has submitted his notice of resignation, and his last day will be 112 

on the 18th of October.  113 

Public Works – Steve Maughan 114 

• The engineering for the 700 N and 675 water project is nearing completion. 115 

• Belmont Farms water line has passed inspection. The development is going well and the 116 

ribbon curb is in.  117 

• Fall Cleanup will take place on October 15-17.  118 

Community Development/Administration – Duane Huffman 119 

• Working on 2 annexations projects. First, is the update to the city’s annexation policy plan 120 

and the second is for the Providence Project. The Providence Project has submitted a notice 121 

of intent which is the first step for an annexation.  122 

• Request for Qualifications to receive potential appeal authorities has been posted.  123 

• Thanked the City Council for their attendance at the City’s Summer Employee Appreciation 124 

BBQ. 125 

 126 

7. Mayor/Council Reports 127 

Mayor Ken Romney: 128 

• The South Davis Metro Fire has 2 new deputy fire chiefs, and they will have a welcoming 129 

ceremony tomorrow.  130 

James Ahlstrom: 131 

• Finished his tiles for the community mural and shared his appreciation for the work that 132 

Councilwoman Nielsen and Thompson had put into the project.   133 

Dell Butterfield: 134 

• The South Davis Recreation Center Board will meet next Wednesday. 135 

Kelly Enquist:  136 

• The Mosquito Abatement Board will meet on Thursday. 137 

• The Arts Council will host their Cowboy Poetry concert this Friday. 138 

Jenn Nielsen: 139 

• YCC hosted a Power Point night and it was a success. 140 
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• Attended a conference in St. Louis for the Wasatch Waste Management District.  141 

• The Paul Revere ride has adjusted the activity, and on Monday, Dennis Vest will come to the 142 

school or city hall with his horse to represent Paul Revere.  143 

Julie Thompson: 144 

• The city is working on collecting the remaining tiles for the community mural.  145 

• The November America 250 event will be to honor the veterans with yard signs.  146 

• The Planning Commission received a code change application that would create an exception 147 

for self-latching and closing gates surrounding pools if an ASTM F1346-91 is installed.  148 

 149 

8. Adjourn. 150 

 151 

MOTION:   James Alhlstrom made a motion to adjourn the meeting of the West 152 

Bountiful City Council. Jenn Nielsen seconded the motion which PASSED 153 

by unanimous vote of all members present.   154 

 155 

 156 

---------------------------------------- 157 

 158 

The foregoing was approved by the West Bountiful City Council by unanimous vote of all members 159 

present on October 20th, 2026. 160 

 161 

 162 

  163 

Remington Whiting, City Recorder 164 
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